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Following is a collection of items that have been view as “for further study” when release 5 and release 6 were being developed. The purpose of this document is two-fold. (1) to ascertain if any of the information below is relevant to our work in release 7 and (2) to remove the “for further study” statements from release 7 documents before the close of the release. 
1. 33.106 release 5 and release 6
1.1 
(5.1.2)
General principles

Target Identities for multi-media shall be SIP URL and TEL URL. Other target identities for multi-media are for further study
1.2 (5.2.2.3)
Correlation of information and product

NOTE:
Clarification about correlation limitations during inter-PLMN call or session handovers is for further study.  Release 8
2 TS 33.107 release 5 and release 6
2.1 (5) Activation, Deactivation and interrogation

Release 5 and release 6: 

. 
2.2 (6.4.1) Interception of Multi-Party Call

Release 5 and release 6: perhaps rel 7
Intercept requirements for CS multi-media is for further study. 
2.3
(7A.3) Multi-media events

.

(C.4) Multimedia with Supplementary Service – Call Forwarding

Release 5 and release 6:

For further study. 
(C.5)
Multimedia with Supplementary Service – Explicit Call Transfer

Release 5 and release 6:

For further study. 
(C.6)
Multimedia with Supplementary Service – Subscriber Controlled input

Release 5 and release 6:

For further study. 
3
TS 33.108 release 5 and release 6
3.1
Release 5 (7.1) Identifiers
[Editors Note:
For Further Study: correlating SIP messages with its corresponding media stream in the contexts]. 
3.2
Release 6: Annex H Perhaps Rel7
Other methods for reporting of intercept subject Dialled Digits are for further study. 
4. Contributions for 33.108
Table 2: Information Events for WLAN Interworking Event Records

	Element
	Source Spec - PDG
	Source Spec – AAA Server

	Tunnel disconnect cause

Provides a reason for why the WLAN tunnel is disconnected.
	For further study according to Clause 8.5 of 3GPP TS 24.234
	Not identified.


