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*** FIRST CHANGE – Clause 7.1********

7.1
Provision of Intercept Product - Short Message Service

Figure 19 shows an SMS transfer from the 3G SGSN node or the CSCF to the LEA. Quasi-parallel to the delivery from / to the mobile subscriber a SMS event, which contains the content and header of the SMS, is generated and sent via the Delivery Function 2P to the LEA in the same way as the Intercept Related Information. National regulations and warrant type determine if a SMS event shall contain only SMS header, or SMS header and SMS content.

The IRI will be delivered to the LEA:

-
for a SMS-MO. Dependent on national requirements, delivery shall occur either when the 3G SGSN or CSCF receives the SMS from the target MS or when the 3G SGSN or CSCF receives notification that the SMS-Centre successfully received the SMS;

-
for a SMS-MT. Dependent on national requirements, delivery shall occur either when the 3G SGSN or CSCF receives the SMS from the SMS-Centre or when the 3G SGSN or CSCF receives notification that the target MS successfully received the SMS.
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Figure 19: Provision of Intercept Product - Short Message Service
*** NEXT CHANGE – Clause 7A********

7A
Invocation of Lawful Interception for Packet Data Multi-media Service

7A.1
Provision of content of communications

Interception of the content of communications for GSN packet data services is explained in clause 7.2. No additional content of communications intercept requirements are identified. (to be confirmed pending completion of multi-media stage 2 specifications) Activation and invocation of multi-media service does not produce interception of content of communications, which must be intercepted at the GSN under a separate activation and invocation.

7A.2
Provision of IRI

SIP messaging is reported as Intercept Related Information for the interception of multi-media service. As shown in figure 22 below, all SIP messages executed on behalf of a target subscriber are subject to intercept at the P CSCF and S CSCF. Based upon network configuration, the ADMF shall provision P CSCFs, or S CSCFs, or both P CSCFs and S CSCFs with SIP URI or TEL URL target identifiers. These resulting intercepted SIP messages shall be sent to DF2 for mediation prior to transmittal across the HI2 interface.

[image: image2.wmf] 

ADMF

 

 

 

P

-

CSCF

 

S CSCF

 

 

 

DF2

 

 

 

LEMF

 

 

 

Intercepted

 

Subscriber

 

Other 

 

party

 


Figure 22: Provision of Intercept Related Information for multi-media

7A.3
Multi-media events

-
All SIP messages to or from a targeted subscriber, and all SIP messages executed on behalf of a targeted subscriber for multi-media session control are intercepted by the P CSCF and S CSCF and sent to DF2. The target identifier used to trigger the intercept will also be sent with the SIP message. P CSCF event reports may be redundant with S CSCF event reports when the P CSCF and S CSCF reside in the same network, however, this standard does not require nor prohibit redundant information from being reported to DF2.

-
The IRI should be sent to DF2 with a reliable transport mechanism.
-
Correlation) for SIP to bearer shall  be supported within the domain of one provider. 
-
An intercepted SIP event sent to DF2 is shown below:

-
Observed SIP URI

-
Observed TEL URL

-
Event Time and Date

-
Network element identifier

-
SIP Message Header

-
SIP Message Payload
-
SMS-IRI (e.g., if available and conveyed via SIP messages) [including, for example, originating and destination address, SMS direction, and SMS Centre address]
*** NEXT CHANGE – Clause 9.1********

9.1
Provision of Intercept Product - Short Message Service
LI for SMS in the 3GPP-WLAN Interworking case is described in Clause 7A.3. 
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