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1. Overall Description:

The 3GPP SA2 study on network provided Cell-ID is identifying use cases where the Cell-ID provided by the network is needed since the UE provided Cell-ID may not be trusted.  This study has identified some IMS use cases where it is not clear if IMS needs to obtain the network provided Cell-ID or if the ability to correlate IMS records and IP-CAN records satisfies the requirement.  Your expertise is being sought for the following use cases:

1. Lawful Intercept.  For CS mode LI, some local regulations (e.g., Germany) require the Cell-ID to be  recorded at the start and end of a call.  Therefore, for IMS sessions, the Cell-ID is needed at the start and end of an IMS session.  

2. Charging.  In CS mode, Call Detail Records can capture the Cell-ID at the start and end of a call and for each SMS message.  Therefore, the Cell-ID is needed for similar IMS events.
2. Actions:

To SA3-LI group.

ACTION: 
3GPP SA2 kindly ask SA3-LI, if IMS needs a way to obtain the Cell-ID from the IP-CAN during the events in use case #1 above, or if the IP-CAN captures Cell-ID in LI records and there is a way IMS and IP-CAN LI records can be correlated.

To SA5 group.

ACTION: 
3GPP SA2 kindly ask SA5, if IMS needs a way to obtain the Cell-ID from the IP-CAN during the events in use case #2 above, or if the IP-CAN captures Cell-ID in CDR records and there is a way IMS and IP-CAN CDR records can be correlated.
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