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*** Start Modification ***

Table 10.5.1.1.10: DSMIP registration/tunnel activation (unsuccessful) REPORT Record

	Parameter
	MOC
	Description/Conditions

	observed MN NAI
	C
	Provide at least one and other when available.

	observed IMSI
	
	

	event type
	C
	Provide DSMIP registration/tunnel activation event type.

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	lawful intercept identifier
	M
	Shall be provided.

	network identifier
	M
	Shall be provided.

	lifetime
	C
	The requested lifetime for the tunnel.

	failed attach reason
	C
	Provide information about the reason for failed registration/tunnel activation attempt of the target subscriber.

	Requested IPv6 Home Prefix
	C
	Provide the UE IPv6 Home Prefix.

	Home address
	C
	Provide the assigned home address.

	APN
	C
	Provides the Access Point Name.

	Care of address
	C
	The local IP address provided by the access network.


*** NEXT Modification ***

Table 10.5.1.4.4: DSMIP deregistration/tunnel deactivation END Record
	Parameter
	MOC
	Description/Conditions

	observed MN NAI
	C
	Provide at least one and other when available.

	observed IMSI
	
	

	event type
	C
	Provide DSMIP deregistration/tunnel deactivation. 

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	lawful intercept identifier
	M
	Shall be provided.

	network identifier
	M
	Shall be provided.

	Home address
	C
	Provide the IPv6 home address

	Care of Address
	C
	The IP address provided by the access network

	Initiator
	C
	Provide to indicate whether the tunnel deactivation is network-initiated, intercept-subject-initiated

	Correlation number
	C
	Provide to uniquely identify tunnel delivered to the LEMF and to correlate IRI records with CC.


*** END Modification ***
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