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[1]
ETSI TR 101 331: "Telecommunications security; Lawful Interception (LI); requirements of Law Enforcement Agencies".

[2]
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[3]
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[7]
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[8]
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[10] - [12]
Void.

[13]
IETF STD 9 (RFC 0959): "File Transfer Protocol (FTP)".
[14]
3GPP TS 32.215: "3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; Telecommunication Management; Charging Management; Charging data description for the Packet Switched (PS) domain)".

[15]
IETF STD0005 (RFC 0791: "Internet Protocol".

[16]
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3GPP TS 29.060: "3rd Generation Partnership Project; Technical Specification Group Core Network; General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface".

[18]
3GPP TS 33.106: "3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; 3G Security; Lawful Interception Requirements".

[19]
3GPP TS 33.107: "3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; 3G Security; Lawful interception architecture and functions".

[20]
3GPP TS 23.107: "3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; Quality of Service QoS concepts and architecture".

[21] – [22]
Void.

[23]
ANSI/J-STD-025-A: "Lawfully Authorized Electronic Surveillance".
[24]
ETSI TS 101 671: "Handover Interface for the lawful interception of telecommunications traffic".

[25]
3GPP TS 23.003: "3rd Generation Partnership Project; Technical Specification Group Core Network; Numbering, addressing, and identification".

[26]
IETF RFC 3261: "SIP: Session Initiation Protocol".

[27]
IETF RFC 1006: "ISO Transport Service on top of the TCP".

[28]
IETF RFC 2126: "ISO Transport Service on top of TCP (ITOT)".
[29]
ITU‑T Recommendation Q.763: "Signalling System No. 7 - ISDN User Part formats and codes".

[30]
ETSI EN 300 356 (all parts): "Integrated Services Digital Network (ISDN); Signalling System No.7; ISDN User Part (ISUP) version 3 for the international interface".

[31]
ETSI EN 300 403-1 (V1.3.2): "Integrated Services Digital Network (ISDN); Digital Subscriber Signalling System No. one (DSS1) protocol; Signalling network layer for circuit-mode basic call control; Part 1: Protocol specification [ITU-T Recommendation Q.931 (1993), modified]".

NOTE 3:
Reference [31] is specific, because ASN.1 parameter "release-Reason-Of-Intercepted-Call" has the following comment: "Release cause coded in [31] format". In case later version than the given one indicated for ISDN specification ETSI EN 300 403‑1 has modified format of the "release cause", keeping the reference version specific allows to take proper actions in later versions of this specification.

[32] - [33]
Void

[34]
ITU-T Recommendation Q.931: "ISDN user-network interface layer 3 specification for basic call control".

[35]
Void.

[36]
IETF RFC 2806: "URLs for Telephone Calls".

[37]
3GPP TS 23.032: "3rd Generation Partnership Project; Technical Specification Group Core Network; Universal Geographical Area Description (GAD)".

[38]
3GPP TR 21.905: "3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; Vocabulary for 3GPP Specifications".

[39]
ISO 3166-1: "Codes for the representation of names of countries and their subdivisions - Part 1: Country codes".

[40]
3GPP TS 23.228: "3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; IP Multimedia Subsystem (IMS); Stage 2".

[41]
3GPP TS 29.234: "3rd Generation Partnership Project; Technical Specification Group Core Network and Terminals: 3GPP System to Wireless Local Area Network (WLAN) interworking; Stage 3".

[42]
3GPP TS 23.060: "3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; General Packet Radio Service (GPRS); Service description".

[43]
3GPP TS 23.234: "3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; 3GPP system to Wireless Local Area Network (WLAN) Interworking; System Description".
[44]

3GPP TS 23.401: "3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; General Packet Radio Service (GPRS) enhancements for Evolved Universal Terrestrial Radio Access Network (E-UTRAN) access”.

[45]
3GPP TS 23.402:  "3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; Architecture enhancements for non-3GPP accesses".

[46]
3GPP TS 29.274: "3GPP Evolved Packet System (EPS); Evolved General Packet Radio Access (GPRS) Tunneling Protocol for Control Plane (GTPv2-C); Stage 3".

[47]
3GPP TS 24.301: "Non-Access-Stratum (NAS) protocol for Evolved Packet System (EPS); Stage 3".

[48]
3GPP TS 29.275: "Proxy Mobile IPv6 (PMIPv6) based Mobility and Tunneling protocols; Stage 3".

[49]
3GPP TS 24.303: "Mobility management based on Dual-Stack Mobile IPv6; Stage 3".

[50]
3GPP TS 24.304: "Mobility management based on Mobile IPv4; User Equipment (UE) – Foreign Agent interface; Stage 3". 

[51]
IETF draft-muhanna-mext-binding-revocation-01, available at www.ietf.org
[52]
3GPP TS 24.147: "3rd Generation Partnership Project; Technical Specification Group Core Network and Terminals; Conferencing Using the IP Multimedia (IM) Core Network (CN) subsystem 3GPP Stage 3".

[53]
3GPP TS 29.273: "3rd Generation Partnership Project; Technical Specification Group Core Network and Terminals; Evolved Packet System (EPS); 3GPP EPS AAA interfaces".

[54]
3GPP TS 33.328: "3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; IP Multimedia Subsystem (IMS) media plane security".

[55]
ATIS-0700005 "Lawfully Authorized Electronic Surveillance (LAES) for 3GPP IMS-based VoIP and other Multimedia Services".
[XX]
IETF RFC 5246: “The Transport Layer Security (TLS) Protocol Version 1.2”, available at www.ietf.org
[YY]
IETF RFC 4217: “Securing FTP with TLS”, available at www.ietf.org
*** NEXT CHANGE ***

3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [38] and the following apply:

AN
Access Network

ASN.1
Abstract Syntax Notation, Version 1

ASE
Application Service Element

BER
Basic Encoding Rules

CC
Content of Communication

CSCF
Call Session Control Function

DF
Delivery Function

DSMIP
Dual Stack MIP

EPS
Evolved Packet System

e-PDG
Evolved PDG

E-UTRAN
Evolved UTRAN
FTP
File Transfer Protocol

GGSN
Gateway GPRS Support Node

GLIC
GPRS LI Correlation

GPRS
General Packet Radio Service

GSM
Global System for Mobile communications

GSN
GPRS Support Node (SGSN or GGSN)

GTP
GPRS Tunnelling Protocol

HA
Home Agent

HI
Handover Interface

HI1
Handover Interface Port 1 (for Administrative Information)

HI2
Handover Interface Port 2 (for Intercept Related Information)

HI3
Handover Interface Port 3 (for Content of Communication)

HLC
High Layer Compatibility

HSS
Home Subscriber Server
IA
Interception Area

IA5
International Alphabet No. 5

IAP
Interception Access Point

ICI
Interception Configuration Information

IE
Information Element

IIF
Internal Interception Function

IMEI
International Mobile station Equipment Identity

IMS
IP Multimedia Core Network Subsystem

IMSI
International Mobile Subscriber Identity

INI
Internal network interface

IP
Internet Protocol 
IP-CAN
IP-Connectivity Access Network
IPS
Internet Protocol Stack

IRI
Intercept Related Information

LEA
Law Enforcement Agency

LEMF
Law Enforcement Monitoring Facility

LI
Lawful Interception

LIID
Lawful Interception Identifier

LLC
Lower layer compatibility

LSB
Least significant bit

MAP
Mobile Application Part

ME
Mobile Entity

MF
Mediation Function

MIP
Mobile IP

MME
Mobility Management Entity
MS
Mobile Station

MSB
Most significant bit

MSISDN
Mobile Subscriber ISDN Number

MSN
Multiple Subscriber Number

NEID
Network Element Identifier

NID
Network Identifier

NO
Network Operator

OA&M
Operation, Administration & Maintenance

P‑CSCF
Proxy Call Session Control Function

PDG
Packet Data Gateway

PDN
Packet Data Network

PDN-GW
PDN Gateway
PDP
Packet Data Protocol

PLMN
Public land mobile network

PMIP
Proxy Mobile IP
PSTN
Public Switched Telephone Network

ROSE
Remote Operation Service Element

Rx
Receive direction

S‑CSCF
Serving Call Session Control Function

SGSN
Serving GPRS Support Node

SDP
Session Description  Protocol

SIP
Session Initiation Protocol

SMAF
Service Management Agent Function

SMF
Service Management Function

SMS
Short Message Service

SP
Service Provider

S-GW
Serving Gateway

TAU
Tracking Area Update
TCP
Transmission Control Protocol

TI
Target identity
TLS
Transport Layer Security
TP
Terminal Portability

T-PDU

tunneled PDU

Tx
Transmit direction

UI
User Interaction

UMTS
Universal Mobile Telecommunication System

URI
Universal Resource Identifier

URL
Universal Resource Locator

UTRAN
Universal Terrestrial Radio Access Network

VPN
Virtual Private Network

*** NEXT CHANGE ***

7.3
Security aspects

When KMS based IMS media security [54]  is adopted in the network, the HI2 shall have strong integrity and confidentiality protection. In this case, the  HI2 should be protected by TLS [XX]. FTP delivery should be done over TLS as specified by [YY].
NOTE: TLS profile need to be specified
Additional security is defined by national requirements.

*** END OF CHANGES ***
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