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* * * First Change * * * 
6.3.2
Structure of the events

The information sent to DF2 is triggered by up to eight different call related and non-call related events. Details are described in following clause. The events for interception are configurable (if they are sent to DF2) in the 3G MSC Server and can be suppressed in the DF2. The events are listed as follows:

Call Related Events:

-
Call Establishment

-
Answer

-
Supplementary Service

-
Handover

-
Release

Non Call Related Events:

-
SMS

-
Location Update

-
Subscriber Controlled Input

Table 1 below shows the set of information that can be associated with the events. The events trigger the transmission of the information from the 3G MSC Server to DF2. Available IEs from this set of information can be extended in the 3G MSC Server, if this is necessary in a specific country. DF2 can extend available information if this is necessary in a specific country e.g. a unique number for each surveillance warrant.

Table 1: Information Elements for Circuit Event records

	Observed MSISDN


Target Identifier with the MSISDN of the target subscriber (monitored subscriber).

	Observed IMSI


Target Identifier with the IMSI of the target subscriber (monitored subscriber).

	Observed IMEI


Target Identifier with the IMEI of the target subscriber (monitored subscriber),


It shall be checked for each call over the radio interface

	event type


Description which type of event is delivered: Establishment, Answer, Supplementary service,

Handover, Release, SMS, Location update, Subscriber controlled input

	event date


Date of the event generation in the 3G MSC Server

	event time


Time of the event generation in the 3G MSC Server

	dialled number


Dialled phone number before digit modification, IN-modification etc.

	Connected number


Number of the answering party

	other party address


Directory number of the other party for MOC


Calling party for MTC

	call direction


Information if the monitored subscriber is calling or called e.g. MOC/MTC or originating/ terminating


In or/out

	Correlation number


Unique number for each call sent to the DF, to help the LEA, to have a correlation between each

Call and the IRI

	Network Element Identifier


Unique identifier for the element reporting the ICE.

	Location Information


Location information is the service area identity and/or location area identity that is present at the 3G MSC Server

at the time of event record production. 

The location information received over the SGs interface can be the TAI and the ECGI.

	basic service


Information about Tele service or bearer service.

	Supplementary service


Supplementary services used by the target e.g. CF, CW, ECT

	Forwarded to number


Forwarded to number at CF

	call release reason


Call release reason of the target call

	SMS initiator


SMS indicator whether the SMS is MO, MT, or undefined

	SMS Message


The SMS content with header which is sent with the SMS-service

	Redirecting number


The number which invokes the call forwarding towards the target. This is provided if available. 

	SCI


Non call related Subscriber Controlled Input (SCI) which the 3G MSC Server receives from the ME
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