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**********************First change******************************

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [19] and the following apply:

CAT
Customized Alerting Tone

CC
Content of Communication

CRS
Customized Ringing Signal

CS
Circuit Switched


CSP
Communications Service Provider

HeNB
Home eNodeB

H(e)NB
HNB and HeNB

HNB
Home NodeB

IA
Interception Area

IP
Internet Protocol

IRI
Intercept Related Information

LDI
Location Dependent Interception

LEA
Law Enforcement Agency

LEMF
Law Enforcement Monitoring Facility

LI
Lawful Interception

MS
Mobile Station

PS
Packet Switched
QoS
Quality of Service

SIP
Session Initiation Protocol

UE
User Equipment

UTC
Coordinated Universal Time

WLAN
Wireless Local Area Network

************************End of first change*******************

*********************Start of last change********************
5.10
Lawful Interception for Home Node B and Home enhanced Node B (H(e)NB)

HNB and HeNB are jointly referred to as H(e)NB, as defined in TS 22.220 [11]. The location of the H(e)NB is the location information used by the operator to verify the location for H(e)NB activation.  

For the purpose of LI, a target may be a subscriber attached to a H(e)NB.  

The LI requirements for H(e)NB local routing, selected IP traffic offload (SIPTO) or local IP access (LIPA) are FFS.
Interception should be done in such a manner to avoid detectability by the target or others.
When a target receives service from the PLMN via a H(e)NB, the following applies:

-
the interception capabilities shall take place as for normal PLMN use

-
H(e)NB information (e.g., location and identification) shall also be provided to the LEMF  

-
If available, the location reported for the target is the H(e)NB location where the target’s MS is attached

-
Target attachment to the H(e)NB and handovers to/from the H(e)NB shall be reported to the LEMF  

-
There may be national requirements to identify specific information that is required to be reported  
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