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* * * First Change * * * 
12.2.1.2

Structure of the events 

There are several different events in which the information is sent to the DF2 if this is required. Details are described in the following clause. The events for interception are configurable (if they are sent to DF2) in the EPC nodes or the HSS and can be suppressed in the DF2. The network procedures for which the events are generated are defined in [22].

The following events are applicable to the MME:

-
Attach;

-
Detach;

- 
Tracking Area Update;
- 

UE requested PDN connectivity; 

- 
UE Requested PDN disconnection;

- 
Start of interception with E-UTRAN attached UE.

The following events are applicable to the Serving GW and PDN GW:
-
Bearer activation (valid for both Default and Dedicated bearer); 

-
Start of intercept with bearer active;

-
Bearer modification;

-
Bearer deactivation;
-
UE Requested Bearer Resource Modification.
The following events are applicable to the HSS:

· Serving Evolved Packet System.

A set of elements as shown below can be associated with the events. The events trigger the transmission of the information from the nodes to DF2. Available IEs from this set of elements as shown below can be extended in the nodes, if this is necessary as a national option. DF2 can extend available information if this is necessary as a national option.

	Observed MSISDN

MSISDN of the target subscriber (monitored subscriber).

	Observed IMSI

IMSI of the target subscriber (monitored subscriber).

	Observed ME Id

ME Id of the target subscriber (monitored subscriber); when it coincides with the IMEI, it shall be checked for each activation over the radio interface.

	Event type

Indicates which type of event is delivered: Attach, Detach, Tracking Area Update, UE requested PDN connectivity, UE Requested PDN disconnection, UE Requested Bearer Resource Modification, Bearer activation, Start of intercept with bearer active, Start of interception with E-UTRAN attached UE, Bearer deactivation, Bearer modification, Serving Evolved Packet System.

	Event date

Date of the event generation in the ICE.

	Event time

Time of the event generation in the ICE. Timestamp shall be generated relative to ICE internal clock.

	PDN Type

The parameter is applicable to the MME only and provides the IP version (IPv4, IPv4/IPv6, IPv6) requested by the UE.

	PDN Address Allocation

The parameter is applicable to the S-GW and PDN-GW; it provides the IP version (IPv4, IPv4/IPv6, IPv6) and IP address(es) allocated for the UE.

	Protocol Configuration Options

Are used to transfer parameters between the UE and the PDN-GW (e.g. Address Allocation Preference by DHCP).

	Attach type

Indicates the type of attach (may carry indication of handover in case of mobility with non-3GPP access).

	Location Information

Location Information is the Tracking Area Identity (TAI), TA List assigned to the UE, E-CGI and/or location area identity that is present at the node at the time of event record production. In case of Tracking Area Update event, the last visited TAI of the UE may be applicable.

	PDN address(es)

The UE IP address(es) for the PDN connection.

	APN

When provided by the MME, the parameter carries the Access Point Name provided by the UE. When provided by the S-GW/PDN-GW, it is the Access Point Name used for the connection.

	RAT type

The Radio Access Type

	APN-AMBR

The Aggregate Maximum Bit Rate for the APN.

	Handover indication

Provides information from  the GTPv2 protocol that the procedure is triggered as part of a handover.

	Procedure Transaction Identifier

Identifies a set of messages belonging to the same procedure; the parameter is dynamically allocated by the UE.

	EPS bearer identity

An EPS bearer identity uniquely identifies an EPS bearer for one UE accessing via E-UTRAN. The EPS Bearer Identity is allocated by the MME.

	Bearer activation/deactivation type

Indicates the type of bearer being activated/deactivated, i.e. default or dedicated.

	Linked EPS bearer identity

Indicates, in case of dedicated bearer, the EPS bearer identity of the default bearer.

	Initiator

The initiator of the procedure, either the network, HeNB, or the UE.

	Switch off indicator

Indicates whether a detach procedure is due to a switch off situation or not.

	Detach type

Parameter sent by the network to the UE to indicate the type of detach.

	Traffic Flow Template (TFT)

The EPS bearer traffic flow template (TFT) is the collection of all packet filters associated with that EPS bearer.

	Traffic Aggregate Description (TAD)

The TAD consists of the description of the packet filter(s) for the traffic flow aggregate.

	Serving MME address

The address of the serving MME.

	Old Location Information

Location Information of the subscriber before Tracking Area Update.

	Correlation Number

The correlation number is used to correlate CC and IRI.

	Network Element Identifier

Unique identifier for the ICE reporting the event.

	Failed attach reason

Reason for failed attach of the target subscriber.

	Failed bearer activation reason

Reason for failed bearer activation for the target subscriber.

	Failed Bearer Modification reason

The reason for failure of Bearer Modification.

	IAs

The observed Interception Areas.

	Bearer Deactivation cause

The cause of deactivation of the PDP context.

	EPS Bearer QoS

This field indicates the Quality of Service associated with the Bearer procedure.

	Request type

Indicates the type of request in an UE requested PDN connectivity, i.e. initial request or handover.

	CSG Identity 

Uniquely identifies a CSG within one PLMN.  Note:  Open HeNBs do not have associated CSGs.

	CSG Member List
Identifies the membership of a given CSG (i.e., CSG Identities and associated expiration data for the UEs).

	HeNB Identity

Uniquely identifies a HeNB (i.e., HeNB equipment ID and HeNB name).

	HeNB IP Address

The public IP address of the HeNB provided to the HeNB location verifying node

	HeNB Location

Reports the location of the HeNB used during location verification.

	ISP Operator Identity

Identifies the ISP through which the HeNB is connected to the SeGW (e.g., IP address).

	Security Gateway IP Address

The IP Address of the Security Gateway that terminates the tunnel from the HeNB.

	Tunnel Protocol

The tunnel protocol used between the HeNB and the SeGW.


Editor’s note:  Identification of which HeNB IP Address is reported is needed.

* * * Change 2 * * * 
12.2.3.1
Attach

When an attach activation is generated from the mobile an attach event is generated by the MME. These elements will be delivered to the DF2 if available:

	Observed MSISDN 

	Observed IMSI

	Observed ME Id

	Event Type

	Event Time

	Event Date

	Network Element Identifier

	Location Information

	Failed attach reason

	IAs (if applicable)

	PDN Type

	APN

	Protocol Configuration Options

	Attach type 

	EPS bearer identity

	CSG Identity (if closed/hybrid H(e)NB)*

	CSG Member List (if closed/hybrid H(e)NB)* 

	HeNB Identity*

	HeNB IP Address* 

	HeNB Location*

	Security Gateway IP address*

	Tunnel Protocol*

	ISP Operator Identity*


* These elements are applicable for HeNB interception only.

* * * Change 3 * * * 
12.2.3.13
Start of interception with E-UTRAN attached UE

This event will be generated if interception for a target is started and if the target is already E-UTRAN attached. If there are multiple PDN connections active for the target then for each them an event report is generated.

These elements will be delivered to the DF2 if available:
	Observed MSISDN 

	Observed IMSI

	Observed ME id 

	Event Type

	Event Time

	Event Date

	Network Element Identifier

	Location Information

	APN

	PDN type

	IAs (if applicable)

	EPS bearer identity  of the default bearer

	CGS Identity (if closed or hybrid HeNB)*

	CSG Member List (if closed or hybrid HeNB)*

	HeNB Identity*

	HeNB IP Address*

	HeNB Location *

	Security Gateway IP address*

	Tunnel Protocol*

	ISP Operator Identity*


* These elements are applicable for HeNB interception only.
* * * Change 4 * * * 
13.3

3GPP H(e)NB LI Events and Event Information

For a target UE that is attached to any H(e)NB, LI events and messages for 3GPP H(e)NBs defined in this clause shall be reported in addition to the LI events and messages defined in other clauses of this document.  H(e)NB LI events and event information are included in 13.4 for UMTS HNBs and 13.5 for LTE HeNBs.
A set of possible elements as shown below is used to generate the events. Information associated with the events is transmitted from the IRI ICES to DF2.

Table 13: Information Events for H(e)NB Event Records

	Element
	Definition/Usage

	Cause
	Reason for an error or an action

	Context-Id
	Unique identifier for a UE used by the HNB and HNB GW.

	CSG Identity
	Uniquely identifies a CSG within one PLMN.  Note:  Open H(e)NBs do not have associated CSGs.

	CSG Member List
	Identifies the membership of a given CSG (i.e., CSG Identities and associated expiration data for the UEs).

	Destination cell ID
	Resultant cell ID after handover (HNB ID or PLMN cell ID)

	Event type
	Description which type of event is delivered

	Event date
	Date of the event generation

	Event time
	Time of the event generation.

	Handover Direction


	Identifies if the handover is inbound (from macro network to H(e)NB), outbound (from H(e)NB to macro network) or intra-H(e)NB (between H(e)NBs).  

	H(e)NB Identity
	Uniquely identifies a H(e)NB (i.e., H(e)NB equipment ID and H(e)NB name)

	H(e)NB IP Address
	Reports the location of the H(e)NB used during location verification..

	H(e)NB Location
	When authorized, reports the location of the H(e)NB used during location verification prior to H(e)NB activation.

	IAs
	The observed Interception Areas

	Initiator


	The initiator of an action (e.g., network or specific network entity, target, associate)

	ISP Operator Identity
	Identifies the ISP through which the H(e)NB is connected to the SeGW

	Network Identifier


	Unique identifier for the operator and the element carrying out the LI operations

	Observed MSISDN
	MSISDN of the target subscriber.

	Observed IMSI
	IMSI of the target subscriber.

	Observed IMEI
	IMEI of the target subscriber.  

	
	

	Security Gateway IP Address
	The IP Address of the Security Gateway used by the H(e)NB to terminate the tunnel from the H(e)NB

	Source Cell ID
	Original cell ID prior to handover (HNB ID or PLMN cell ID)

	Tunnel Protocol
	The tunnel protocol used between the H(e)NB and the SeGW


Editor’s note:  Identification of which HNB IP Address is reported is needed.
* * * Change 5 * * * 
13.4.4.1
Target UE Registration to HNB 
This event reports when a target UE is attempting to register to any HNB.  This event is generated when 

· a HNB GW sends a UE REGISTRATION ACCEPT message towards a target UE, or 
· a HNB GW sends a UE REGISTRATION REJECT message towards a target UE, or 

· a HNB GW receives an SCCP Connection Confirm (CC) or Connection Refused (CREF) messages from the Core Network 
The elements, shown in Table 13a, will be delivered to the DF2, if available.

Table 13a: UE Registration to HNB

	Observed MSISDN 

	Observed IMSI

	Observed IMEI

	

	Event Type

	Event Time

	Event Date

	Network Identifier

	Context-ID (for successful connection)

	H(e)NB Identity

	H(e)NB Location  

	H(e)NB IP Address 

	Security Gateway IP address

	Tunnel Protocol

	ISP Operator Identity

	Cause (of failed connection, e.g., “Refusal Cause” of SCCP CREF)

	CSG Identity (if closed/hybrid HNB)

	CSG Member List (if closed/hybrid HNB) – See Note 1

	IAs (if applicable)


Note 1:  In a HNB GW, the CSG Member List is the Access Control List. 

* * * Change 6 * * * 
13.4.4.2
Target UE De-Registration from HNB

This event reports a when a target UE is de-registered to any HNB.  This event is generated when 

· a HNB GW receives a UE DE-REGISTER message from the HNB, or 
· a HNB GW receives a RANAP Release Iu Connection Command message from the Core Network 

The elements, shown in Table 13b, will be delivered to the DF2, if available.
Table 13b: UE De-Registration from HNB
	Observed MSISDN 

	Observed IMSI

	Observed IMEI

	

	CSG Identity (if closed or hybrid H(e)NB)

	Event Type

	Event Time

	Event Date

	Network Identifier

	H(e)NB Identity

	H(e)NB Location  

	Initiator (i.e., HNB or Network)

	Cause (of de-registration action, if known)

	IAs (if applicable)


* * * Change 7 * * * 
13.4.4.3
Start of Intercept with HNB attached UE 

This event will be generated if interception for a target UE is started when the target UE has already registered and is receiving service from a HNB.  The elements, shown in Table 13c, will be delivered to the DF2, if available.

Table 13c: Start of Intercept with Target UE active on a HNB 
	Observed MSISDN 

	Observed IMSI 

	Observed IMEI

	

	H(e)NB Identity

	CGS Identity (if closed or hybrid H(e)NB)

	Event Time

	Event Date

	Network Identifier

	H(e)NB IP Address 

	Security Gateway IP address

	Tunnel Protocol

	ISP Operator Identity

	CSG Member List (if closed or hybrid HNB) – See Note 1

	H(e)NB Location 

	IAs (if applicable)


Note 1:  In a HNB GW, the CSG Member List is the Access Control List. 

* * * Change 8 * * * 
13.4.4.4
Target UE HNB Handover 

This event reports a when a registered target UE moves from a cell on the serving PLMN to a HNB, from a HNB to a cell on the serving PLMN, or from a HNB to another HNB.  This event is generated when 

· a HNB GW receives an inbound UE relocation trigger (e.g., RANAP Relocation Request message from the Core Network), or 
· a HNB GW receives a HNBAP:  UE RELOCATION COMPLETE message from the Destination HNB (i.e., the “Target HNB” per TS 25.467[33]) , or

· a HNB GW acts as a Iurh proxy and sends a RADIO LINK RESTORE INDICATION message from the “Drift HNB” to the “Serving HNB” per TS 25.467[33]) (i.e., a target UE is involved in a soft handover between HNBs)

The elements, shown in Table 13d, will be delivered to the DF2, if available.

Table 13d: UE Handover

	Observed MSISDN 

	Observed IMSI

	Observed IMEI

	

	Event Type

	Event Time

	Event Date

	Network Identifier

	Context-ID (for successful connection)

	Cause (of failed connection, e.g., “Refusal Cause” of SCCP CREF)

	CSG Identity (if closed/hybrid HNB)

	CSG Member List (if closed/hybrid HNB) – See Note 1

	Handover Direction

	Source cell ID (HNB ID or PLMN cell ID)

	Destination cell ID (HNB ID or PLMN cell ID)

	IAs (if applicable)


Note 1:  In a HNB GW, the CSG Member List is the Access Control List. 

The reporting of a soft handover between HNBs that are directly connected and the HNB GW is not involved is FFS.

* * * End of Changes * * * 
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