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	Historically in CS networks it was not possible to intercept calls which were already active before the interception order was applied to the network. In the 3GPP PS domain, mid session interception has always been supported but this support was not specifically extended to IMS. Given that IMS sessions may last a long time, mid session interception is required in IMS to meet LEA requirements. While previous versions of the specification provide limited support for mid session IMS LI (eg secure media), there is no specific text to describe the required behaviours.
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FIRST CHANGE

7A.3.1 Mid IMS Session Interception
Where LI is activated within a CSCF after an IMS session has already been established the CSCF shall do the following;
· Where the CSCF has retained the session information (eg SDP Offer) which occurred prior to the interception activiation, the CSCF shall use the mechanism specified in section 7A.7.5 to report all available session information to the MF.
· Where the CSCF has not retained session information which occurred prior to the interception activation, the CSCF shall report all future SIP messages which the CSCF is able to identify as associated with an ongoing target session.
It is a national option whether the CSCF shall be mandated to retain the necessary information to support reporting of session establishment parameters, in order to support mid IMS session interception, or whether the CSCF shall only report SIP messages which occur after the interception is applied and the CSCF is able to identify as related to an ongoing target session. If information is retained then it shall be possible to set a maximum retention time according to national and/or operator requirements.
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