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	Reason for change:
	IMEI based interception is a mandatory regulatory requirement since original GSM specifications and is written into many national regulations as a mandatory interception target parameter. Current 3GPP specifications do not fully mandate the use and storage of Instance ID in TS.24.229 in order to support reliable availablity of IMEI in IMS for LI purposes. Therefore IMEI interception may not work correctly in some implementations.

	
	

	Summary of change:
	Use and storage of Instance ID in TS24.229 is mandated where LI is required in both S-CSCF and P-CSCF.
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	IMEI regulatory requirements cannot be meet by 3GPP specifications and so other proprietary solutions violating IMS domain independence will be required.
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	Other comments:
	Instance ID should already in theory be stored by the S-CSCF as part of the SIP Registration procedure.
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3GPP TS 24.229: "IP multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3"
-----------------NEW Clause Section – Start of Changes------------
7A.X
IMS IMEI Interception
The use of Instance ID in TS 24.229[X1] is mandatory in IMS in order to support IMEI based LI in the CSCF. The CSCF is required to have access to the Instance IDs for all active IMS registrations regardless of whether LI has been requested prior to UE registration for a given IMEI. The CSCF shall be responsible for extracting the IMEI from the Instance ID where required for a specific target interception and providing the IMEI to the DF2. The IMEI (when available) shall be provided by the CSCF to the DF2 for all intercepted communication regardless of whether the IMEI or another identifier has been used as the target for interception. 
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