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*** FIRST MODIFICATION ***
2
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The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
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3GPP TS 22.182: "Customized Alerting Tones (CAT) Requirements; Stage 1".

[13]
3GPP TR 23.872: "Study on Architecture of IP Mulimedia subsystem (IMS) based Customized Alerting Tone (CAT)".
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ETSI TS 101 671 (V3.11.1 November 2012):  "Lawful Interception (LI) Handover Interface for the lawful interception of telecommunications traffic".
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[20]
ETSI TS 102 232-7 (V3.1.1 June 2012): " Service-specific details for Mobile Services"
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3GPP TS 22 173: “IP Multimedia Core Network Subsystem (IMS) Multimedia Telephony Service and supplementary services; Stage 1”

*** END OF FIRST MODIFICATION ***
*** SECOND MODIFICATION ***
5.2.2.1
Invocation events for lawful interception

In general, Lawful interception should be invoked when the transmission of information or an event takes place that involves the target. Examples of when Lawful interception could be invoked are when:

-
A voice call request is originated from, terminated to, or redirected by the target;

-
Location information related to the target facility is modified by the subscriber attaching or detaching from the network, or if there is a change in location;

-
An SMS transfer is requested - either originated from or terminated to the target; 

-
An MMS transfer is requested - either originated from or terminated to the target;

-
A data packet is transmitted to or from a target;

-
A Conference Call is targeted;
- 
A modification or management of subscriber’s multimedia telephony (MMTel) & supplementary service setting..

Note: multimedia telephony service (MMTEL) is defined in TS 22.173 [XZ].
*** END OF SECOND MODIFICATION ***
*** THIRD MODIFICATION ***
5.X
LI Requirements For Management of IMS Services setting
The IMS network and related service platform shall be able to support the delivery of IRI reporting in real time of the target’s IMS service settings by the target (e.g. registration or activation of new IMS multimedia telephony service (MMTel) supplementary services, or modification of existing IMS supplementary service settings) or by authorised users, whatever is the interface or access used, to the LEMF. Rekated events, e.g. failed access to XCAP servers or changed of setting by the CSP’s customers services, shall be reported to the LEMF.
*** END OF THIRD MODIFICATION ***
*** END OF MODIFICATIONS ***
