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*** START OF MODIFICATION ***

12.1.4
Correlation Number

For a given target, the Correlation Number is unique per VoIP session and used for the following purposes:

-
Correlate CC with IRI,
-
Correlate different IRI records and different CC data within one VoIP session. 
For IMS-based VoIP, the S-CSCF and optionally, the P-CSCF provide the IRI events. For IMS-based VoIP, the functional element that provides the CC interception depends on the call scenario and network configuration. 

As described in TS 33.107 [19], CC interception is done by one of the following functional elements (referred to as CC Intercept Function):

-
PDN-GW/GGSN

-
IMS-AGW

-
TrGW

-
IM-MGW
-
MRF.
And, the trigger to perform the CC interception at the above functional elements may be provided by the following functional elements (referred to as CC Interception Triggering Function):

-
P-CSCF for PDN-GW/GGSN

-
P-CSCF for IMS-AGW

-
IBCF for TrGW

-
MGCF for IM-MGW
-
S-CSCF or AS for MRF.
For the delivery of CC, the CC Intercept Triggering Function provides the Correlation Number to the CC Intercept Function.   This Correlation Number is delivered to the LEMF on the handover interface HI3 and is also contained in the Correlation Number delivered to the LEMF on the handover interface HI2. 

*** END OF MODIFICATIONS ***
