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2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
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[17]
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ETSI TS 101 671 (V3.11.1 November 2012):  "Lawful Interception (LI) Handover Interface for the lawful interception of telecommunications traffic".

[19]
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[20]
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[23]
3GPP TS 22.071: "Location Services (LCS); Service description; Stage 1".

[24]
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[25]
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[26]
3GPP TS 29.234: "3GPP system to Wireless Local Area Network (WLAN) interworking; Stage 3".

****** END of FIRST CHANGE ********
5.4
Interworking considerations

The 3GPP network, home or visited, shall not be responsible to interpret the protocol used by the target, or to remove user level compression or encryption if these were not provided by the 3GPP network.

If the target accesses the 3GPP network via another access network (e.g., an Interworking Wireless Local Area Network (I-WLAN)), the 3GPP network shall provide the LEA with the identity of the access network (as known by the 3GPP operator). When the target’s communications or signalling information is no longer available to the 3GPP network due to redirection or handover to another network operator, it is a national option that the 3GPP network shall provide, when available, the LEA with the identity of the network operator that has access to the target’s communications or signalling information.

NOTE:
WLAN Interworking specification (TS 29.234 [26]) is no longer maintained for release 12 onwards. This clause is therefore no longer maintained for WLAN Interworking.
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