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1. Overall Description:

3GPP SA3-LI would like to thank GSMA NG RILTE for the LS to 3GPP SA3-LI on ePDG Selection, and to involve SA3 LI for Lawful Interception questions introduced by IR.51 and 3GPP TS 23.402 (section 7.2.1 for ePDG discovery). 
The Networks Group RILTE’s understanding is that according to TS 24.302, in roaming scenarios in which the UE knows the identity of the VPLMN, the UE first attempts to derive the FQDN for ePDG address from the visited PLMN ID and to connect with ePDG in visited network, and only attempts to connect with the ePDG of the HPLMN as the option of last resort.

The Networks Group RILTE highlighted that in certain VoWiFi deployment scenarios the preference of the home operator might be that the UE should connect to the ePDG in home network also when roaming. Possible such scenarios include, for instance, when visited networks have not deployed VoWiFi yet, there is no S2b layer roaming agreement with visited networks, or not enough interoperability testing was performed to be sure the service works. 

2. SA3 LI analysis:
In such a case, the understanding of SA3 LI is that Lawful Interception (and Retained Data) within Visited Network will not be possible (IPsec Encryption used on SWu interface).
SA3 LI strongly recommends not to allow such a situation in order to allow general deployment of Voice, Video, and SMS services over WiFi.

For LI purpose SA3 LI strongly encourages use case described in IR.51 § “7.4 Roaming Considerations”  where  VoWiFi abroad mobility is implemented with both P-CSCF and PGW in the visited network.
Furthermore SA3 LI requirement meets also:

· VoWiFi Emergency Call requirement in case of 3GPP out coverage,

· VoWiFi / LTE aggregation mechanism

 ACTIONS:

3GPP SA3-LI kindly asks:
1. GSMA NG RILTE to maintain VoWiFi abroad where mobility is implemented with both P-CSCF and PGW in the visited network
2. 3GPP SA2 and CT1 to allow such a scenario option (e.g. by modifying 7.2.1 in 3GPP TS 23.402)
3. Date of Next TSG-SA WG3LI Meeting:
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