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************  CHANGE 1  **************
12.2.1
Provision of Intercept Related Information 

12.2.1.0

General
Intercept Related Information (Events) shall be sent at the Mobile Entity Attach, Mobile Entity Detach, Tracking Area/Location Update, Bearer activation (valid for both Default and Dedicated bearer), Start of Intercept with bearer active, Start of Interception with E-UTRAN attached UE, Bearer Modification, Bearer Deactivation, Serving Evolved Packet System (applicable to the HSS), UE requested PDN connectivity, UE requested PDN disconnection, and UE requested bearer resource modification.

Serving Evolved Packet System and HSS related events event reporting are national options.

************  E ND OF CHANGE 1  **************
************  SECOND CHANGE  **************
12.2.1.2

Structure of the events 

There are several different events in which the information is sent to the DF2 if this is required. Details are described in the following clause. The events for interception are configurable (if they are sent to DF2) in the EPC nodes or the HSS and can be suppressed in the DF2. The network procedures for which the events are generated are defined in [22].

The following events are applicable to the MME:

-
Attach;

-
Detach;

- 
Tracking Area/Location Update;

- 
UE requested PDN connectivity; 

- 
UE Requested PDN disconnection;

- 
Start of interception with E-UTRAN attached UE.

[…]

************  END OF CHANGE 2  **************
************  THIRD CHANGE  **************
12.2.3.7
Tracking Area/Location Update
For each TA/Location update an update-event with the elements about the new location is generated. The event shall be sent in case of Tracking Area Update, UE triggered Service Request, X2 based  handover, S1 based handover, as specified in [22]. In case of change of MME, the new MME shall send the event, and the old MME may optionally send the event as well. These elements will be delivered to the DF2 if available:

	Observed MSISDN 

	Observed IMSI 

	Observed ME

	Event Type

	Event Time

	Event Date

	Network Element Identifier

	Logical Function Information

	Location Information (only for the new MME)

	Old Location Information (only for the old MME)

	IAs (if applicable)

	Failure reason

	HeNB Identity*

	HeNB IP Address*

	HeNB Location*


* These elements are applicable for HeNB interception only.
************  END OF CHANGES  **************
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