3GPP TSG-SA3 Meeting #80-LI-e-a	s3i210014
Online, , 25th Jan 2021 - 29th Jan 2021
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	33.128
	CR
	0157
	rev
	-
	Current version:
	16.5.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Identity Association Corrections

	
	

	Source to WG:
	SA3-LI (OTD)

	Source to TSG:
	SA3

	
	

	Work item code:
	LI16
	
	Date:
	2021-01-15

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	Identity Association records are not internally consistent (mandatory attributes contain "if available" modifiers).

	
	

	Summary of change:
	Removed "if available" modifiers.

	
	

	Consequences if not approved:
	Identity Association records remain internally inconsistent

	
	

	Clauses affected:
	6.2.2.2.7, 6.3.2.2.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	


Page 1


[bookmark: _Toc57806936]<<<<<<<<<<< FIRST CHANGE >>>>>>>>>>
6.2.2.2.7	AMF identifier association
The IRI-POI present in the AMF shall generate an xIRI containing an AMFIdentifierAssociation record when the IRI-POI present in the AMF detects a new identifier association for a UE matching one of the target identifiers provided via LI_X1. Generation of this record is subject to this record type being enabled for a specific target (see clause 6.2.2.2.1).
Table 6.2.2-6: Payload for AMFIdentifierAssociation record
	Field name
	Description
	M/C/O

	sUPI
	SUPI associated with the procedure, if available (see NOTE 1).
	M

	sUCI
	SUCI used in the procedure, if applicable and if available.
	C

	pEI
	PEI used in the procedure, if available (see NOTE 1).
	C

	gPSI
	GPSI used in the procedure, if available (see NOTE 1).
	C

	gUTI
	5G-GUTI used in the procedure, if available, see TS 24.501 [13], clause 9.11.3.4.
	M

	location
	Location information available when identifier association occurs.
Encoded as a userLocation parameter (location>locationInfo>userLocation) and, when Dual Connectivity is activated, as an additionalCellIDs parameter (location>locationInfo>additionalCellIDs), see Annex A.
	M

	fiveGSTAIList
	List of tracking areas associated with the registration area within which the UE is current registered, see TS 24.501 [13], clause 9.11.3.4. (See NOTE 2)
	C

	NOTE 1:	SUPI shall always be provided, in addition to the warrant target identifier if different to SUPI. Other identifiers shall be provided if available.
NOTE 2:	List shall be included each time there is a change to the registration area. 
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<<<<<<<<<<< SECOND CHANGE >>>>>>>>>>
6.3.2.2.2	MME identifier association
The IRI-POI present in the MME shall generate an xIRI containing an MMEIdentifierAssociation record when the IRI-POI present in the MME detects a new identifier association for a UE matching one of the target identifiers provided via LI_X1. Generation of this record is subject to this record type being enabled for a specific target (see clause 6.3.2.2.1).
Table 6.3.2-1: Payload for MMEIdentifierAssociation record
	Field name
	Description
	M/C/O

	iMSI
	IMSI associated with the procedure. (see NOTE 1).
	M

	iMEI
	IMEI used in the procedure, if available (see NOTE 1).
	C

	mSISDN
	MSISDN used in the procedure, if available (see NOTE 1).
	C

	gUTI
	LTE GUTI used in the procedure, if available.
	M

	location
	Location information available when identifier association occurs.
Encoded as a userLocation parameter (location>locationInfo> userLocation) and, when Dual Connectivity is activated, as an additionalCellIDs parameter (location>locationInfo>additionalCellIDs), see Annex A.
	M

	tAIList
	List of tracking areas associated with the registration area within which the UE is current registered. (See NOTE 2).
	C

	NOTE 1:	IMSI shall always be provided, in addition to the warrant target identifier if different to IMSI. Other identifiers shall be provided if available.
NOTE 2:	List shall be included each time there is a change to the registration area.


 
When transmitting the xIRI, the IRI-POI present in the MME shall set the payload format to 2, and provide the payload as a BER-encoded TS33128Payloads.XIRIPayloads structure.
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