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	Reason for change:
	The ASN.1 tag numbers for TS33128Payloads.CCPDU fields differ in purpose between Rel-16 and Rel-17 (and newer), causing a conflict between PTC and NIDD. The types PTCCCPDU and NIDDCCPDU are both OCTET STRING, so a Rel-17 ASN.1 decoder should decode the BER structure correctly.

{ removed for brevity }

Related CRs for Rel-17 and Rel-18 add comments to note the change so that implementors can decide to decode tag 4 appropriately based on the cCPayloadOID of the encapsulating CCPayload.

	
	

	Summary of change:
	Add comments to the ASN.1 describing the inter-release compatibility issue.

	
	

	Consequences if not approved:
	Decoders using Rel-17 or newer may misinterpret the meaning of PTC CC PDUs encoded in Rel-16 as NIDD CC PDUs without it being obvious as to why that's the case.
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	 FIRST CHANGE  (ATTACHMENTS) 	

diff --git a/33128/r16/TS33128Payloads.asn b/33128/r16/TS33128Payloads.asn
index 6576c098961d79b55661c2e2f7236a7aea5b0869..05bdfbd269949531a2a9f7fe0024b7089a76c6a9 100644
--- a/33128/r16/TS33128Payloads.asn
+++ b/33128/r16/TS33128Payloads.asn
@@ -254,7 +254,15 @@ CCPDU ::= CHOICE
     uPFCCPDU            [1] UPFCCPDU,
     extendedUPFCCPDU    [2] ExtendedUPFCCPDU,
     mMSCCPDU            [3] MMSCCPDU,
+
+    -- In Rel-17 and newer (threeGPP(4) ts33128(19) r17(17) version1(1)),
+    -- tag 4 is nIDDCCPDU and tag 5 is pTCCCPDU.
+    -- Rel-16 decoders should not decode tag 4 contents as PTCCCPDU if
+    -- r17 or newer is used in cCPayloadOID.
     pTCCCPDU            [4] PTCCCPDU
+
+    -- Tag 5 is reserved for pTCCCPDU in Rel-17 and newer.
+
 }
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