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	Reason for change:
	I've attached the verification reports I was able to process so far.

Here's a review of the results:

S1-ETM-01 - successful
S1-ETM-02 - failed

S3-HM-01 -  successful
S3-HM-02 -  successful
S3-HM-03 -  successful
S3-HM-04 -  successful
S3-SCC-01 -  successful
S3-SCC-02 -  successful
S3-SCC-03 -  successful
S3-SCC-04 -  successful

S5-HM-01 -  successful
S5-HM-02 -  successful
S5-SCC-01 -  successful
S5-SCC-02 -  successful

Failed:

S3-ETM-01 -  failed
S3-ETM-02 -  failed
=> the streams.csv file doesn't match the bitstream.

S4-ETM-01 -  failed
S4-ETM-02 -  failed
=> some were successful, I want to re-process these.

Processing:

S2-ETM-01 -  processing 
S2-ETM-02 -  processing 

S5-ETM-01 -  processing 
S5-ETM-02 -  processing 
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=====  CHANGE  =====
[bookmark: _Toc96545043]6.4.9.2	H.265/HEVC Anchors
HEVC anchor streams are provided according to the key system here: 
· https://dash-large-files.akamaized.net/WAVE/3GPP/5GVideo/Bitstreams/Scenario-3-Screen/265/
HEVC anchor results are provided with the appropriate keys as defined in Table 6.4.8.3.1-1 
· in the attached csv files
· https://dash-large-files.akamaized.net/WAVE/3GPP/5GVideo/Bitstreams/Scenario-3-Screen/265/Metrics/
Editor’s Note:
· Verification is still missing
[bookmark: _Toc96545099]=====  CHANGE  =====
6.6.9.2	H.265/HEVC Anchors
HEVC anchor streams are provided according to the key system here: 
· https://dash-large-files.akamaized.net/WAVE/3GPP/5GVideo/Bitstreams/Scenario-5-Gaming/265/
HEVC anchor results are provided with the appropriate keys as defined in Table 6.4.8.3.1-1 
· in the attached csv files
· https://dash-large-files.akamaized.net/WAVE/3GPP/5GVideo/Bitstreams/Scenario-5-Gaming/265/Metrics/
Editor’s Note:
· Verification is still missing

=====  CHANGE  =====
[bookmark: _Toc96545181]8.3.2.4.1	Overview
Table 8.3.2.4.1-1 provides an overview of the EVC test tuples provided for this scenario. For provided bitstreams, reference EVC software implementation ETM7.5 and corresponding encoder configuration have been used. 
The details are also provided here: https://dash-large-files.akamaized.net/WAVE/3GPP/5GVideo/Bitstreams/Scenario-3-Screen/ETM/streams.csv.
Table 8.3.2.4.1-1 Test Tuple generation with EVC for Screen Content Scenario
	Key
	Clause
	Reference Sequence
	Reference Encoder
	Configuration
	Variations
	Anchor Key

	S3-T01-ETM
	8.2.2.4.2.1
	S3-R01
	ETM7.5
	S3-ETM-01
	QP=[22, 27, 32, 37, 42]
	S3-T01-ETM-<QP>

	S3-T02-ETM
	8.2.2.4.2.1
	S3-R02
	ETM7.5
	S3-ETM-01
	QP=[22, 27, 32, 37, 42]
	S3-T02-ETM-<QP>

	S3-T03-ETM
	8.2.2.4.2.1
	S3-R03
	ETM7.5
	S3-ETM-01
	QP=[22, 27, 32, 37, 42]
	S3-T03-ETM-<QP>

	S3-T04-ETM
	8.2.2.4.2.1
	S3-R04
	ETM7.5
	S3-ETM-01
	QP=[22, 27, 32, 37, 42]
	S3-T04-ETM-<QP>

	S3-T05-ETM
	8.2.2.4.2.1
	S3-R05
	ETM7.5
	S3-ETM-01
	QP=[22, 27, 32, 37, 42]
	S3-T05-ETM-<QP>

	S3-T06-ETM
	8.2.2.4.2.1
	S3-R06
	ETM7.5
	S3-ETM-01
	QP=[22, 27, 32, 37, 42]
	S3-T06-ETM-<QP>

	S3-T07-ETM
	8.2.2.4.2.1
	S3-R07
	ETM7.5
	S3-ETM-01
	QP=[22, 27, 32, 37, 42]
	S3-T07-ETM-<QP>

	S3-T08-ETM
	8.2.2.4.2.1
	S3-R08
	ETM7.5
	S3-ETM-01
	QP=[22, 27, 32, 37, 42]
	S3-T08-ETM-<QP>

	S3-T09-ETM
	8.2.2.4.2.1
	S3-R09
	ETM7.5
	S3-ETM-01
	QP=[22, 27, 32, 37, 42]
	S3-T09-ETM-<QP>

	S3-T10-ETM
	8.2.2.4.2.1
	S3-R10
	ETM7.5
	S3-ETM-01
	QP=[22, 27, 32, 37, 42]
	S3-T10-ETM-<QP>

	S3-T11-ETM
	8.2.2.4.2.1
	S3-R11
	ETM7.5
	S3-ETM-01
	QP=[22, 27, 32, 37, 42]
	S3-T11-ETM-<QP>

	S3-T12-ETM
	8.2.2.4.2.1
	S3-R12
	ETM7.5
	S3-ETM-01
	QP=[22, 27, 32, 37, 42]
	S3-T12-ETM-<QP>

	S3-T13-ETM
	8.2.2.4.2.1
	S3-R13
	ETM7.5
	S3-ETM-01
	QP=[22, 27, 32, 37, 42]
	S3-T13-ETM-<QP>

	S3-T14-ETM
	8.2.2.4.2.1
	S3-R14
	ETM7.5
	S3-ETM-01
	QP=[22, 27, 32, 37, 42]
	S3-T14-ETM-<QP>

	S3-T15-ETM
	8.2.2.4.2.1
	S3-R15
	ETM7.5
	S3-ETM-01
	QP=[22, 27, 32, 37, 42]
	S3-T15-ETM-<QP>

	S3-T16-ETM
	8.2.2.4.2.1
	S3-R16
	ETM7.5
	S3-ETM-01
	QP=[22, 27, 32, 37, 42]
	S3-T16-ETM-<QP>

	S3-T17-ETM
	8.2.2.4.2.2
	S3-R17
	ETM7.5
	S3-ETM-01
	QP=[22, 27, 32, 37, 42]
	S3-T17-ETM-<QP>

	S3-T18-ETMS3-T17-ETM
	8.2.2.4.2.2
	S3-R01
	ETM7.5
	S3-ETM-02
	QP=[22, 27, 32, 37, 42]
	S3-T18-ETM-<QP>S3-T17-ETM-<QP>

	S3-T19-ETMS3-T18-ETM
	8.2.2.4.2.2
	S3-R02
	ETM7.5
	S3-ETM-02
	QP=[22, 27, 32, 37, 42]
	S3-T19-ETM-<QP>S3-T18-ETM-<QP>

	S3-T20-ETMS3-T19-ETM
	8.2.2.4.2.2
	S3-R03
	ETM7.5
	S3-ETM-02
	QP=[22, 27, 32, 37, 42]
	S3-T20-ETM-<QP>S3-T19-ETM-<QP>

	S3-T21-ETMS3-T20-ETM
	8.2.2.4.2.2
	S3-R04
	ETM7.5
	S3-ETM-02
	QP=[22, 27, 32, 37, 42]
	S3-T21-ETM-<QP>S3-T20-ETM-<QP>

	S3-T22-ETMS3-T21-ETM
	8.2.2.4.2.2
	S3-R05
	ETM7.5
	S3-ETM-02
	QP=[22, 27, 32, 37, 42]
	S3-T22-ETM-<QP>S3-T21-ETM-<QP>

	S3-T23-ETMS3-T22-ETM
	8.2.2.4.2.2
	S3-R06
	ETM7.5
	S3-ETM-02
	QP=[22, 27, 32, 37, 42]
	S3-T23-ETM-<QP>S3-T22-ETM-<QP>

	S3-T24-ETMS3-T23-ETM
	8.2.2.4.2.2
	S3-R07
	ETM7.5
	S3-ETM-02
	QP=[22, 27, 32, 37, 42]
	S3-T24-ETM-<QP>S3-T23-ETM-<QP>

	S3-T25-ETMS3-T24-ETM
	8.2.2.4.2.2
	S3-R08
	ETM7.5
	S3-ETM-02
	QP=[22, 27, 32, 37, 42]
	S3-T25-ETM-<QP>S3-T24-ETM-<QP>

	S3-T26-ETMS3-T25-ETM
	8.2.2.4.2.2
	S3-R09
	ETM7.5
	S3-ETM-02
	QP=[22, 27, 32, 37, 42]
	S3-T26-ETM-<QP>S3-T25-ETM-<QP>

	S3-T27-ETMS3-T26-ETM
	8.2.2.4.2.2
	S3-R10
	ETM7.5
	S3-ETM-02
	QP=[22, 27, 32, 37, 42]
	S3-T27-ETM-<QP>S3-T26-ETM-<QP>

	S3-T28-ETMS3-T27-ETM
	8.2.2.4.2.2
	S3-R11
	ETM7.5
	S3-ETM-02
	QP=[22, 27, 32, 37, 42]
	S3-T28-ETM-<QP>S3-T27-ETM-<QP>

	S3-T29-ETMS3-T28-ETM
	8.2.2.4.2.2
	S3-R12
	ETM7.5
	S3-ETM-02
	QP=[22, 27, 32, 37, 42]
	S3-T29-ETM-<QP>S3-T28-ETM-<QP>

	S3-T30-ETMS3-T29-ETM
	8.2.2.4.2.2
	S3-R13
	ETM7.5
	S3-ETM-02
	QP=[22, 27, 32, 37, 42]
	S3-T30-ETM-<QP>S3-T29-ETM-<QP>

	S3-T31-ETMS3-T30-ETM
	8.2.2.4.2.2
	S3-R14
	ETM7.5
	S3-ETM-02
	QP=[22, 27, 32, 37, 42]
	S3-T31-ETM-<QP>S3-T30-ETM-<QP>

	S3-T32-ETMS3-T31-ETM
	8.2.2.4.2.2
	S3-R15
	ETM7.5
	S3-ETM-02
	QP=[22, 27, 32, 37, 42]
	S3-T32-ETM-<QP>S3-T31-ETM-<QP>

	S3-T33-ETMS3-T32-ETM
	8.2.2.4.2.2
	S3-R16
	ETM7.5
	S3-ETM-02
	QP=[22, 27, 32, 37, 42]
	S3-T33-ETM-<QP>S3-T32-ETM-<QP>

	S3-T33-ETM
	8.2.2.4.2.2
	S3-R17
	ETM7.5
	S3-ETM-01
	QP=[22, 27, 32, 37, 42]
	S3-T33-ETM-<QP>

	S3-T34-ETM
	8.2.2.4.2.2
	S3-R17
	ETM7.5
	S3-ETM-02
	QP=[22, 27, 32, 37, 42]
	S3-T34-ETM-<QP>



