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1. Scope

This document presents the Enhanced Voice Service (EVS) codec performance requirements within 3GPP TSG SA4. The development of the EVS codec was initiated at SA4#58 in April 2010.
The EVS performance requirements set in this document shall follow the recommendations specified in TR 22.813.

Clause 2 of this document lists the agreed reference codecs used in the 3GPP EVS standardization. The set of performance requirements of the EVS codec are defined in Clauses 3 and 4 for the non-interoperable modes of EVS and the interoperable modes of EVS, respectively.

2. Agreed reference codecs

Editor's Note: this clause will be filled after the actual performance requirements in Clauses 3 and 4 get agreed.
	Codec
	Bandwidth
	Bitrates
	Delay
	Complexity
	SDO / Availability

	
	
	
	
	
	

	
	
	
	
	
	


3. EVS Performance Requirements for non-interoperable modes of EVS
Editor's Note: split table either BW or by sub(sub)categories
	Category
	BW


	Bitrate (kbit/s)
	FER

Jitter
	DTX
	Requirements
	Objectives
	Priority
(C:Characterization,

Q: Qualification

S: Selection)
	Notes

	Clean speech

-26,-16,-36dBov
[reverberant speech]

Noisy Speech (-26dBov)

Car [20] dB, Office [20] dB, Babble [20] dB

Other noise types tbd 
Clean Speech with FER
[FER 1%, 3%, 5%, 10% - references may be at lower FER]
[encoder aware or not aware of channel conditions]
	NB
	
	
	
	
	
	
	

	
	WB
	
	
	
	
	
	
	

	
	SWB
	
	
	
	
	
	
	

	Mixed content and Music

-26,-16,-36dBov
[FER 1%, 3%, 5%, 10% - references may be at lower FER]
	NB
	
	
	
	
	
	
	

	
	WB
	
	
	
	
	
	
	

	
	SWB
	
	
	
	
	
	
	

	Transcoding performance

self-tandem
	NB
	
	
	
	
	
	
	

	
	WB
	
	
	
	
	
	
	

	
	SWB
	
	
	
	
	
	
	


	
	
	
	
	
	
	

	














	

	
	
	
	
	



	
	

	
	
	
	
	



	
	
	
	
	
	
	


	





	

	
	
	
	
	

	
	

	
	
	
	
	

	
	
	
	
	
	
	


	

	
	
	
	
	
	


	
	
	
	
	
	
	

	
	
	
	
	
	
	


4. EVS Performance Requirements for interoperable modes of EVS

Editor's Note: BW is WB for the interoperable modes of EVS (BW column is removed)
	Category
	Bitrate (kbit/s)
	FER

Jitter
	DTX
	Requirements
	Objectives
	Priority
	Notes

	Clean speech

-26,-16,-36dBov
[reverberant speech]

Noisy Speech (-26dBov)

Car [20] dB, Office [20] dB, Babble [20] dB

Other noise types tbd 
Clean Speech with FER
[FER 1%, 3%, 5%, 10% - references may be at lower FER]
[encoder aware or not aware of channel conditions]
	
	
	
	
	
	
	

	Mixed content and Music

-26,-16,-36dBov
[FER 1%, 3%, 5%, 10% - references may be at lower FER]
	
	
	
	
	
	
	

	Transcoding performance

self-tandem
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