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1 Introduction
In SA4 #79, good progress was made in the area of planning for the EVS characterization test, including identifying candidate conditions for the SWB experiments.

In EVS Ad-hoc #35, we presented AH-EVS 310, which further advanced the test plan, including with added NB and WB experiments as well as the addition of an appendix containing lab instructions and a placeholder for a schedule.

This contribution is an update to AH-EVS 310, and adds multi-band and FB experiment proposals to the characterization phase.  In addition, updated text for the characterization phase test plan document is proposed, and an appendix that will capture the details of the individual experiments added.

2  Condition List Format
The format of the spreadsheet attached to this contribution has been updated to include more information about each individual condition tested, hopefully in a format that will be useable by the listening labs and GAL as well as the host lab.  Each experiment is defined in a separate tab in the spreadsheet.  The tabs from the previous version of the spreadsheet have been left for reference purposes. 

3 NB and WB/IO Experiments
The NB and WB tabs in the spreadsheet that is part of this contribution contain a proposal of conditions to be tested in the NB and WB/IO experiments.  These conditions were selected from those identified as candidates in S4-140502, the contribution made to SA4 #79.  These selections were influenced by the priorities expressed during the earlier selection of SWB conditions.  Updates to the spreadsheet are marked in yellow and include a reorganization of material in the SWB tab.
4 SWB Experiments
The conditions for the SWB experiments have been updated by reordering and to include channel aware mode conditions, but otherwise remain as selected in SA4 #79.
5 Multi-bandwidth Experiments

Two multi-bandwidth experiments are proposed to test three bandwidths of the EVS codec (NB, WB, SWB) together.  One experiment is defined for clean speech (no frame erasures) and the other for mixed/music (no frame erasures).  A total of 36 conditions were selected for each of these two experiments and the conditions are the identical for each of these experiments.  NB, WB and SWB reference codecs are also proposed.  The number of conditions selected is based on the assumption of a BS.1285 test, as discussed in EVS ad-hoc #35.
6 Full-band Experiment

A single full-band experiment (mixed/music) is proposed.  While the test methodology for this experiment is not yet known, an assumption of a maximum of 36 conditions is made.  Two of the 36 conditions are currently unallocated.
7 Updated Characterization Test Plan

Updated text is proposed in the set of Word documents that is part of this contribution.  The main document that was already available has been progressed, and two annexes, based on the Selection phase annexes have been added.  These updates to the main document are generally removal of information specific to the selection phase and the modification of text that is needed for the characterization phase.  All updates from the original version of this document are still marked in change bars.
The first annex contains instructions for the various entities involved in the characterization phase as well as a placeholder for a schedule.  The second annex is an outline and will contain detailed information about each of the experiments.

Currently, all text in the test plan is un-agreed, with brackets around each major section of text to facilitate agreement of text.
8 Conclusion

Updates to the characterization test plan are presented for discussion and approval.  
1

