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1. Overall Description

SA4 has worked on the “IMS initiated and controlled PSS and MBMS User Service” work item and would like to inform SA2, SA3 and CT1 about the current status. SA4 aligns the work to the TISPAN IPTV specifications as much as possible without breaking backward compatibility with existing PSS and MBMS User Services. SA4 has attached the latest draft of the “IMS initiated and controlled PSS and MBMS User Service” architecture. SA4 would like to ask SA2 to review the architecture and provide feedback.

SA4 has identified the following issue:

TISPAN defines a “Core IMS” function (ETSI TS 182 027 V2.0.0 (2008-02)) as following. 
“Core IMS: 

It provides functionality for authentication, authorization, and signalling for the setup of the service provisioning and content delivery. It routes signalling messages to the appropriate application server or triggers the applications based on settings maintained in the UPSF. For resource reservation and admission control this function interacts with the RACS.”
SA4 assumes that the “IM CN Subsystem” (TS 23.228) could correspond to the TISPAN “Core IMS” definition. However, it does not become clear from Figure 4.0 (TS 23.228 v8.4.0, clause 4.0), whether the UE, the HSS and the AS is part of the “IM CN subsystem” or not. Further, SA4 assumes the PCRF resides outside of the IM CN Subsystem.
2. Actions

To TSG SA2 working group.

ACTION: 
SA4 kindly asks SA2 to review the attached architecture and provide feedback, if felt necessary. 
Further, SA4 kindly asks SA2 to provide feedback on the “IM CN Subsystem” definition and the above mentioned ambiguities. 
To TSG SA3 working group.

ACTION:
SA4 kindly asks SA3 to review the attached architecture and potentially provide feedback about possible alignments of PSS, MBMS and IMS security procedures.
To ETSI TISPAN WG2 working group.

ACTION:
SA4 kindly asks ETSI TISPAN WG2 to note the addition of the BMSC.IAF  and the BMSC.USD/A to the SSF in order to provide service announcement for MBMS User Services (cf. TS 26.346).
Further, SA4 kindly asks to note Realization A in section 4.2.2 of the attached document. Realization A defines the co-location of the SCF with the SIP/RTSP translator. 
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