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1 Introduction
According to the language of the draft CR (clause 12.2.4.1), “A segment is defined as a unit that can be uniquely referenced by an http-URL element in the MPD, where an http-URL is defined as an <absolute-URI> according to [RFC3986], clause 4.3, with a fixed scheme of “http://” or https://, possibly restricted by a byte range. The byte range is expressed as a Ranges-specifier as defined in RFC2616 [r6], section 14.35.1 restricted to a single expression identifiying a contiguous range of bytes.”
Two segment types are mentioned in clause 12.2.4.1, initialisation segments and media segments. “The Initialisation Segment shall not contain any media data”, whereas “A Media Segment contains media components that are either described within this Media Segment or it is described by the Initialisation Segment of this Representation.”
In the case of 3GP files, if a media segment is contained within a valid 3GPP file, then its MIME type would be that of the 3GPP file (for example, audio/3gpp or video/3gpp).

Hence a modification of the text in clause 12.4.2.1 is proposed in the following section.

2 Proposed Text Changes

12.4.2.1
Segment Types
Adaptive HTTP streaming defines a segment format that is used in the delivery of media data over HTTP. A segment shall contain one or more boxes in accordance with the boxed structure of the ISO-base media file format [r1].

Two different segment types are defined in adaptive HTTP streaming.

1. Initialisation Segment with a MIME type “video/3gpp”.

2. Media Segment with a MIME type “video/vnd.3gpp.segment” or “video/3gpp”. 

NOTE: the MIME type for Media Segments not contained within a 3gp file is defined in Annex C.5.1.

The Initialisation Segment shall be present in the context of this specificaton. In the context of this specification, Media Segments shall not be self-initialising. The Initialisation Segment shall be available to the HTTP Streaming Client before any Media Segment is processed within the Representation.  
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