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1) Introduction

The attached document is an update (V1.0.2) to 3GPP TS 26.346 Draft V1.0.1 "MBMS; Protocols and Codecs" (S4-AHP137). Differences are highlighted with revision marks. A "clean" version is also attached for your convenience. 

2) Main changes from version 1.0.1

2.1) S4-AHP160 on MBMS User service architecture

Agreed with several amendments:

· don't specify who passes the TMGI within this specification

· Figure 2: add explicitly internal BM-SC interfaces are not within the scope.

Existing section on UE client architecture was merged with the new MBMS UE section

2.2) S4-AHP156: added a note in clause 6.3.2.1 on ptm repair to be specified (S4-AHP156).

2.3) S4-AHP174: added a note in clause 6.3.1 on content reception verification reporting (S4-AHP174)

2.4) S4-AHP181 and associated documents: added a section and a note reflecting the agreement on RTP mechanisms for FEC (S4-AHP181 and associated documents).

3) Major specification text missing or to be completed
· Codecs: The intention is to align with PSS/MMS codecs when they are finally approved in Rel-6

· Security aspects

· FEC codes and RTP payload: The intention is to continue with the ongoing evaluation of the code proposals and to reach agreement at SA4#33

· Session description: this item may not be needed.

· MBMS User service architecture (security)

· User Service procedures

· Streaming delivery method

