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5.7
Two Adaptive Multi-Rate Wideband Codec Types 
(FR AMR-WB, UMTS AMR-WB)

The Adaptive Multi-Rate - WideBand Codec algorithm is applied in GSM and UMTS in two different Codec Types.
The Codec IDentification (CoID) codes are defined to be: 
FR_AMR-WB_CoID 

:= 0x0000.1001.
UMTS_AMR-WB_CoID
:= 0x0000.1010.


The AMR-WB may have several additional parameters. These parameters are optional at originating side, but mandatory for the terminating side:
Active Codec Set, ACS0 & ACS1: nine bits.

When applied in GSM then for the FR AMR-WB up to four modes from the seven lowest modes may be selected by setting the corresponding bits to “1”;

When applied in UMTS then for the FR AMR-WB up to seven lowest modes may be selected. 

When applied in UMTS then for the UMTS AMR-WB up to all nine modes may be selected. 

If the ACS is not specified at originating side, then all modes are supported there. 

If ACS is not provided, then SCS and MACS can not be provided as well.
Supported Codec Set, SCS0 & SCS1: nine bits.

In FR AMR-WB up to seven lowest modes may be selected by setting the corresponding bits to “1”.

In UMTS AMR-WB up to nine modes may be selected by setting the corresponding bits to “1”.

If the SCS is not specified at originating side, then all modes are supported there. 

If SCS is not provided, then MACS can not be provided as well.

Maximal number of Codec Modes, MACS: three bits.

When applied in GSM then for the FR AMR-WB one to four Codec Modes are allowed within the ACS.

Coding: “001: one, “010”: two, “011”: three, “100”: four Codec modes allowed.

When applied in UMTS then for the UMTS AMR-WB one up to eight Codec Modes are allowed within the ACS.

Coding: “0001: one, “0010”: two, … “111”: seven, “000” eight Codec modes allowed.

If MACS is not specified at originating side, then the maximum of modes is supported there (four in GSM, eight in UMTS). 


Optimisation Mode for ACS , OM: one bit.

Coding: "0": Optimisation of the ACS not supported, "1": Optimisation of the ACS supported (see 3GPP TS 28.062, [7]).


The Optimisation Mode indicates in TFO, whether the sending side supports the modification (optimisation) of its

ACS for the needs of the distant side. This parameter is necessary in UMTS OoBTC to support TFO in "transcoders
at the edge" scenarios. In case the OM is set to "not supported" the offered ACS can not be altered. 
 Only Rate Control can then be used to restrict the modes within the ACS.
The use of the Optimisation Mode parameter for TrFO is defined in 3GPP TS 23.153 [9].
The Length Indicator field (LI) is set to 3, 5, 7 or 8 at originating side, depending on how many parameters are specified. The terminating side shall return the selected Codec with a full set of parameters. Hence LI shall be set to 8 always by the terminating side. If any node in the path from originating side to terminating side does not support the parameter set offered by the originating side, it may restrict it. If necessary the missing, optional parameter octets may have to be inserted then. 
The ”Single Codec” information element consists of 5 to 10 octets in case of the AMR-WB Codec Types (table 5.7):

Table 5.7: Coding of “Single Codec” for the Adaptive Multi-Rate - WideBand Codec Types


	Octet
	Parameter
	MSB 8
	7
	6
	5
	4
	3
	2
	1 LSB

	1 m
	Single Codec
	Single Codec (see ITU-T Q.765.5)

	2 m
	Length Indication
	8

	3 m
	Compat. Info
	Compatibility Information

	4 m 
	OID
	ETSI OID (See ITU-T Q.765.5 [6])

	5 m
	CoID
	FR_AMR-WB_CoID  or  UMTS_AMR-WB_CoID

	6 o
	ACS0
	23.05
	19.85
	18.25
	15.85
	14.25
	12.65
	8.85
	6.60

	7 o
	ACS1
	(spare)
	(spare)
	(spare)
	(spare)
	(spare)
	(spare)
	(spare)
	23.85

	8 o
	SCS0
	23.05
	19.85
	18.25
	15.85
	14.25
	12.65
	8.85
	6.60

	9 o
	SCS1
	(spare)
	(spare)
	(spare)
	(spare)
	(spare)
	(spare)
	(spare)
	23.85

	10 o
	OM, MACS
	(spare)
	(spare)
	(spare)
	(spare)
	OM
	MACS


with “m” = mandatory and “o” = optional

For information on GSM procedures (for exact details see GSM Recommendations):

The FR AMR-WB Codec Type comprises seven different Codec Modes: 19,85 … 6,60 kbit/s.

The active Codec Mode is selected from the Active Codec Set (ACS) by the network (Codec Mode Command) with assistance by the mobile station (Codec Mode Request). This Codec Mode Adaptation, also termed Rate Control, can be performed every 40 ms by going one Codec Mode up or down within the ACS. The Codec Modes in uplink and downlink at one radio leg may be different. In Tandem Free Operation both radio legs (A and B) are considered for the optimal selection of the active Codec Mode in each direction (uplink A and then downlink B, respectively vice versa) by the “Distributed Rate Decision” algorithm. The worst of both radio legs determines the highest allowed Codec Mode, respectively the maximally allowed rate ("Maximum Rate Control"). All rate control commands are transmitted inband: on the radio interface, the BTS-TRAU interface and the TRAU-TRAU interface.

The Active Codec Set is configured at call setup or reconfigured during the call. It consists of one up to maximally eight Codec Modes (MACS) at a given time, selected from the Supported Codec Set. The maximal number of Codec Modes and the Supported Codec Set may be constrained by the network to consider resources and radio conditions. 
The Active Codec Sets in uplink and downlink are typically identical. 
First, at start up of Tandem Free Operation both Active Codec Sets, the Supported Codec Sets, the MACSs and the OMs are taken into account to determine the optimal common Active Codec Set. In a later phase the Codec Lists of both radio legs may be taken into account to find the optimum configuration. For exact details see 3GPP TS 28.062. All configuration data and update protocols are transmitted inband.

The DTX scheme of the Adaptive Multi-Rate Wideband Codec Type marks with a specific SID_FIRST frame the end of a speech burst. SID_FIRST does not contain Comfort Noise parameters. This SID_FIRST starts the comfort noise generation with parameters that are calculated at receiver side from the latest received seven speech frames. A DTX hangover period needs to be applied therefore at transmitter side before sending of this SID_FIRST. 
Absolutely coded SID_UPDATE frames follow about every eighth frame (160 ms) in speech pauses. SID_UPDATE frames are sent independently of the cell´s TDMA frame structure and are related only to the source signal. 
An ONSET frame (typically) precedes in uplink direction the beginning of a new speech burst. DTX on or off is defined by the network on a cell basis. The defined Tandem Free Operation allows the reception of FR AMR-WB DTX information for the downlink direction in all cases.

For information on UMTS procedures (for exact details see 3GPP TS 28.062 (TFO) and 3GPP TS 23.153 (TrFO):

The UMTS AMR-WB Codec Type comprises nine different Codec Modes: 23.85 … 6.60 kbit/s. 
If an UE supports AMR-WB it shall supported the UMTS AMR-WB Codec Type. There is no need to support the FR AMR-WB Codec Type. 

The active Codec Mode is selected from the Active Codec Set (ACS) by the network. This Codec Mode Adaptation, also termed Rate Control, can be performed for the UMTS AMR-WB every 20 ms for the downlink traffic channel, but only every 40ms for the uplink traffic channel by going to another Codec Mode within the ACS. The UE selects at call setup one of the two possible phases for Codec Mode Adaptation (odd or even frames). During the call changes of the Codec Mode in uplink direction are only allowed in this selected phase. Rate Control commands received in downlink direction are considered at the next possible phase. By this definition the UMTS AMR-WB Codec Type is TFO and TrFO compatible to the FR AMR-WB and the UMTS AMR-WB Codec Types.

The Codec Modes in uplink and downlink at one radio leg may be different. In Tandem Free Operation or Transcoder Free Operation both radio legs (A and B) are considered for the optimal selection of the active Codec Mode in each direction (uplink A and then downlink B, respectively vice versa) by a “Distributed Rate Decision” algorithm. The worst of both radio legs determine the highest allowed Codec Mode, respectively the maximally allowed rate. All rate control commands are transmitted inband on the Iu and Nb interfaces and out of band on the radio interface.

The Active Codec Set is configured at call setup or reconfigured during the call. It consists of one up to maximally eight Codec Modes (MACS) at a given time, selected from the Supported Codec Set. The maximal number of Codec Modes and the Supported Codec Set may be constrained by the network to consider resources and radio conditions. 
The Active Codec Sets in uplink and downlink are typically identical.
At call setup the Originating Side sends the AMR-WB parameter set (included in the Codec List). The Terminating side then selects a suitable ACS from the given information and sends it back. In case the terminating side does not support TrFO a transcoder is allocated in the path at a suitable position, preferably as close as possible to the terminating side. This transcoder may by inband signalling install a Tandem Free Operation after call setup. Then, at start up of Tandem Free Operation, both Active Codec Sets, the Supported Codec Sets, the MACSs and the OMs are taken into account to determine the optimal common Active Codec Set. In a later phase the Codec Lists of both radio legs may be taken into account to find the optimum configuration. All configuration data and update protocols are transmitted inband on the TFO interface, but out of band within the UMTS network. For information on Tandem Free Operation see 3GPP TS 28.062 and on Transcoder Free Operation see 3GPP TS 23.153.

The SCR scheme of the Adaptive Multi-Rate WideBand Codec Types mark with a specific SID_FIRST frame the end of a speech burst. SID_FIRST does not contain Comfort Noise parameters. This SID_FIRST starts the comfort noise generation with parameters that are calculated at receiver side from the latest received seven speech frames. A DTX hangover period needs to be applied therefore at transmitter side before sending of this SID_FIRST. 
Absolutely coded SID_UPDATE frames follow about every eighth frame (160 ms) in speech pauses. SID_UPDATE frames are sent independently of the cell´s timing structure and are related only to the source signal. 
An ONSET frame does (typically) not exist in UMTS networks, but may be received in TFO from the distant partner. It marks the beginning of a speech burst. "SCR on" is always defined by the network. The defined Tandem Free Operation and Transcoder Free Operation allows the reception of AMR-WB SCR information for the downlink direction in all cases.

The SCR schemes of the UMTS AMR-WB and FR AMR-WB Codec Types in UMTS are fully compatible to the DTX scheme of FR AMR-WB in GSM.

The exact details of these Codec Types and their related procedures (DTX, Rate Control, etc) are described in the respective standard documentation.
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