	
3GPP TSG-S4   Meeting #119-e	S4-220636
Online, , 11th–20th May 2022	revision of S4-220347
	->CR-Form-v12.0

	CHANGE REQUEST

	

	
	TS 26.501
	CR
	0035
	rev
	
	Current version:
	17.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Data collection and reporting for 5G Media Streaming

	
	

	Source to WG:
	BBC, Qualcomm Incorporated

	Source to TSG:
	S4

	
	

	Work item code:
	EVEX
	
	Date:
	2022-05-04

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	

	
	

	Reason for change:
	Provide instantiation of generic data collection and reporting architecture for the 5G Media Streaming feature domain.

	
	

	Summary of change:
	· Architecture mapping diagram and explanation.
· Cross-references to relevant procedures.
· Procedures for reporting by 5GMS AS of media streaming access.

	
	

	Consequences if not approved:
	The mapping of 5GMS to EVEX will be incomplete in Release 17.

	Q
	

	Clauses affected:
	2, 4.7 (new), 5.11 (new), 6.8 (new)

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	

	
	

	This CR's revision history:
	S4aI221293 -> S4aI221303 -> S4-220058 -> S4-220232 -> S4aI221330 -> S4-220347 -> S4-220635


[bookmark: _Toc63784936]FIRST CHANGE
[bookmark: _Toc26271231][bookmark: _Toc36234901][bookmark: _Toc36234972][bookmark: _Toc36235044][bookmark: _Toc36235116][bookmark: _Toc41632786][bookmark: _Toc51790664][bookmark: _Toc61546974][bookmark: _Toc75606621]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
[bookmark: OLE_LINK2][bookmark: OLE_LINK3][bookmark: OLE_LINK4](SNIPPED)
[22]	3GPP TS 26.531: "Data collection and reporting; General description and architecture".
[23]	3GPP TS 23.288: "Architecture enhancements for 5G System (5GS) to support network data analytics services".
NEXT CHANGE
4.7	Data collection, reporting and exposure for 5GMS
4.7.1	Reference architecture instantiation
The abstract data collection and reporting architecture defined in clause 4 of TS 26.531 [22] and depicted in figure 4.2‑1 of [22] is instantiated in the 5G Media Streaming architecture as shown in figure 4.7.1‑1 and as defined below.


Figure 4.7.1‑1: Data collection and reporting architecture instantiation for 5G Media Streaming
The functional elements in this instantiation are defined as follows:
-	The role of the Application Service Provider in the abstract architecture is played by the 5GMS Application Provider.
-	The Data Collection AF for 5G Media Streaming is instantiated in the 5GMS AF.
-	The Direct Data Collection Client for 5G Media Streaming is instantiated in the Media Session Handler. This takes logical responsibility for the Metrics Collection & Reporting and Consumption Collection & Reporting subfunctions.
-	The Provisioning AF of the Application Service Provider is not instantiated in the 5GMS architecture. Data collection and reporting is instead provisioned using the procedures defined in the present document.
-	The Indirect Data Collection Client is not instantiated in the 5GMS architecture. Indirect reporting of UE data is outside the scope of 5G Media Streaming.
-	The role of the AS data collection client in the abstract reference architecture is played by 5GMS AS. This may be deployed as a trusted AS within the 5G System or deployed externally.
-	The Event Consumer AF is instantiated in the 5GMS Application Provider as a consumer of 5G Media Streaming events from the Data Collection AF.
The reference points as defined as follows in this instantiation:
R1	This reference point is not instantiated in the 5GMS architecture.
M1	Provisioning of data collection and reporting features in the Data Collection AF.
R2	This reference point is not instantiated in the 5GMS architecture. Instead, it is logically realised by the combination of the following components:
· Internal interfaces between the Direct Data Reporting Client and its subordinate functions, namely Metrics Collection & Reporting and Consumption Reporting & Reporting.
· Internal interface between the Media Session Handler and its subordinate Direct Data Collection Client function.
· Reference point M5, as defined below.
· Internal interface between the 5GMS AF and its subordinate Data Collection AF function.
M5	Direct data reporting by the Direct Data Collection Client to the Data Collection AF, via the Media Session Handler and 5GMS AF.
R3	This reference point is not instantiated in the 5GMS architecture.
R4	Media streaming access reporting by the 5GMS AS to the Data Collection AF.
R5	Event exposure by the Data Collection AF to subscribing NWDAF [23] instances.
R6	Event exposure by the Data Collection AF to subscribing Event Consumer AF instances in the 5GMS Application Provider.
R7	This reference point is not instantiated in the 5GMS architecture.
M6	Configuration of 5GMS-related data reporting by the 5GMS-Aware Application.
R8	This reference point is not instantiated in the 5GMS architecture.
4.7.2	UE data reporting for 5GMS
4.7.2.1	UE data reporting procedures for downlink media streaming
The following UE data reporting procedures are in scope for the instantiation of the abstract data collection and reporting architecture in the downlink 5GMS architecture:
1.	The procedures defined in clause 5.5 shall be used by the Direct Data Collection Client instantiated in the Media Session Handler to report QoE metrics for downlink media streaming to the Data Collection AF instantiated in the 5GMSd AF.
2.	The procedures defined in clause 5.6 shall be used by the Direct Data Collection Client instantiated in the Media Session Handler to report consumption of downlink media streaming to the Data Collection AF instantiated in the 5GMSd AF.
3.-	Invocations of the downlink dynamic policy procedures defined in clause 5.8 shall be logged by the 5GMSd AF and reported to its subordinate Data Collection AF.
4.	Invocations of the AF-based downlink Network Assistance procedures defined in clause 5.9.2 shall be logged by the 5GMSd AF and reported to its subordinate Data Collection AF.
5.	The procedures defined in clause 5.11.1 and 5.11.2 shall be used by the 5GMSd AS to report downlink media streaming access activity to the Data Collection AF instantiated in the 5GMSd AF via reference point R4.
4.7.2.2	UE data reporting procedures for uplink media streaming
The following UE data reporting procedures are in scope for the instantiation of the abstract data collection and reporting architecture in the uplink 5GMS architecture:
1.	Invocations of the AF-based uplink Network Assistance procedures defined in clause 6,5 shall be logged by the 5GMSu AF and reported to its subordinate Data Collection AF.
4.7.3	UE data processing for 5GMS
4.7.3.1	UE data processing procedures for downlink media streaming
The following restriction dimensions and aggregation functions defined in clause 4.5.2 of TS 26.531 [22] may be provisioned in a Data Access Profile as part of a 5GMSd Provisioning Session and shall, as a consequence, be applied to reported UE data prior to exposing it to event consumers.
Table 4.7.3.1‑1: Valid processing of downlink media streaming UE data by the Data Collection AF
	
	Restriction dimension
	Aggregation function

	
	Time
	User
	Location
	None
	Count
	Mean
	Maximum
	Minimum
	Sum

	QoE metrics for downlink media streaming
	Yes
	Yes
	Yes
	Yes
	Yes
(NOTE 1)
	Yes
(NOTE 1)
	Yes
(NOTE 1)
	Yes
(NOTE 1)
	Yes
(NOTE 1)

	Consumption of downlink media streaming
	Yes
	Yes
	Yes
	Yes
	Yes
(NOTE 2)
	No
	No
	No
	No

	Downlink dynamic policy invocations
	Yes
	Yes
	Yes
	Yes
	Yes
(NOTE 3)
	No
	No
	No
	No

	AF-based downlink Network Assistance invocations
	Yes
	Yes
	Yes
	Yes
	Yes
(NOTE 3)
	No
	No
	No
	No

	Downlink media streaming access activity
	Yes
	Yes
	Yes
	Yes
	Yes
(NOTE 2)
	No
	No
	No
	No

	NOTE 1:	Aggregation functions applied individually to all exposed metrics within the scope of the applicable restriction dimension(s).
NOTE 2:	Number of downlink media streaming sessions within the scope of the applicable restriction dimension(s).
NOTE 3:	Number of invocations within the scope of the applicable restriction dimension(s).



4.7.3.2	UE data processing procedures for uplink media streaming
The following restriction dimensions and aggregation functions defined in clause 4.5.2 of TS 26.531 [22] may be provisioned in a Data Access Profile as part of a 5GMSu Provisioning Session and shall, as a consequence, be applied to reported UE data prior to exposing it to event consumers.
Table 4.7.3.2‑1: Valid processing of uplink media streaming UE data by the Data Collection AF
	
	Restriction dimension
	Aggregation function

	
	Time
	User
	Location
	None
	Count
	Mean
	Maximum
	Minimum
	Sum

	AF-based uplink Network Assistance invocations
	Yes
	Yes
	Yes
	Yes
	Yes
(NOTE)
	No
	No
	No
	No

	NOTE:	Number of invocations within the scope of the applicable restriction dimension(s).



4.7.4	Event exposure of 5GMS UE data
4.7.4.1	Event exposure for downlink media streaming UE data
The following types of events are exposed by the Data Collection AF instantiated in the 5GMSd AF:
1.	QoE metrics for downlink media streaming reported by the Media Session Handler to the Data Collection AF instantiated in the 5GMSd AF.
2.	Consumption of downlink media streaming reported by the Media Session Handler to the Data Collection AF instantiated in the 5GMSd AF.
3.-	Invocations of downlink dynamic policies in the 5GMSd AF by the Media Session Handler.
4.	Invocations of AF-based downlink Network Assistance in the 5GMSd AF by the Media Session Handler.
5.	Downlink media streaming access activity reported by the 5GMSd AS to the Data Collection AF instantiated in the 5GMSd AF.
High-level procedures for downlink media streaming event exposure are defined in clause 5.11.3.
4.7.4.2	Event exposure for uplink media streaming UE data
The following types of events are exposed by the Data Collection AF instantiated in the 5GMSd AF:
1.	Invocations of AF-based uplink Network Assistance in the 5GMSd AF by the Media Session Handler.
High-level procedures for uplink media streaming event exposure are defined in clause 6.8.3.
NEXT CHANGE
5.11	Procedures for downlink media streaming data collection, reporting and exposure
5.11.1	Configuration of 5GMSd AS data collection client for downlink media streaming access reporting
The 5GMSd AS obtains its data collection client configuration at reference point R4 as part of its initialisation procedure, as shown in figure 5.11.1‑1.


Figure 5.11.1‑1: Data collection client configuration
for downlink media streaming access reporting
The 5GMSd AS shall periodically refresh its data collection client configuration and act appropriately on any changes in the configuration.
5.11.2	Downlink media streaming access activity reporting by 5GMSd AS
The 5GMSd AS shall use the procedure shown in figure 5.10.2‑1 to report downlink media streaming access to the Data Collection AF instantiated in the 5GMSd AF when the data collection client configuration obtained using the procedure in clause 5.10.1 indicates that it should do so.


Figure 5.10.2‑1: Downlink media streaming access reporting
The data report defined in clause 4.6.1 of TS 26.531 [22] shall be used by the 5GMSd AS to report the activity of downlink media streaming access by the Media Player. Each downlink access logged by the 5GMSd AS in relation to such activity shall be reported as a single record in a report submitted to the Data Collection AF at reference point R4. The parameters included in the data report are defined in clause 5.11.4. The frequency of reporting is defined in clause 5.11.5.
5.11.3	Downlink media streaming access event exposure


Figure 5.11.3‑1: Downlink media streaming access event exposure
The 5GMS System shall follow the procedures for event reporting defined in clause 4.15.1 of TS 23.502 [3]. In the context of downlink media streaming:
-	The role of event provider NF (also referred to in [3] as event provider NF, event provider, or NF producer) is performed by the 5GMSd AF and its subordinate Data Collection AF or the NEF.
-	The role of event consumer NF (also referred to in [3] as consumer NF, NF service consumer, or NF consumer) is performed by the NWDAF, the NEF and/or the Event Consumer AF of the 5GMSd Application Provider.
When one of the abovementioned event consumer entities subscribes to event reporting at the 5GMSd AF:
-	Event subscription parameters contained in Event Reporting Information (such as maximum number of reports, maximum duration of reporting, sampling ratio, partitioning criteria, etc. as defined in clause 4.15.1 of [3]) shall be limited or superseded by similar or identical rules optionally set by a 5GMSd Application Provider in the Event Data Processing Configuration of the 5GMSd AF Provisioning Session, as defined in clause 5.3.1 of the present document.
-	UE targeting rules contained in the Target of Event Reporting (see clause 4.15.1 of [3]) shall be limited or superseded by similar or identical rules optionally set by a 5GMSd Application Provider in Data Access Profiles in the Event Data Processing Configuration of the 5GMSd AF Provisioning Session, as defined in clause 5.3.1 of the present document.
5.11.4	Downlink media streaming access reporting parameters
Table 5.11.4‑1 below describes the parameters reported by the 5GMSd AS in clause 5.11.2 for each downlink media streaming access.
Table 5.11.4-1: Downlink media streaming access reporting parameters
	Parameter
	Cardinality
	Description

	Date–time
	1..1
	The date and time of access.

	UE identity
	1..1
	A unique identifier of the UE accessing the 5GMSd AS, such as the source IP address and port number of the Media Player.

	5GMSd AS service endpoint
	1..1
	The service endpoint on the 5GMSd AS to which the Media Player is connected for this access, such as the server IP address and port number.

	Session identifier
	0..1
	An identifier for the HTTP session on which the Media Player request was made for this access.

	HTTP request method
	1..1
	The HTTP method used for this access.

	HTTP request URL
	1..1
	The URL requested by the Media Player for this access.

	HTTP request version
	1..1
	The HTTP version requested by the Media Player for this access.

	HTTP request range
	0..1
	The value of the Range HTTP request header, if present for this access.

	HTTP request size
	1..1
	The total number of bytes in the HTTP client request message from the Media Player for this access.

	HTTP User Agent
	0..1
	A string describing the Media Player that made this access.

	User identity
	0..1
	A string identifying the user that made the access.

	Referrer URL
	0..1
	The URL that the Media Player reports being referred from.

	Cache status
	0..1
	An indication of whether the 5GMSd AS is able to serve the requested URL from cache for this access (a hit) or whether there is a stale object cached (expired) or the requested URL is not present in cache (miss).
For non-caching implementations of the 5GMSd AS, the status is miss for all accesses.

	HTTP response code
	1..1
	The HTTP response code issued by the 5GMSd AS for this access.

	HTTP response size
	1..1
	The total number of bytes returned by the 5GMSd AS in the HTTP response message for this access.

	HTTP response body size
	1..1
	The number of bytes returned by the 5GMSd AS in the HTTP response body for this access.

	HTTP response content type
	0..1
	The MIME content type of the HTTP response message returned by the 5GMSd AS for this access.

	Processing latency
	1..1
	The time taken by the 5GMSd AS to respond to the Media Player request, measured from the first byte of the HTTP request being processed by the 5GMSd AS to the last byte of the response being sent.

	Mean network round-trip time
	1..1
	A rolling mean average of the network round-trip time for the HTTP session on which the access was received.

	Network round-trip time variance
	1..1
	The variance in the average network round-trip time for the HTTP session on which the access was received.

	Transport congestion window size
	1..1
	The current size (in bytes) of the congestion window for the transport connection supporting the HTTP session on which the access was received.



5.11.5	Triggering downlink media streaming access reporting
Reports shall be sent by the 5GMSd AS to the Data Collection AS as indicated in the data collection client configuration obtained using the procedure defined in clause 5.11.1.
NEXT CHANGE
6.8	Procedures for uplink media streaming data collection, reporting and exposure
6.8.1	Configuration of 5GMSu AS data collection client for uplink media streaming access reporting
The 5GMSu AS obtains its data collection client configuration at reference point R4 as part of its initialisation procedure, as shown in figure 6.8.1‑1.


Figure 6.8.1‑1: Data collection client configuration
for uplink media streaming access reporting
The 5GMSu AS shall periodically refresh its data collection client configuration and act appropriately on any changes in the configuration.
6.8.2	Uplink media streaming access reporting by 5GMSu AS
The 5GMSu AS shall use the procedure shown in figure 6.8.2‑1 to report uplink media streaming access to the Data Collection AF instantiated in the 5GMSu AF when the data collection client configuration obtained using the procedure in clause 6.8.1 indicates that it should do so.


Figure 6.8.2‑1: Uplink media streaming access reporting
The data report defined in clause 4.6.1 of TS 26.531 [22] shall be used by the 5GMSu AS to report the activity of uplink media streaming access by the Media Streamer. Each uplink access logged by the 5GMSu AS in relation to such activity shall be reported as a single record in a report submitted to the Data Collection AF at reference point R4. The parameters included in the data report are defined in clause 6.8.4. The frequency of reporting is defined in clause 6.8.5.
6.8.3	Uplink media streaming access event exposure


Figure 6.8.3‑1: Uplink media streaming access event exposure
The 5GMS System shall follow the procedures for event reporting defined in clause 4.15.1 of TS 23.502 [3]. In the context of uplink media streaming:
-	The role of event provider NF (also referred to in [3] as event provider NF, event provider, or NF producer) is performed by the 5GMSu AF and its subordinate Data Collection AF.
-	The role of event consumer NF (also referred to in [3] as consumer NF, NF service consumer, or NF consumer) is performed by the NWDAF, the NEF and/or the Event Consumer AF of the 5GMSd Application Provider.
When one of the abovementioned event consumer entities subscribes to event reporting at the 5GMSu AF:
-	Event subscription parameters contained in Event Reporting Information (such as maximum number of reports, maximum duration of reporting, sampling ratio, partitioning criteria, etc. as defined in clause 4.15.1 of [3]) shall be limited or superseded by similar or identical rules optionally set by a 5GMSu Application Provider in the Event Data Processing Configuration of the 5GMSu AF Provisioning Session, as defined in clause 5.3.1 of the present document.
-	UE targeting rules contained in the Target of Event Reporting (see clause 4.15.1 of [3]) shall be limited or superseded by similar or identical rules optionally set by a 5GMSd Application Provider in Data Access Profiles in the Event Data Processing Configuration of the 5GMSd AF Provisioning Session, as defined in clause 5.3.1 of the present document.
6.8.4	Uplink media streaming access reporting parameters
Table 6.8.4‑1 below describes the parameters reported by the 5GMSu AS in clause 6.8.2 for each downlink media streaming access.
Table 6.8.4-1: Uplink media streaming access reporting parameters
	Parameter
	Cardinality
	Description

	Date–time
	1..1
	The date and time of access.

	UE identity
	1..1
	A unique identifier of the UE accessing the 5GMSu AS, such as the source IP address and port number of the Media Streamer.

	5GMSu AS service endpoint
	1..1
	The service endpoint on the 5GMSu AS to which the Media Streamer is connected for this access, such as the server IP address and port number.

	Session identifier
	0..1
	An identifier for the HTTP session on which the Media Streamer request was made for this access.

	HTTP request method
	1..1
	The HTTP method used for this access.

	HTTP request URL
	1..1
	The URL requested by the Media Streamer for this access.

	HTTP request version
	1..1
	The HTTP version requested by the Media Streamer for this access.

	HTTP request range
	0..1
	The value of the Range HTTP request header, if present for this access.

	HTTP request size
	1..1
	The total number of bytes in the HTTP client request message from the Media Streamer for this access.

	HTTP request body size
	1..1
	The number of bytes supplied by the Media Streamer in the HTTP request body for this access.

	HTTP request content type
	0..1
	The MIME content type of the HTTP request message supplied by the Media Streamer for this access.

	HTTP User Agent
	0..1
	A string describing the Media Streamer that made this access.

	User identity
	0..1
	A string identifying the user that made the access.

	Referrer URL
	0..1
	The URL that the Media Streamer reports being referred from.

	HTTP response code
	1..1
	The HTTP response code issued by the 5GMSu AS for this access.

	HTTP response size
	1..1
	The total number of bytes returned by the 5GMSu AS in the HTTP response message for this access.

	HTTP response body size
	1..1
	The number of bytes returned by the 5GMSu AS in the HTTP response body for this access.

	HTTP response content type
	0..1
	The MIME content type of the HTTP response message returned by the 5GMSu AS for this access.

	Processing latency
	1..1
	The time taken by the 5GMSu AS to respond to the Media Streamer request, measured from the first byte of the HTTP request being processed by the 5GMSu AS to the last byte of the response being sent.

	Mean network round-trip time
	1..1
	A rolling mean average of the network round-trip time for the HTTP session on which the access was received.

	Network round-trip time variance
	1..1
	The variance in the average network round-trip time for the HTTP session on which the access was received.

	Transport congestion window size
	1..1
	The current size (in bytes) of the congestion window for the transport connection supporting the HTTP session on which the access was received.



6.8.5	Triggering uplink media streaming access reporting
Reports shall be sent by the 5GMSu AS to the Data Collection AF as indicated in the data collection client configuration obtained using the procedure defined in clause 6.8.1.
END OF CHANGES
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