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Introduction

The LS from N1 (N1-000093) pointed out the problem on initialisation of Iu userplane between RNC and Transcoder after Transcoder Free Operation (TrFO) has been established in case of inter-MSC handover. 

On this topic, N2 proposed that new initialisation procedure should be applied for above case as described in the LS (N2-000012). This procedure is based on RFCI Report requesting the Initialisation information exchanged between RNCs for specific RABs.
R3 includes this initialisation procedure into their related Technical Specification, however this has also impact to TS 26.102. Because initialisation of Iu userplane defined in TS 26.102 is not applied for this case. In addition, RFCS between RNC and TC in UL and DL may be different each other (see Figure B1 of N2-000012). This is different from normal case like a call between UMTS to PSTN. Therefore, initialisation of Iu userplane in the case of “TrFO break” should be taking into account in TS 26.102. 

To finalize the work related to TrFO within R99, coordination between S4 and R3 is necessary during this week.

Proposal

We propose to add following sentences at the end of the section 6.1.1 in TS 26.102 for clarification.

If Transcoder have to be inserted in the communication path after Transcoder Free Operation has been establised, RFCS shall also be set by the CN as described in TS 25.xxx [maybe TS 25.413]. In this case, RFCS used in DL may be different from that in UL.
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