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1. Introduction

Outcome of the off-line discussion taken place in Wednesday morning (after the SQ SWG closing session) is given below.
2. Drafted text for the design constraint
The following text is drafted during the off-line discussion on Oct 17.

	Backward Interoperability
	Having interoperability with the EVS is an important feature. 

The full EVS codec algorithm shall be part of the IVAS candidate codec solution. EVS bit-exact processing shall be used when the input to the IVAS codec is a simple mono signal without spatial metadata and should also be applied whenever possible. Possible exceptions for particular operation modes are [tbd]. When multiple mono audio channels without spatial metadata are negotiated they shall all be bit-exact with EVS. Possible exceptions are [tbd]. 
The IVAS Codec shall support certain stereo modes of operation which include an embedded bit-exact EVS mono downmix bitstream at the bit-rates from 9.6 kbit/s to 24.4 kbit/s SWB (9.6/13.2/16.4/24.4 kbit/s).
Note 1: When the IVAS codec uses EVS bit-exact operation then features such as AMR-WB I/O mode, EVS SID update rates and 8kHz sample rate support shall be supported.

[Note 2: TS 26.445 supports multiple mono channels in the same way as described in IETF RFC 4867, which supports multi-channel audio content by means of multiple mono channels. Use of the EVS multiple mono interoperability for encoding multi-channel audio is FFS. Being bit-exact with EVS for the multiple mono case would not be appropriate because channels are not synchronized in the EVS encoding of multiple mono channels which may result in different VAD decisions for different channels as noted in the section of A.2.5.1 of TS 26.445. Contributions are invited if some synchronization is necessary for such use case.]






Page: 1/3


Page: 3/3

