	
3GPP TSG-SA4 Meeting #105	S4-190892
Ljubljana, Slovenia, 12-16 August 2019	

	CR-Form-v11.4

	CHANGE REQUEST

	

	
	26.114
	CR
	0XXX
	rev
	-
	Current version:
	12.17.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	SDP Attributes’ Mux Category

	
	

	Source to WG:
	Intel

	Source to TSG:
	S4

	
	

	Work item code:
	EVS_Codec
	
	Date:
	2019-08-06

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	IANA registration of SDP attributes now also requires indication of the mux category based on draft-ietf-mmusic-sdp-mux-attributes-17. The information currently provided on the SDP attributes defined in Annex M of TS 26.114 is missing the mux category specification for most of the SDP attributes. Upon inclusion of this CR in TS 26.114, IANA will be informed accordingly regarding the mux categories of the 3GPP-defined SDP attributes in TS 26.114 toward updating the IANA registry in https://www.iana.org/assignments/sdp-parameters/sdp-parameters.xhtml   

	
	

	Summary of change:
	Indicate mux category for SDP attributes defined in Annex M

	
	

	Consequences if not approved:
	Missing mux category for 3GPP-defined SDP attributes registered by IANA in https://www.iana.org/assignments/sdp-parameters/sdp-parameters.xhtml. 

	
	

	Clauses affected:
	Annex M.2, M.3, M.4

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	Mirror CRs contain further mux category specifications for the additional SDP attributes introduced during the corresponding releases.









	First Change


[bookmark: _Toc462175261]Annex M (informative):
IANA registration information for SDP attributes
[bookmark: _Toc462175262]M.1.	Introduction
This Annex provides the SDP attribute  registration information that is referenced from the IANA registry at http://www.iana.org/.

[bookmark: _Toc462175263]M.2	3gpp_sync_info
Contact name, email address, and telephone number:
3GPP Specifications Manager
3gppContact@etsi.org
+33 (0)492944200
Attribute Name (as it will appear in SDP) 
3gpp_sync_info
Long-form Attribute Name in English:
3GPP Synchronization Information attribute
Type of Attribute
Media level and Session Level
Is Attribute Value subject to the Charset Attribute?
This Attribute is not dependent on charset.
Purpose of the attribute:
This attribute specifies whether media streams should be synchronized or not. 
Appropriate Attribute Values for this Attribute:
The attribute is a value attribute. The defined values are "Sync" and "No Sync".
MUX Category for this Attribute:
NORMAL

[bookmark: _Toc462175264]M.3	3gpp_MaxRecvSDUSize
Contact name, email address, and telephone number:
3GPP Specifications Manager
3gppContact@etsi.org
+33 (0)492944200
Attribute Name (as it will appear in SDP) 
3gpp_MaxRecvSDUSize
Long-form Attribute Name in English:
3GPP Maximum Receive SDU Size attribute
Type of Attribute
Media level and Sesssion level
Is Attribute Value subject to the Charset Attribute?
This Attribute is not dependent on charset.
Purpose of the attribute:
This attribute indicates the maximum SDU size (in octets) of the application data (excluding RTP/UDP/IP headers) that can be transmitted to the receiver without segmentation. 
Appropriate Attribute Values for this Attribute:
The attribute is a value attribute. The defined values are 1*5DIGIT; 0 to 65535.
MUX Category for this Attribute:
NORMAL

[bookmark: _Toc462175265]M.4	3gpp_mtsi_app_adapt
Contact name, email address, and telephone number:
3GPP Specifications Manager
3gppContact@etsi.org
+33 (0)492944200
Attribute Name (as it will appear in SDP) 
3gpp_mtsi_app_adapt
Long-form Attribute Name in English:
3GPP MTSI RTCP-APP Adaptation attribute
Type of Attribute
Media level
Is Attribute Value subject to the Charset Attribute?
This Attribute is not dependent on charset.
Purpose of the attribute:
This attribute is used to negotiate which RTCP-APP request messages that can be used in a session.
Appropriate Attribute Values for this Attribute:
The attribute is a value attribute. The defined values are: "RedReq", "FrameAggReq", "AmrCmr", "EvsRateReq", "EvsBandwidthReq", "EvsParRedReq", "EvsIoModeReq", "EvsPrimaryModeReq".
MUX Category for this Attribute:
IDENTICAL-PER-PT
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