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*** Start change 1 ***
[bookmark: _Toc19439937]5.3.6	List of FLUS Sink Configuration properties
All FLUS Sink Configuration properties, except for the resource id, are always carried in an HTTP message body. The access-token is always carried as part of HTTP headers. Except for the FLUS session creation request (where the id is not present), the resource id shall be present in the URL of all requests that relate to a specific FLUS Sink Configuration. 
In the table below, the following assertions are made:
-	Table header: C stands for Create FLUS session procedure, G is for Get FLUS session properties procedure, U is for Update FLUS session properties procedure and T is for Terminate FLUS session procedure. "I", and "O" respectively denote "request" (going Into the FLUS sink), and response (going Out of the FLUS sink).
-	Optional ("O") means that the property may or may not be sent/received during a REST transaction. It does not necessarily mean that the property is optional. It is possible, for example, that a session is not yet active because the FLUS source has not set the property in any previous update transaction using the PUT or PATCH HTTP method, as opposed to representing a hint on the importance of the property for the FLUS sink.
-	A property marked as optional (O) in a request message may be present in the request. When not present in the request body, the property, if present in the FLUS sink, will not be updated.
-	A property marked as optional (O) in a response message is only present in the response when a value is assigned or changed by the FLUS sink.
-	A property marked as mandatory (M) in a response message is always present in the response. The FLUS sink provides defaults, which may be modified subsequently by the content provider.
-	A blank cell in the table means "forbidden" (the property cannot be added to the request or returned by the FLUS sink, depending on the transaction direction).
Table 5.3.6-1: List of FLUS Sink Configuration properties
	Property Name
	Property Description
	C
I
	C
O
	G
I
	G
O
	U
I
	U
O
	T
I

	id
	Identifier of the FLUS Sink Configuration resource. 
Note that "id" is only provided within an HTTP body during the Create FLUS session response. Otherwise, "id" should be present in the message URL to identify the resource in the FLUS sink.
	Type
	Unit
	Default

	Integer 
	None 
	N/A



	
	M
	
	
	
	
	

	fu_instantiation
	Identifier of the FLUS media instantiation that is used by this FLUS session. 
Vendor specific enumeration values shall start with "vnd-" followed by a unique vendor name and optionally followed by additional characters.
The F-U instantiation shall be provided as a globally unique URN.
	Type
	Unit
	Default

	URI 
	None
	All



	
	
	
	M
	O
	
	

	entrypoint_URL
	Entry point URL information (e.g., SIP URL) for establishing the F-U connection to start the media streaming. Details on the Entrypoint URL is F-U instantiation specific.
	
	
	
	
	
	
	

	processing_description
	This object provides a media processing description document that defines the post processing pipeline that the FLUS sink shall apply to received media components. The pipeline description may also set the distribution target (incl FLUS sink storage) for the media.  
The Object has the following properties:
-	type: the MIME type of the workflow description document
[bookmark: _GoBack]-	document: the media processing document may be embedded in this element. The document shall be base64 encoded may be base64 encoded depending on the MIME type.
-	url: the URL to the media processing document.
The type and either the document property or the url property shall be provided.
The following formats are supported:
-	The MPEG NBMP Workflow Description Document Resource, UTF-8 encoded, as defined in [17], which describes the requested media processing and the desired distribution mechanism after the processing has been performed. The type field shall be set to "application/ mpeg-nbmp-wdd+json mpeg-media-processing+json"
     The NBMP Workflow Manager may be accessed by the request URI used with the "path" is set to "/flus/v1.0/sessions/{session-res-id}/nbmp" if NBMP service exits for this session.
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