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================================START OF FIRST CHANGE==============================
[bookmark: _Toc26271241]4.2.3	Service Access Information
The Service Access Information is the set of parameters and addresses, which are needed by the 5GMSd Client to activate the reception of a downlink streaming session. 
The Service Access Information may be provided together with other service announcement information using M8d. Alternatively, the 5GMSd Client fetches the Service Access Information from the 5GMSd AF. Regardless of how it is provided, Tthe Service Access Information contains at least the baseline information in Table 4.2.3‑1. Additional information is added, depending on offered features.
Table 4.2.3-1: Parameters of baseline service access information
	Parameters
	Description

	Media player entry
	A document or a pointer to a document that defines a media presentation e.g. MPD for DASH content or URL to a video clip file.

	URL signing information
	….

	5GMSd Application Service Configuration Id
	Unique identification of the M1d Provisioning Session. 



When the consumption reporting feature is activated for a downlink streaming session, then the parameters from Table 4.2.3-2 below are additionally present.
[bookmark: _Hlk23841918]Table 4.2.3-2: Parameters for consumption reporting configuration 
	Parameters
	Description

	Reporting interval	Comment by Richard Bradbury: Harmonise the language with table 4.2.3-4 (QoE reporting).
	Identifyies the interval when thebetween consumption report messages arebeing sent by the 5GMS Media Session Handler.

	Server address 
	A list of 5GMSd AF addresses where the consumption reporting messages are sent by the 5GMS Media Session Handler.

	Sample percentage
	The proportion of clients that shall report media consumption. If not specified, all clients shall send reports.

	Location reporting
	A flag Iidentifying whether the 5GMS Media Session Handler provides the location data to the Media5GMSd AF (in case of MNO or trusted third parties).


When the dynamic policy invocation feature is activated for a downlink streaming session the parameters from Table 4.2.3‑3 below are additionally present.
Table 4.2.3-3: Parameters for dynamic policy invocation configuration
	Parameters
	Description

	Server address
	A list of 5GMSd AF addresses which offer the APIs for dynamic policy invocation sent by the 5GMS Media Session Handler. . (Opaque URL, following the 5GMSA URL format.)

		Comment by Richard Bradbury: Remove empty row.
	

	Policy Template Ids
	A list of Policy Template Ids,  which the 5GMSd Client is authorized to use. 


When the QoE metrics reporting feature is activated for a downlink streaming session the parameters from Table 4.2.3‑4 below are additionally present.
Table 4.2.3-4: Parameters for metrics configuration
	Parameters
	Description

	Server address
	A list of 5GMSd AF addresses to which metrics reports shall be sent.

	DNN
	The DNN which shall be used when sending metrics report. If not specified, the default APN shall be used.

	Reporting interval
	The sending interval between metrics reports. If not specified, a single final report shall be sent after the streaming session has ended.

	Sample percentage
	The percentageproportion of clients that shall report metrics. If not specified, all clients shall send reports.

	Streaming source filter
	A list of URL patterns for which metrics reporting shall be done. If not specified, reporting shall be done for all sessions. 

	Metrics
	A list of metrics which shall be reported. 


When Network Assistance is activated for a downlink streaming session the parameters from Table 4.2.3‑5 below are additionally present.
Table 4.2.3-5: Parameters for Network Assistance configuration
FFS
=================================END OF FIRST CHANGE===============================

===============================START OF SECOND CHANGE=============================
[bookmark: _Toc26271257]5.6.2	Consumption reporting parameters
Table 4.2.3-2 5.6.2-1 describes the baseline parameters used in step 4 of clause 5.6.1.
Table 5.6.2-1: Parameters for consumption reporting configuration 	Comment by Richard Bradbury: Remove duplicate table altogether.
	Parameters
	Description

	Report interval
	Identify the interval when the consumption report messages are sent by the 5GMS Media Session Handler.

	Server address 
	A list of addresses where the consumption reporting messages are sent by the 5GMS Media Session Handler.

	Location reporting
	Identify whether the 5GMS Media Session Handler provides the location data to the Media AF (in case of MNO or trusted third parties)



Table 5.6.2-2 below describes the additional parameters used in steps 12 or 15 of clause 5.6.1.
Table 5.6.2-2: Additional Cconsumption reporting parameters 
	Parameters
	Description

	Media player entry pointer
	Identify the Media player entry. In case of DASH, the media player entry pointer can be a URL of the MPD.

	Consumption reporting client ID
	Identify the identifier of the UE that consumes the data. [The value of this identifier should be global unique ID such as MSISDN]	Comment by Richard Bradbury: Now defined in TS 26.512.


	Location
	Identify the UE location. This parameter is only used when the location reporting is enabled for the UE or for the Downlink Streaming session with a condition that the UE allows to share its location within operator’s trust domain. [The value of this value should be Cell ID] 	Comment by Richard Bradbury: Now defined in TS 26.512.

	Media consumed
	Identify the media consumed. In case of DASH, the AdaptationSet@id may be used.

	Start time
	Define the time when the consumption starts.

	Duration
	Define the duration of the consumption of the media consumed.



================================END OF SECOND CHANGE==============================
