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Reason for 
change:

During various discussions in ITU-T and ETSI the use of artificial ears type 3.2. 3.3 and 3.4 was discussed. One result of this discussion was a change of the receiving tolerance mask in order to take into account the low frequency roll off at lower frequencies when using artificial ears providing an acoustical leak and the different frequency response at higher frequencies due to the different ear impedance when using ERP devices (types 3.2, 3.3 and 3.4). For this purpose a tolerance mask was developed which is wider than the traditional tolerance scheme in GSM 11.10 but more realistic since the acoustical leak is taken into account.
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5.4.2
Handset and headset UE receiving

The sensitivity/frequency characteristics shall be as follows:

The receiving sensitivity frequency response, measured either from the digital interface to the ERP or from the SS audio input (analogue or digital input of the reference speech encoder of the SS) to the ERP, shall be within a mask, which can be drawn with straight lines between the breaking points in table 2 on a logarithmic (frequency) - linear (dB sensitivity) scale. The values in table 2 are provisional and are for further study.

Table 2: Receiving sensitivity/frequency mask

Frequency (Hz)
Upper limit
Lower limit

70
  -10
  -

200
   2
  -

300
  
  -9

500
(
  (see note 2) 

1 000
 ( see note 2)
  -7

3 000
  
  (see note 2) 

3 400
 
 –12

4 000
[   2
  -

NOTE 1: 
All sensitivity values are expressed in dB on an arbitrary scale.

NOTE 2: 
The limit at intermediate frequencies lies on a straight line drawn between the given values on a log (frequency) - linear (dB) scale.

Compliance shall be checked by the relevant test described in TS 26.132.




