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[bookmark: _Toc524275549][bookmark: _Toc51757163]5.2.5	Signalling of profile information between client and server
[bookmark: _GoBack]When a PSS client or server support capability exchange it shall support the profile information transport over both HTTP and RTSP between client and server as defined in clause 98.1 (including its subsections) of the WAP 2.0 UAProf specification [40] with the following amendments:
-	The "x-wap-profile" and "x-wap-profile-diff" headers shall be present in at least one HTTP or RTSP request per session. That is, the requirement to send this header in all requests has been relaxed.
-	The defined headers may be applied to both RTSP and HTTP.
-	The "x-wap-profile-diff" header is only valid for the current request. The reason is that PSS does not have the WSP session concept of WAP.
-	Push is not relevant for the PSS.
The following guidelines concern how and when profile information is sent between client and server:
-	PSS content servers supporting capability exchange shall be able to receive profile information in all HTTP and RTSP requests.
-	The terminal should not send the "x-wap-profile-diff" header over the air-interface since there is no compression scheme defined. 
-	RTSP: the client should send profile information in the DESCRIBE message. It may send it in any other request.
If the terminal has some prior knowledge about the file type it is about to retrieve, e.g. file extensions, the following apply: 
-	HTTP and SDP: when retrieving an SDP with HTTP the client should include profile information in the GET request. This way the HTTP server can deliver an optimised SDP to the client.
-	HTTP and MPD: when retrieving an MPD with HTTP the client may include profile information in the GET request. This way the HTTP server may deliver an optimised MPD to the client.

