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	First Change



[bookmark: _Toc26369753][bookmark: _Toc36227635][bookmark: _Toc36228650][bookmark: _Toc36229277][bookmark: _Toc36229905]X.6.4	Overlays
ITT4RT clients supporting the ‘Overlay’ feature may define an overlay source and overlay configuration in the SDP. An ITT4RT client that supports overlays  
· shall support a video or image stream indicated by a media line in the SDP as the source of an overlay. 
· [may support a conditional overlay of a region from a 360-degree video as the source of an overlay.]
· [may support an externally specified overlay source, referenced by a URI.]
 
Editor’s Note: The solution for image overlays is FFS.
X.6.4.1 Video Media
Any visual media that is defined with the ‘m=video’ line, includes the attribute mid and does not have the attribute a=3gpp_360video in the SDP may be rendered as an overlay by an ITT4RT-Rx client. An ITT4RT client shall include the attribute mid in the overlay media description. If an overlay is to be associated with a particular overlay configuration, the mid shall be used to associate the overlay media description to the the overlay configuration, which is later described in X.6.4.3. 
X.6.4.2 Conditional Overlays

X.6.4.23 Overlay Configuration
[…]

	Second Change



X.6.7 Support for Stream Pausing/Resuming
An ITT4RT-Tx client shall use the a=rtcp-fb ccm pause attribute and parameter values as specified in [RFC 5104] and [RFC 7728] to indicate the capability to support receiving and acting on PAUSE and RESUME requests targeted for RTP streams it sends.  The optional parameter setting of a=rtcp-fb ccm pause config=3 could be used by the ITT4RT-Tx client to indicate that it will only receive and react to PAUSE and RESUME requests but will not send them.
An ITRT4RT-Rx client shall use the a=rtcp-fb ccm pause attribute and parameter values as specified in [RFC 5104] and [RFC 7728] to indicate the capability to support sending PAUSE and RESUME requests targeted for RTP streams it receives.  The optional parameter setting of a=rtcp-fb ccm pause config=2 could be used by the ITT4RT-Rx client to indicate that it will only send PAUSE and RESUME requests but does not support receiving these requests.
