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1	Overall description
RAN3 has further discussed the following question raised by RAN2, and would like to provide the answers as shown below:

Question 3: What is the motivation for specifying that RAN visible QoE reports should be sent together with the legacy QoE reports? Is the requirement that RAN visible QoE reports should be sent together with the legacy QoE reports intended for the application layer or AS layer? If for AS layer, could the reporting periodicity for RAN visible QoE reports be considered mandatory because AS layer is not aware of when the legacy QoE reports will be triggered?

Answer to Question 3: 
· The motivation for specifying that RAN visible QoE reports should be sent together with the legacy QoE reports is to achieve a simple and straightforward legacy QoE and RAN visible QoE reporting mechanism.
· When the RAN visible QoE reporting periodicity is not explicitly configured, the requirement that RAN visible QoE reports should be sent together with the legacy QoE reports is intended for the application layer. 
· When the RAN visible QoE reporting periodicity is not explicitly configured, RAN visible QoE reports are sent together with the legacy QoE reports over the air interface, except in the case of RAN overload (when legacy QoE reports are stored but RVQoE reports continue to be reported with the reporting periodicity configured for legacy QoE reporting).
2	Actions
To RAN2 and SA4: 
ACTION: 	RAN3 kindly asks RAN2 and SA4 to take the feedback above into account.
3	Dates of next RAN3 meetings
RAN3#119	                                                2023-02-27 - 2023-03-03		Athens, GR
RAN3#119-bis-e                                              2023-04-17 – 2023-04-26      Online
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