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[bookmark: _Toc123915341]
4.7.3	UE data processing for 5GMS
[bookmark: _Toc123915342]4.7.3.1	UE data processing procedures for downlink media streaming
The following restriction dimensions and aggregation functions defined in clause 4.5.2 of TS 26.531 [22] may be provisioned in a Data Access Profile as part of a 5GMSd Provisioning Session and shall, as a consequence, be applied to reported UE data prior to exposing it to event consumers.
Table 4.7.3.1‑1: Valid processing of downlink media streaming UE data by the Data Collection AF
	
	Restriction dimension
	Aggregation function

	
	Time
	User
	Location
	None
	Count
	Mean
	Maximum
	Minimum
	Sum

	QoE metrics for downlink media streaming
	Yes
	Yes
	Yes
	Yes
	Yes
(NOTE 1)
	Yes
(NOTE 1)
	Yes
(NOTE 1)
	Yes
(NOTE 1)
	Yes
(NOTE 1)

	Consumption of downlink media streaming
	Yes
	Yes
	Yes
	Yes
	Yes
(NOTE 2)
	No
	No
	No
	No

	Downlink dynamic policy invocations
	Yes
	Yes
	Yes
	Yes
	Yes
(NOTE 3)
	No
	No
	No
	No

	AF-based downlink Network Assistance invocations
	Yes
	Yes
	Yes
	Yes
	Yes
(NOTE 3)
	NoYes
(NOTE 4)
	NoYes
(NOTE 4)
	NoYes
(NOTE 4)
	No

	Downlink media streaming access activity
	Yes
	Yes
	Yes
	Yes
	Yes
(NOTE 2)
	No
	No
	No
	No

	NOTE 1:	Aggregation functions applied individually to all exposed metrics within the scope of the applicable restriction dimension(s).
NOTE 2:	Number of downlink media streaming sessions within the scope of the applicable restriction dimension(s).
NOTE 3:	Number of invocations within the scope of the applicable restriction dimension(s).
NOTE 4: 	Aggregation functions applied to bitrate recommendations and throughput estimations.



[bookmark: _Toc123915343]4.7.3.2	UE data processing procedures for uplink media streaming
The following restriction dimensions and aggregation functions defined in clause 4.5.2 of TS 26.531 [22] may be provisioned in a Data Access Profile as part of a 5GMSu Provisioning Session and shall, as a consequence, be applied to reported UE data prior to exposing it to event consumers.
Table 4.7.3.2‑1: Valid processing of uplink media streaming UE data by the Data Collection AF
	
	Restriction dimension
	Aggregation function

	
	Time
	User
	Location
	None
	Count
	Mean
	Maximum
	Minimum
	Sum

	AF-based uplink Network Assistance invocations
	Yes
	Yes
	Yes
	Yes
	Yes
(NOTE 1)
	NoYes
(NOTE 2)
	NoYes
(NOTE 2)
	NoYes
(NOTE 2)
	No

	NOTE 1:	Number of invocations within the scope of the applicable restriction dimension(s).
NOTE 2: 	Aggregation functions applied to bitrate recommendations and throughput estimations.
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