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1. Overall Description:
[bookmark: _Hlk46758011]SA2 thanks SA3 for their LS, where SA3 informs SA2 about an agreed CR introducing a new Multicast/Broadcast Service Security Function (MBSSF). 

[bookmark: _Hlk124203059]According to the SA3 CR, "the MBSSF is a logical function that includes the security functionalities defined in TS 33.246. MBSSF can be collocated with either MBSF or MBSTF and the according interfaces are up to the implementation of the deployment options."
SA2 would like to comment that Rel-17 freeze prevents substantial architectural changes. While procedures for the insertion of the MBSF/MBSTF into the user plane path between the AF and MB-UPF via the provisioning of appropriate address information are defined clause 7.1.1.2 of TS 23.247, related procedures are lacking if the MBSSF is not located in MBSF or MBSTF. Thus, SA2 assumes that the MBSSF needs to be (not only "can be") located in MBSF or MBSTF in Rel-17 and does not mention MBSSF in TS 23.247.

SA2 recommends that SA3 cooperates with SA4 with respect to security functions located in MBSF or MBSTF.

SA2 agreed the attached related CR.

2. Actions:
To SA3:
ACTION: 	SA2 kindly asks SA3 to take the above information into account and cooperate with respect to security functions located in MBSF or MBSTF.

3. Date of Next TSG-SA WG2 Meetings:
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