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1	Overall description
In Rel-18, SA6 studied multiple solutions (in different study items) where it is required to collect application specific data from UE using different mechanisms. Please refer to solution#5 (Service experience to support application performance analytics) in TR 23.700-36, and solution#1 (Application Service Management Service) in TR 23.700-97.
SA6 has had significant discussions related to the reuse of the procedures for data collection from the UE Application defined in TS 23.288, TS 26.512 and TS 26.531 in the context of the Application Data Analytics Enablement Services (ADAES) and application service management in eSEAL2 work items in order to avoid duplication of effort for SA4 and SA6.
From an SA6 perspective, the following general requirements are needed by the Application Service Provider (ASP) as described in the architecture defined in 3GPP TS 26.531:
-	The ASP shall be able to retrieve/pull collected data on-demand (i.e. without need for setting up session) from the UE Application through a request/response mechanism.
-	The UE Application shall be able to send/push collected data on-demand (i.e. without need for setting up session) to ASP through a request/response mechanism.
-	The ASP shall be able retrieve collected data from the UE Application through a subscribe/notify mechanism.
-	The ASP shall be able to configure the subscription for the UE Application including the specific information to be reported, the triggering criteria and reporting configuration.
SA6 would like to request that SA4 provide feedback on the above discussion and an evaluation of whether the existing data collection from the UE Application capability supports these requirements.
[bookmark: _Hlk127264796]SA6 would like to request that SA4 provide a response as to whether SA4 are intending to address any enhancements necessary to support these requirements in Rel-18.
2	Actions
To: 3GPP SA4
ACTION: 	Please provide feedback on whether the existing data collection from the UE Application capability supports these requirements and whether SA4 are intending to address any enhancements necessary to support these requirements in Rel-18.

3	Dates of next TSG SA WG 6 meetings
SA6#54                  17th April – 26th April 2023 	e-meeting
SA6#55                 22nd May – 26th May 2023 	Berlin, Germany
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