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[bookmark: _Toc26271231][bookmark: _Toc36234901][bookmark: _Toc36234972][bookmark: _Toc36235044][bookmark: _Toc36235116][bookmark: _Toc41632786][bookmark: _Toc51790664][bookmark: _Toc61546974][bookmark: _Toc75606621]FIRST CHANGE
[bookmark: _Toc103208523][bookmark: _Toc103208963][bookmark: _Toc114846770]6.3.2.2	DataReportingConfiguration resource type
Table 6.3.2.2-1: Definition of DataReportingConfiguration resource type
	Property name
	Data type
	Cardinality
	Usage
	Description

	dataReportingConfigurationId
	ResourceId
	1..1
	C: R
U: –
	A unique identifier for this Data Reporting Configuration.

	dataCollectionClientType
	DataCollection‌Client‌Type
	1..1
	C: RW
U: –
	The type of data collection client to which this Data Reporting Configuration pertains (see clause 5.4.3.1).

	authorizationURL
	Url
	0..1
	C: RW
U: RW
	A URL that may be used to authorize the consumer entity prior to a data reporting subscription.

	dataSamplingRules
	Array(Data
SamplingRule)
	0..1
	C: RW
U: RW
	One or more Data Sampling Rule definitions, each pertaining to the domain-specific parameters associated with the Event ID of the parent Data Reporting Provisioning Session, representing instructions on sampling frequency and/or location filter, representing location area(s) of interest, to be followed by the data collection client in the collection of those parameters.

	dataReportingRules
	Array(Data
ReportingRule)
	0..1
	C: RW
U: RW
	One or more Data Reporting Rule definitions, each pertaining to the domain-specific parameters associated with the Event ID of the parent Data Reporting Provisioning Session and logged by the data collection client (according to Data Sampling Rules), representing instructions on reporting probability, reporting format and/or data packaging strategy to be followed by the data collection client in its reporting to the Data Collection AF.

	dataAccessProfiles
	Array(Data‌Access‌Profile)
	1..1
	C: RW
U: RW
	One or more Data Access Profile definitions, each describing a set of data processing instructions, applied by the Data Collection AF when exposing events.



NOTE:	The dataReportingRules property, whose type definition is provided in table 6.3.3.4-1, has similarity to but does not duplicate the definition of the reportingConditions property of the DataReportingSession resource as defined in clause 7.3.2. The properties of both the DataReportingRule type and the ReportingCondition type logically represent data reporting rules to be followed by data collection clients. However, there is no semantic overlap between the properties of the two types.
NEXT CHANGE
[bookmark: _Toc114658037][bookmark: _Toc114658038][bookmark: _Toc103208525][bookmark: _Toc103208965][bookmark: _Toc114846773]6.3.3	Simple data types and enumerations
[bookmark: _Toc103208526][bookmark: _Toc103208966][bookmark: _Toc114846774]6.3.3.1	EventConsumerType enumeration
Table 6.3.3.1‑1: Definition of EventConsumerType enumeration
	Enumeration value
	Description

	NWDAF
	The Network Data Analytics Function is the Event Consumer.

	EVENT_CONSUMER_AF
	The Event Consumer AF is the Event Consumer.

	NEF
	The Network Exposure Function is the Event Consumer.



[bookmark: _Toc103208527][bookmark: _Toc103208967][bookmark: _Toc114846775]6.3.3.2	DataAggregationFunctionType enumeration
Table 6.3.3.2-1 Definition of DataAggregationFunctionType enumeration
	Enumeration value
	Description

	NULL
	No aggregation is applied: all values of the UE data parameter(s) are exposed to event consumers.

	COUNT
	The number of observed events over the indicated time period or the indicated set of users or the indicated set of locations is exposed to event consumers.

	MEAN
	The mean average of the values of the UE data parameter(s) over the indicated time period or the indicated set of users or the indicated set of locations is exposed to event consumers.

	MAXIMUM
	The maximum observed value of the UE data parameter(s) over the indicated time period or the indicated set of users or the indicated set of locations is exposed to event consumers.

	MINIMUM
	The minimum observed value of the UE data parameter(s) over the indicated time period or the indicated set of users or the indicated set of locations is exposed to event consumers.

	SUM
	The sum of the values of the UE data parameter(s) over the indicated time period or the indicated set of users or the indicated set of locations is exposed to event consumers.



6.3.3.3	DataSamplingRule type
Table 6.3.3.3-1 Definition of DataSamplingRule type
	Property name
	Data type
	Cardinality
	Usage
	Description

	dataSamplingRuleId
	string
	1..1
	C: RW
U: RW
	A unique identifier for this Data Sampling Rule.

	samplingFrequency
	float
	0..1
	C: RW
U: RW
	The value in sec-1 that specifies how often the UE data parameter(s) are to be measured and logged by the data collection client.

	locationFilter
	LocationArea5G
	0..1
	C: RW
U: RW
	Indication of the UE location(s) at which UE data parameter(s) are to be collected by the data collection client.



6.3.3.4	DataReportingRule type
Table 6.3.3.4-1 Definition of DataReportingRule type
	Property name
	Data type
	Cardinality
	Usage
	Description

	dataReportingRuleId
	string
	1..1
	C: RW
U: RW
	A unique identifier for this Data Reporting Rule.

	reportingProbability
	integer
	0..1
	C: RW
U: RW
	The probability for reporting by the data collection client of the UE data parameter(s) it has logged (according to samplingFrequency). The data collection client shall use a random number generator for producing an integer value between 0 and 100, and it is expected to perform that number of reports for every 100 instances that it has logged UE data parameter(s).

	reportingFormat
	string
	0..1
	C: RW
U: RW
	Data processing instructions for the data collection client with regards to formatting of reports to be sent to the Data Collection AF (e.g., encoding rules, ordering of parameters, delineation marking between parameters, etc. for each report).

	dataPackaging
	string
	0..1
	C: RW
U: RW
	Data processing instructions for the data collection client with regards to packaging of UE data information in reports to be sent to the Data Collection AF (e.g., on selective subsets of UE data measurements to be reported).



NEXT CHANGE
[bookmark: _Toc103208553][bookmark: _Toc103208993][bookmark: _Toc114846800]7.3.2.2	ReportingCondition type
Table 7.3.2.2-1: Definition of ReportCondition type
	Property name
	Data type
	P
	Cardinality
	Description

	type
	ReportingConditionType
	M
	1
	Type of reporting condition (see clause 7.2.3.3.27.3.3.2).

	period
	DurationSec
	C
	0..1
	The time period between UE data reports.
Only present when type is INTERVAL.

	parameter
	string
	C
	0..1
	Identifies the parameter that triggers a UE data report when it crosses the value threshold.
Only present when type is THRESHOLD.

	threshold
	Double, Float, Int32, Int64, Uint16, Uint32, Uint64, or Uinteger
	C
	0..1
	The value that parameter must cross to trigger a UE data report.
Only present when type is THRESHOLD.

	reportWhenBelow
	boolean
	C
	0..1
	The direction in which the threshold must be crossed to trigger a UE data report.
If true, a report is triggered when the value of parameter drops below threshold.
If false, a report is triggered when the value of parameter exceeds threshold.
Only present when type is THRESHOLD.

	eventTrigger
	ReportingEventTrigger
	C
	0..1
	The type of event that triggers a UE data report  (see clause 7.2.3.3.3).
Only present when type is EVENT.



END OF CHANGES
