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[bookmark: _Toc63784936]
3GPP
FIRST CHANGE
[bookmark: _Toc68899481][bookmark: _Toc71214232][bookmark: _Toc71721906][bookmark: _Toc74858958][bookmark: _Toc123800666][bookmark: _Toc68899610][bookmark: _Toc71214361][bookmark: _Toc71722035][bookmark: _Toc74859087][bookmark: _Toc123800820]4.3.3	Content Hosting Provisioning procedures
[bookmark: _Toc68899482][bookmark: _Toc71214233][bookmark: _Toc71721907][bookmark: _Toc74858959][bookmark: _Toc123800667]4.3.3.1	General
These procedures are used by the 5GMSd Application Provider and the 5GMSd AF on M1d to provision the content hosting feature for downlink streaming.
[bookmark: _Toc68899483][bookmark: _Toc71214234][bookmark: _Toc71721908][bookmark: _Toc74858960][bookmark: _Toc123800668]4.3.3.2	Create Content Hosting Configuration
[bookmark: _MCCTEMPBM_CRPT71130061___7]This procedure is used by the 5GMSd Application Provider to create a new Content Hosting Configuration. The 5GMSd Application Provider shall use the HTTP POST method for this purpose and the request message body shall include a ContentHostingConfiguration resource, as specified in clause 7.6.3.1.
-	If the Content Hosting Configuration uses the Pull-based content ingest method, i.e. the pull attribute is set to True, then the IngestConfiguration.baseURL property shall be nominated by the 5GMSd Application Provider in the request message body. The 5GMSd AF shall return the IngestConfiguration.baseURL property value unchanged in its response message body.
-	If the Content Hosting Configuration uses the Push-based content ingest method, i.e. the pull attribute is set to False, then the IngestConfiguration.baseURL property shall be nominated by the 5GMSd AF and returned in the response message body. It shall not be set by the 5GMSd Application Provider in the request message body.
In all cases, the DistributionConfiguration.baseURL property is read-only: it shall be omitted from the creation request and shall be assigned by the 5GMSd AF, allowing the value to be inspected by the 5GMSd Application Provider in the returned ContentHostingConfiguration resource representation, or by using the procedure specified in clause 4.3.3.3 below.
If the procedure is successful, the 5GMSd AF shall generate a resource identifier representing the new Content Hosting Configuration. In this case, the 5GMSd AF shall respond with a 201 (Created) HTTP response message and shall provide the URL to the newly created resource in the Location header field. The response message body may include a ContentHostingConfiguration resource (see clause 7.6.3.1) that represents the current state of the Content Hosting Configuration, including any fields set by the 5GMSd AF.
If the procedure is not successful, the 5GMSd AF shall provide a response code as defined in clause 6.3.
[bookmark: _Toc68899484][bookmark: _Toc71214235][bookmark: _Toc71721909][bookmark: _Toc74858961][bookmark: _Toc123800669]4.3.3.3	Read Content Hosting Configuration properties
[bookmark: _MCCTEMPBM_CRPT71130062___7]This procedure is used by the 5GMSd Application Provider to obtain the properties of an existing Content Hosting Configuration resource from the 5GMSd AF. The HTTP GET method shall be used for this purpose.
If the procedure is successful, the 5GMSd AF shall respond with a 200 (OK) response message that includes the ContentHostingConfiguration resource in the response message body.
If the procedure is not successful, the 5GMSd AF shall provide a response code as defined in clause 6.3.
[bookmark: _Toc68899485][bookmark: _Toc71214236][bookmark: _Toc71721910][bookmark: _Toc74858962][bookmark: _Toc123800670]4.3.3.4	Update Content Hosting Configuration properties
[bookmark: _MCCTEMPBM_CRPT71130063___7]The update operation is invoked by the 5GMSd Application Provider to modify the properties of an existing ContentHostingConfiguration resource. All writeable properties except domainNameAlias may be updated. The HTTP PATCH or HTTP PUT methods shall be used for the update operation. 
If the procedure is successful, the 5GMSd AF shall respond with a 200 (OK) and provide the content of the resource in the response, confirming the successful update operation.
If the procedure is not successful, the 5GMSd AF shall provide a response code as defined in clause 6.3.
[bookmark: _Toc68899486][bookmark: _Toc71214237][bookmark: _Toc71721911][bookmark: _Toc74858963][bookmark: _Toc123800671]4.3.3.5	Destroy Content Hosting Configuration
[bookmark: _MCCTEMPBM_CRPT71130064___7]This operation is used by the 5GMSd Application Provider to destroy a Content Hosting Configuration resource and to terminate the related distribution. The HTTP DELETE method shall be used for this purpose. As a result, the 5GMSd AF will release any associated network resources, purge any cached content, and delete any corresponding configurations.
If the procedure is successful, the 5GMSd AF shall respond with a 200 (OK) response message.
If the procedure is not successful, the 5GMSd AF shall provide a response code as defined in clause 6.3.
4.3.3.6	Purge Content Hosting cache
This operation is used by the 5GMSd Application Provider to purge content from the 5GMSd AS Content Hosting cache. The HTTP POST method shall be used for this purpose with a regular expression describing the media resource URLs to be purged provided in the body of the request, as specified in clause 7.6.4.3. As a result, the 5GMSd AF purges any cached content whose URL matches the specified regular expression.
If the procedure is successful, the 5GMSd AF shall respond with a 200 (OK) response message.
If the procedure is not successful, the 5GMSd AF shall provide a response code as defined in clauses 6.3 and 7.6.4.3.
NEXT CHANGE
7.6.2	Resource structure
The Content Hosting Provisioning API is accessible through this URL base path:
{apiRoot}/3gpp-m1/{apiVersion}/provisioning-sessions/{provisioningSessionId}/
[bookmark: _MCCTEMPBM_CRPT71130274___7]Table 7.6.2-1 below specifies the operations and the corresponding HTTP methods that are supported by this API. In each case, the Provisioning Session identifier shall be substituted into {provisioningSessionId} in the above URL template and the sub-resource path specified in the second column shall be appended to the URL base path.
Table 7.6.2‑1: Operations supported by the Content Hosting Provisioning API
	Operation
	Sub‑resource path
	Allowed HTTP method(s)
	Description

	[bookmark: _MCCTEMPBM_CRPT71130275___7]Create Content Hosting Configuration
	content-hosting-configuration
	POST
	Used to create a Content Hosting Configuration resource.

	Retrieve Content Hosting Configuration
	
	[bookmark: _MCCTEMPBM_CRPT71130276___7]GET
	Used to retrieve an existing Content Hosting Configuration.

	Update Content Hosting Configuration
	
	[bookmark: _MCCTEMPBM_CRPT71130277___7]PUT,
[bookmark: _MCCTEMPBM_CRPT71130278___7]PATCH
	Used to modify an existing Content Hosting Configuration.

	Delete Destroy Content Hosting Configuration
	
	[bookmark: _MCCTEMPBM_CRPT71130279___7]DELETE
	Used to delete an existing Content Hosting Configuration.

	[bookmark: _MCCTEMPBM_CRPT71130280___7]Purge Content Hosting Configuration cache
	content-hosting-configuration/purge
	POST
	This operation is used to invalidate some or all cached media resources associated with this Content Hosting Configuration.
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