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This document describes the allocation of different modes in the selection test experiment. 

In the dynamic tests a modeset of four modes were used: 14.25, 12.65. 8.85 and 6.60 kbit/s.


Application A
Application B
Application C (EDGE FR)
Application C (EDGE HR)
Application E (WCDMA)

No-errors, Tandem, Levels
14.25 kbit/s
18.25 kbit/s
23.05 kbit/s
23.05 kbit/s
23.05 kbit/s

C/I= 25 dB (EP-1)
-
-
-
23.05 kbit/s
23.05 kbit/s

C/I= 22 dB (EP-2)
-
-
23.05 kbit/s
19.85 kbit/s
23.05 kbit/s

C/I= 19 dB (EP-3)
-
18.25 kbit/s
23.05 kbit/s
18.25 kbit/s
23.05 kbit/s

C/I= 16 dB (EP-4)
-
15.85 kbit/s
23.05 kbit/s
-
23.05 kbit/s

C/I= 13 dB
14.25 kbit/s
14.25 kbit/s
-
-
-

C/I= 10 dB
12.65 kbit/s
12.65 kbit/s
-
-
-

C/I= 7 dB
8.85 kbit/s
-
-
-
-

C/I= 4 dB
6.60 kbit/s
-
-
-
-

