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	1st Change 


[bookmark: _Toc123915314][bookmark: _Toc218675241][bookmark: _Toc162962330]4.5.2	5G Media Streaming combined with Edge Computing
The 5GMS architecture is extended to add support for media processing in the edge. The extended architecture is an integration of the 5GMS architecture defined in the present document with the architecture for enabling Edge Applications defined in TS 23.558 [16], and the Edge Computing management architecture defined in TS 28.538 [17]. The extended architecture is depicted in figure 8.2-1.



[bookmark: _CRFigure4_5_21]Figure 4.5.2-1: Reference edge-enabled 5GMS media architecture
	2nd Change


[bookmark: _Toc218675247]4.6.1	Architecture for 5G Downlink Media Streaming over eMBMS
Figure 4.6.1-1 below depicts an architecture for downlink 5G Media Streaming via eMBMS that combines the functions and reference points of the 5GMS System with those of the MBMS System.



Figure 4.6.1-1: Architecture for downlink 5G Media Streaming over eMBMS
	Usage of 5GMS reference points for eMBMS-based delivery


[bookmark: _CR4_6_2_1]4.6.2.9	Usage of M11d
Reference point M11d is used as defined in clauses 4.1 to 4.4.
	3rd Change


[bookmark: _Toc218675264]4.7.1	Reference architecture instantiation
The abstract data collection and reporting architecture defined in clause 4 of TS 26.531 [22] and depicted in figure 4.2‑1 of TS 26.531 [22] is instantiated in the 5G Media Streaming architecture as shown in figure 4.7.1‑1 and as defined below.



[bookmark: _CRFigure4_7_11]Figure 4.7.1‑1: Data collection and reporting architecture instantiation for 5G Media Streaming
	4th Change 


[bookmark: _Toc218675284]4.9.1	Architecture for downlink 5G Media Streaming over MBS
Figure 4.9.1-1 below depicts an architecture for downlink 5G Media Streaming via MBS as defined in TS 26.502 [30] that combines the functions and reference points of the 5GMS System with those of the MBS System. In the simple case, the 5GMSd AF is deployed in a Trusted DN together with the MBS System according to the collaboration model in clause A.3 of [30] and Nmbsf service operations on the MBSF are invoked by the 5GMSd AF directly at reference point Nmb10. In other deployments, as for example shown in clauses A.4 and A.5 of [30], the 5GMS System may be external to the MBS System. In this case, the service operations on the MBSF are instead invoked on the NEF at reference point N33, and the NEF then communicates with the MBSF at reference point Nmb5.



[bookmark: _CRFigure4_9_11]Figure 4.9.1-1: Architecture for 5G Media Streaming over MBS
	End of change
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