Change requests to be raised in conjunction with Tdoc S4-010096

During the drafting of Tdoc S4-010096, it was agreed several changes will be made to TS 26.131, TS 26.132, and to TS 51.010.  Note that TS 51.010 is the Release 4 version of GSM 11.10.  To take care of the noted changes, it was agreed that the following Change Requests (CR’s) will be raised by Nokia: 

· CR to TS 51.010 CR to 51.010 to change the specification of an STMR requirement.
· CR to insert stability loss measurement method into TS 26.132.

· CR to insert stability loss requirement into TS 26.131 for headset, that it is for further study.

· CR to TS 51.010: Echo loss measurement in makes no sense.  Propose echo loss measurement method described in TS 26.132 be introduced to GSM 51.010

· CR to add idle channel noise measurement method to TS 26.132; introduce the heading only, because the test method will require much work; see Annex C2 of GSM 03.50 for reference.

· CR to TS 26.131 to change the STMR to 15±5.
· CR to TS 26.132: add specification of STMR requirement with type 3.2 LL ear only; explain problem with measuring with other ears; explain that it is for further study.

· CR to TS 51.010: add specification of STMR requirement with type 3.2 LL ear only.

· CR to change 51.010 to delete Type 1 ear, change frequency response mask, verify compatibility with TS 26.132

· CR to change TS 51.010 to delete test method for LSTR measurement, and add test method for D-factor measurement. 

· CR to add to TS 26.131 a requirement for the D-factor.

· CR to TS 26.131 to align nomenclature of ‘hands-free’ types with those in TS 26.132.

· CR to TS 26.132 to add a test method for spurious out-of-band signals; ref. C.8 from 03.50.  Note max. possible bandwidth of test signals 100Hz – 16KHz

· CR to TS 26.132: wideband test signals: the bandwidth of signals should go no lower than 100Hz.

· CR to TS 26.132: measurement & calculation method for single-figure DSLM is incomplete; copy text from p. 57 of GSM 03.50.

· CR to TS 26.131 to delete Sidetone distortion requirement.

· CR to TS 26.132 to delete Sidetone distortion  measurement method.

· CR to TS 26.131 to add a section for (a) sending distortion and (b) receiving distortion.  The test method will be based on the air-interface based test method defined in GSM 03.50, i.e. section 3.9

· CR to TS 26.132 to add a section for (a) sending distortion and (b) receiving distortion.  The test method will be based on the air-interface based test method defined in GSM 03.50, i.e. section 3.9

· CR to TS 51.010: delete LSTR requirement, and replace with D-factor.

