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Reason for change:
(

To maintain TS26.104 decoder bit-exactness with TS26.073 decoder after the following approved change requests to TS26.073: "Correction of RX-DTX handling of NO_DATA frames in AMR decoder" (Tdoc S4-010670). and "Correction in AMR decoder to avoid division by zero in RX-DTX Handling" (S4-010673).




Summary of change:
(

Four code lines changed in the file "sp_dec.c




Consequences if 
(

not approved:
TS26.104 and TS26.073 decoders are not bit-exact in error conditions. 




Clauses affected:
(

sp_dec.c




Other specs
(


 Other core specifications
(



Affected:

 Test specifications




 O&M Specifications





Other comments:
(

Division by zero error doesn’t occur in TS26.104 decoder. 
Changes are made to maintain bit-exactness with TS26.073.

How the code and execution is changed
1.1 File sp_dec.c 

1.1.1 Function: rx_dtx_handler

static enum DTXStateType rx_dtx_handler( dtx_decState *st, enum RXFrameType frame_type )

{

   enum DTXStateType newState;

   enum DTXStateType encState;

   /* DTX if SID frame or previously in DTX{_MUTE} and (NO_RX OR BAD_SPEECH) */

   if ( table_SID[frame_type] | ( ( st->dtxGlobalState != SPEECH ) &

         table_speech_bad[frame_type] ) ) {

      newState = DTX;

      /* stay in mute for these input types */

      if ( ( st->dtxGlobalState == DTX_MUTE ) & table_mute[frame_type] ) {

         newState = DTX_MUTE;

      }

      /*

       * evaluate if noise parameters are too old

       * since_last_sid is reset when CN parameters have been updated

       */

      st->since_last_sid += 1;

      /* no update of sid parameters in DTX for a long while */


if ((frame_type != RX_SID_UPDATE) & ( st->since_last_sid > DTX_MAX_EMPTY_THRESH )) {

newState = DTX_MUTE;

      }

   }

   else {

      newState = SPEECH;

      st->since_last_sid = 0;

   }

   /*

    * reset the decAnaElapsed Counter when receiving CNI data the first

    * time, to robustify counter missmatch after handover

    * this might delay the bwd CNI analysis in the new decoder slightly.

    */

   if ( ( st->data_updated == 0 ) & ( frame_type == RX_SID_UPDATE ) ) {

      st->decAnaElapsedCount = 0;

   }

   /*

    * update the SPE-SPD DTX hangover synchronization

    * to know when SPE has added dtx hangover

    */

   st->decAnaElapsedCount += 1;

   st->dtxHangoverAdded = 0;

   encState = SPEECH;

   if ( table_DTX[frame_type] ) {

      encState = DTX;

 if( ( frame_type == RX_NO_DATA ) & ( newState == SPEECH ) ) {

         encState = SPEECH;

      }

}

   if ( encState == SPEECH ) {

      st->dtxHangoverCount = DTX_HANG_CONST;

   }
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