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1. Information:

SA WG4 would like to assist RAN2 also for AMR-NB configurations, in a similar way as it was requested by RAN2 for AMR-WB.

The following configurations are recommended for AMR-NB:
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Comments:

A: 
Using only mode 12,2 (very similar to EFR) is already used today in 3G networks

B, C, D:
Most sensible single mode configurations

E: 
TFO Default ACS for MACS=4 in an FR channel

F: 
TFO Default ACS for MACS=4 in an HR channel

G: 
TFO HR Default ACS, but without 7,4 (reason for inclusion: avoid complex synch procedure)
H: 
TFO HR Default ACS, but without 7,4 and 6,7 (reason for inclusion: Low modes for higher capacity)

I: 
“Optimal Curve” as given by the results of the AMR characterisation
Remark: There is no table for compatibility of the AMR-NB configurations (as for AMR-WB), because all configurations can interwork by transcoding to PCM signals (which is not the case for AMR-WB in GSM).
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The following tables describes the recommended configuration changes:

	From / to
	A
	B
	C
	D
	E
	F
	G
	H
	I

	A
	-
	No
	No
	No
	No
	No
	No
	No
	No

	B
	No
	-
	No
	No
	No
	No
	No
	No
	No

	C
	No
	No
	-
	No
	No
	No
	No
	No
	No

	D
	No
	No
	No
	-
	No
	No
	No
	No
	No

	E
	No
	No
	No
	No
	-
	Yes
	MaxRateContr
to 6,7
	MaxRateContr
to 6,7
	Yes

	F
	No
	No
	No
	No
	Yes
	-
	MaxRateContr
to 6,7
	MaxRateContr
to 6,7
	Yes

	G
	No
	No
	No
	No
	No
	No
	-
	MaxRateContr
to 5,9
	No

	H
	No
	No
	No
	No
	No
	No
	No
	-
	No

	I
	No
	No
	No
	No
	Yes
	Yes
	Yes
	MaxRateContr
to 5,9
	-


2. Actions:

To RAN2 group:

ACTION: 
RAN2 is kindly requested to take S4’s answer into account when defining the test configurations for AMR-NB and incorporating them into TS 34.108, if not already available.

To GERAN.:

ACTION: 
GERAN is kindly requested to take S4’s recommendation into account when defining the test cases for AMR-NB and to align them as far as possible with UTRAN.

3. Dates of Next SA4 Meetings:

SA4#22
22 - 26 July 2002



Tampere, Finland.

SA4#23
30 September – 4 October 2002

Montreal, Canada.

