Page 1



3GPP TSG-SA4 Meeting #23 
S4-020597

Montréal, Canada, 30th September – 4th October

	CR-Form-v5

	CHANGE REQUEST

	

	(

	TS 26.103
	CR
	22
	(

rev
	-
	(

Current version:
	5.3.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	

	Proposed change affects:
(

	(U)SIM
	
	ME/UE
	X
	Radio Access Network
	X
	Core Network
	X

	

	Title:
(

	Correction to the Codec ID Table

	
	

	Source:
(

	Nortel Networks, Ericsson, Nokia, Siemens

	
	

	Work item code:
(

	CORRECT
	
	Date: (

	1st October 2002

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	REL-5

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)

	
	

	Reason for change:
(
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6.3
Selected Codec Type

The Selected Codec Type is coded as shown in Table 6.3-1. The same coding is used also in 3GPP TS 28.062 [7].
Table 6.3-1: Coding of the selected Codec_Type (long form)

	Bit 8…Bit 1
CoID
	Codec_Type
	Name

	0000.0000
	GSM Full Rate (13.0 kBit/s)
	GSM FR

	0000.0001
	GSM Half Rate (5.6 kBit/s)
	GSM HR

	0000.0010
	GSM Enhanced Full Rate (12.2 kBit/s)
	GSM EFR

	0000.0011
	Full Rate Adaptive Multi-Rate
	FR AMR

	0000.0100
	Half Rate Adaptive Multi-Rate
	HR AMR

	0000.0101
	UMTS Adaptive Multi-Rate
	UMTS AMR

	0000.0110
	UMTS Adaptive Multi-Rate 2
	UMTS AMR 2

	0000.0111
	TDMA Enhanced Full Rate (7.4 kBit/s)
	TDMA EFR

	0000.1000
	PDC Enhanced Full Rate (6.7 kBit/s)
	PDC EFR

	0000.1001
	Full Rate Adaptive Multi-Rate WideBand
	FR AMR-WB

	0000.1010
	UMTS Adaptive Multi-Rate WideBand
	UMTS AMR-WB

	0000.1011
	8PSK Half Rate Adaptive Multi-Rate
	OHR AMR

	0000.1100
	8PSK Full Rate Adaptive Multi-Rate WideBand
	OFR AMR-WB

	0000.1101
	8PSK Half Rate Adaptive Multi-Rate WideBand
	OHR AMR-WB

	1111.1110
	reserved for future use.
	

	1111.1111
	Reserved forMuMe dummy Codec Type. NOTE: codec not to be used across radio interface.
	MuMe
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