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5.3.3
SDP

RTSP requires a presentation description. SDP shall be used as the format of the presentation description for both PSS clients and servers. PSS servers shall provide and clients interpret the SDP syntax according to the SDP specification [6] and appendix C of [5]. The SDP delivered to the PSS client shall declare the media types to be used in the session using a codec specific MIME media type for each media. MIME media types to be used in the SDP file are described in clause 5.4 of the present document.

The SDP [6] specification requires certain fields to always be included in an SDP file. Apart from this a PSS server shall always include the following fields in the SDP:

-
"a=control:" according to clauses C.1.1, C.2 and C.3 in [5];

-
"a=range:" according to clause C.1.5 in [5];

-
"a=rtpmap:" according to clause 6 in [6];

-
"a=fmtp:" according to clause 6 in [6].

The bandwidth field in SDP can be used to indicate to the PSS client the amount of bandwidth that is required for the session and the individual media in the presentation. Therefore, a PSS server should include the "b=AS:" field in the SDP (both on the session and media level) and a PSS client shall be able to interpret this field. For RTP based applications, AS gives the RTP "session bandwidth'' (including UDP/IP overhead) as defined in section 6.2 of [9].
IPv6 addresses in SDP descriptions shall be supported according to RFC 3266[37].
NOTE: The SDP parsers and/or interpreters shall be able to accept NULL values in the 'c=' field (e.g. 0.0.0.0 in IPv4 case). This may happen when the media content does not have a fixed destination address. For more details, see Section C.1.7 of [5] and Section 6 of [6].
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