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5.3.2.2
Bit-rate adaptation header
To enable PSS clients to set bit-rate adaptation parameters, a new RTSP request and response header is defined. The header can be used in the methods SETUP, PLAY, OPTIONS, and SET_PARAMETER.  The header defined in ABNF [53] has the following syntax:

3GPP-adaptation-def = "3GPP-Adaptation" ":" adaptation-spec 0*("," adaptation-spec)

adaptation-spec
= url-def *adapt-params

adapt-params
= ";" buffer-size-def

   

/ ";" target-time-def

url-def 
= "url" "=" <"> url <">

buffer-size-def 
= "size" "=" 1*9DIGIT ; bytes

target-time-def 
= "target-time" "=" 1*9DIGIT; ms

url             
= ( absoluteURI / relativeURI )

absoluteURI and relativeURI are defined in RFC 2396 [60] and updated in RFC 2732 [61]. The base URI for any relative URI is the RTSP request URI.

The "3GPP-Adaptation" header shall be sent in responses to requests containing this header. The PSS server shall not change the values in the response header. The presence of the header in the response indicates to the client that the server acknowledges the request.

The buffer size signalled in the "3GPP-Adaptation" header shall correspond to a reception and de-jittering buffer that has this given amount of space for complete RTP packets including the RTP header. The specified buffer size shall also include any Annex G. pre-decoder buffer space used for this media, as the two buffers cannot be separated.

The target protection time signalled in the value of the "target-time" parameter is the targeted minimum buffer level or, in other words, the client desired amount of playback time in milliseconds to guarantee interrupt-free playback and allow the server to adjust the transmission rate, if needed. 
--- <cut> ---

5.3.3.5
Signalling of bit-rate adaptation support in SDP

To signal the support of bit-rate adaptation, a media level only SDP attribute is defined in ABNF [53]:
sdp-Adaptation-line 
= "a" "=" "3GPP-Adaptation-Support" ":" report-frequency CRLF

report-frequency 
= 1*2DIGIT

A server implementing rate adaptation shall signal the "3GPP-Adaptation-Support" attribute in its SDP.

A client receiving an SDP where the SDP attribute "3GPP-Adaptation-Support" is present knows that the server provides rate adaptation. The client shall then in its subsequent RTSP signalling use the “3GPP-Adaptation” header as defined in clause 5.3.2.2, as well as the RTCP OBSN APP packet for reporting of the oldest buffered sequence number, as defined in clause 6.2.3.2.

The SDP attribute shall only be present at the media level. The report frequency value indicates to the client that it shall include an OBSN APP packet in at least every "report-frequency" compound RTCP packet. For example, if this value is 3, the client shall send the OBSN APP packet in at least every 3rd RTCP packet.
--- <cut> ---

6
Data transport

6.1
Packet based network interface

PSS clients and servers shall support an IP-based network interface for the transport of session control and media data. Control and media data are sent using TCP/IP [8] and UDP/IP [7]. An overview of the protocol stack can be found in figure 2 of the present document.

6.2
RTP over UDP/IP

6.2.1
General

The IETF RTP [9] provides means for sending real-time or streaming data over UDP (see [7]). The encoded media is encapsulated in the RTP packets with media specific RTP payload formats. RTP payload formats are defined by IETF. RTP also provides a protocol called RTCP (see clause 6 in [9]) for feedback about the transmission quality. 

RTP/UDP/IP transport of continuous media (speech ,audio and video) shall be supported.

6.2.2
RTP Profiles

For RTP/UDP/IP transport of continuous media the following RTP Profiles shall be supported:

-
RTP Profile for Audio and Video Conferences with Minimal Control [10], also called RTP/AVP;

For RTP/UDP/IP transport of continuous media the following RTP Profiles should be supported:

-
Extended RTP Profile for RTCP-based Feedback (RTP/AVPF) [57], also called RTP/AVPF. A PSS client or server is not required to support the feedback formats specified in section 6 of [57], however the RTCP packet type defined shall at least be possible to ignore.

Clause A.3.2.3 in Annex A of the present document provides more information about the minimum RTCP transmission interval.

6.2.3
RTCP Extensions
6.2.3.1
RTCP Extended Reports
A PSS client should implement the framework and SDP signalling of the RTP Control Protocol Extended Reports [58]. A PSS client should further implement the following report formats:

-
Loss RLE Report Block defined in section 4.1of [58].

A PSS client should send the report block(s) indicated by SDP signalling from the PSS server. A PSS server may limit the report blocks size using SDP signalling. For best utility the client should report in every packet and provide redundancy by reporting also on past RTCP intervals. In cases where the size restriction prevents the client from reporting on all the RTP packets, the client shall first remove the redundant reporting. Only if this action is not enough to reduce the reports to satisfactory sizes, should thinning be applied.
6.2.3.2
RTCP App packet for client buffer feedback (OBSN APP packet)

To report the oldest buffered sequence number (OBSN) for bit-rate adaptation, an RTCP APP packet is defined. The format of a generic RTCP APP packet is shown in Figure 3 below:

 0                   1                   2                   3

 0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

|V=2|P| subtype |   PT=APP=204  |             length            |

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

|                           SSRC/CSRC                           |

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

|                          name (ASCII)                         |

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

|                   application-dependent data                ...

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

Figure 3. Generic Format of an RTCP APP packet.

For rate adaptation the name and subtype fields must be set to the following values:

name: The OBSN APP data format is detected through the name "PSS0", i.e. 0x50535330 and the subtype.

subtype: This field shall be set to 0 for the OBSN format.

length: The number of 32 bit words –1, as defined in RFC 3550 [9]. This means that the field will be 2+2*N, where N is the number of sources reported on. The length field will typically be 4, i.e. 20 bytes packets.

application-dependent data: One or more of the following data format blocks (as described in Figure 4) can be included in the application-dependent data location of the APP packet. The APP packets length field is used to detect how many blocks of data are present. The block shall be sent for the SSRCs for which there is a report block, part of either a Receiver Report or a Sender Report, included in the RTCP compound packet. An OBSN APP packet shall not contain any other data format than the one described in figure 4 below.

 0                   1                   2                   3

 0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

|                              SSRC                             |

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

|      Playout Delay            |            OBSN               |

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

Figure 4. Data format block for OBSN reporting

SSRC: The SSRC of the media stream the buffered packets belong to.

OBSN: Oldest Buffered Sequence Number. The RTP sequence number of the oldest packet present in the announced buffer space for the SSRC reported on.  In other words, it is the sequence number of the first packet in the sequence of packets to be played out. In the cases the buffer does not contain any packets for this SSRC, the next not yet received sequence number shall be reported, i.e. an OBSN value that is one larger than the least significant 16 bits of the RTCP SR or RR report block's "extended highest sequence number received".

Playout delay: The difference between the scheduled playout time of the oldest packet and the time of sending the OBSN APP packet in milliseconds. The client may choose not to indicate this value by using the reserved value (Ox FFFF). In case of an empty buffer, the playout delay is not defined and the client should also use the reserved value 0xFFFF for this field.

The playout delay allows the server to have a more precise value of the amount of time before the client will underflow. 
--- <cut> ---

10
Adaptation of continuous media

10.1
General

The PSS includes a number of protocols and functionalities that can be utilized to allow the PSS session to adapt transmission and content rates to the available network resources. The goal of this is of course to achieve highest possible quality of experience for the end-user with the available resources, while maintaining interrupt-free playback of the media. This requires that the available network resources are estimated and that transmission rates are adapted to the available network link rates. This can prevent overflowing network buffers and thereby avoid packet losses. The real-time properties of the transmitted media must be considered so that media does not arrive too late to be useful. This will require that media content rate is adapted to the transmission rate.
To avoid buffer overflows, resulting in that the client must discard useful data, while still allowing the server to deliver as much data as possible into the client buffer, a functionality for client buffer feedback is defined. This allows the server to closely monitor the buffering situation on the client side and to do what it is capable in order to avoid client buffer underflow. The client specifies how much buffer space the server can utilize and the desired target level of protection. When the desired level of protection is achieved, the server may utilize any resources beyond what is needed to maintain that protection level to increase the quality of the media. The server can also utilize the buffer feedback information to decide if the media quality needs to be lowered in order to avoid a buffer underflow and the resulting play-back interruption.
10.2
Bit-rate adaptation

The bit-rate adaptation for PSS is server centric in the meaning that transmission and content rate are controlled by the server. The server use RTCP and RTSP as the basic information sources about the state of the client and network. This allows link-rate adaptation also when communicating with PSS clients of earlier releases, as long as they send RTCP receiver reports frequently enough.

10.2.1
Link-rate estimation

The actual algorithm providing the link-rate estimation is implementation specific. However, this chapter describes and gives rules for the different information sources that can be used for link-rate estimation. 

10.2.1.1
Initial values

A PSS client should inform the server the quality of service parameters for the used wireless link. The known parameters should be included in the RTSP "3GPP-Link-Char" header (chapter 5.3.2.1) in either the RTSP SETUP or PLAY request. This enables the server to set some basic assumption about the possible bit-rates and link response. If the client has initially reported these parameters and they are changed during the session the client shall updated these parameters by including the "3GPP-Link-Char" header in a SET_PARAMETER or OPTIONS request.

A PSS client should inform the server about initial bit-rate available over the link, if known. This reporting shall be done using the RTSP "Bandwidth" header in either the RTSP SETUP or PLAY request. The QoS negotiated guaranteed bit-rate is the best estimate for the bandwidth value.

10.2.1.2
Regular information sources

The basic information source giving regular reports useful for bit-rate estimations is the RTCP receiver reports as defined by [9]. The RTCP reporting interval is dependent on the RTP profile in use, the bit-rate assigned to RTCP, the average size of RTCP packets, and the number of reporting entities.  Most of these parameters can be set or affected by the PSS server through signalling. This allows the server to configure the reporting interval to a desirable working point. See chapter 5.3.3.1 for specification on how the RTCP bandwidth is signalled by the server.  

In most PSS RTP sessions the server and the client only have one SSRC each, thus providing the highest possible reporting rate. However some scenarios could result in that the number of used SSRC is larger, thereby possibly lowering the effective reporting interval for client, server or both.

The average size of the RTCP packets cannot be tightly controlled, but a loose control is possible by controlling which RTCP packet types that are used. This will depend on which of the below-listed RTCP extensions are in use. 

The PSS server can signal the PSS client in SDP, to request that "Loss RLE Report Block" in RTCP XR (section 6.2.3) are used to report packet loss vectors. 

10.2.2
Transmission adaptation

The transmission adaptation is implementation dependent. The 3GPP file format server extensions [50] provide a server the possibility to store alternative encodings useful for stream switching. 

A server doing transmission rate adaptation through content rate adaptation shall still deliver content according to the SDP description of the media streams, e.g. a video stream delivered after content rate adaptation must still belong to the SDP announced profile and be consistent with any configuration. This will either put restrictions on the possible alternatives or require declaration of several RTP payload types or media encodings that might not be used.
10.2.3
Signalling for client buffer feedback

The client buffer feedback signalling functionality shall be supported by PSS clients and should be supported by PSS servers. For PSS clients and servers that support the client buffer feedback signalling functionality, the following parts shall be implemented:

-
SDP service support, as described in clause 5.3.3.5.

-
The size (in bytes) of the buffer the client provides for rate adaptation. It is signalled to the server through RTSP, as described in clause 5.3.2.2 

-
The target buffer protection time (in milliseconds). It is signalled to the server through RTSP, as described in clause 5.3.2.2.

-
The sequence number of the oldest (“oldest buffered sequence number”) packet in the client buffer. It is signalled to the server via RTCP, as described in clause 6.2.3.2. 

If a PSS server supports client buffer feedback, it shall include the attribute "3GPP-Adaptation-Support" in the SDP, as described in clause 5.3.3.5. Upon reception of such an SDP attribute, a PSS client shall in the SETUP for each individual media include the "3GPP-Adaptation" header. Furthermore, upon reception of a successful SETUP response (including 3GPP-Adaptation header), the PSS client shall send OBSN APP packets according to clause 5.3.3.5.

The "3GPP-Adaptation" header may be included in PLAY, OPTIONS and SET_PARAMETER requests in order to update the target buffer protection time value during a session.  The buffer size value shall not be modified during a session.

With the buffer size, the oldest buffered sequence number parameters, and by means of the “Highest Received Sequence Number” already contained in RTCP receiver reports, the server can calculate the number of bytes in the client buffer at the sending time of the last received RTCP report. Based on the calculated client buffer fill level, the server can avoid overflowing the buffer. This level will also allow the server to detect when the buffer level drops and thus react to try to prevent underflow. The time before the client buffer will underflow can be estimated by the server by referring to the timestamp of the packet of highest sequence number, the timestamp of the packet of oldest sequence number and the playout delay of the packet of oldest sequence number, if signalled. The playout delay improves the accuracy of the estimated time before the client underflows. For example, in the case of low frame-rate video, the playout delay may contribute significantly to the total buffering time at the client.

The level of protection needed against transmission rate variations over a wireless network can be substantial (throughput variation because of network load, radio conditions, several seconds of interruption because of handovers, possible extra buffering to perform retransmission). In order to minimise the initial buffering delay, the client may choose an initial buffering that is less than the required buffering it has determined would be satisfactory. For this reason, the target buffer protection time indicates the amount of playable media (in time), which the client would like to have in its buffer. Therefore a server should not perform content adaptation towards higher content rates until the given target time of media units is available in the buffer.
--- <cut> ---

Annex A (informative):
Protocols

A.1
SDP

This clause gives some background information on SDP for PSS clients.

Table A.1 provides an overview of the different SDP fields that can be identified in a SDP file. The order of SDP fields is mandated as specified in RFC 2327 [6].

Table A.1: Overview of fields in SDP for PSS clients

	Type
	Description
	Requirement according to [6]
	Requirement according to the present document

	Session Description

	V
	Protocol version
	R
	R

	O
	Owner/creator and session identifier
	R
	R

	S
	Session Name
	R
	R

	I
	Session information
	O
	O

	U
	URI of description
	O
	O

	E
	Email address
	O
	O

	P
	Phone number
	O
	O

	C
	Connection Information
	R
	R

	B
	Bandwidth information
	AS
	O
	O

	
	
	RS
	ND
	O

	
	
	RR
	ND
	O

	One or more Time Descriptions (See below)

	Z
	Time zone adjustments
	O
	O

	K
	Encryption key
	O
	O

	A
	Session attributes
	control
	O
	R

	
	
	range
	O
	R

	
	
	alt-group
	ND
	O

	One or more Media Descriptions (See below)

	

	Time Description

	T
	Time the session is active
	R
	R

	R
	Repeat times
	O
	O

	

	Media Description

	M
	Media name and transport address
	R
	R

	I
	Media title
	O
	O

	C
	Connection information
	R
	R

	B
	Bandwidth information
	AS
	O
	R

	
	
	RS
	ND
	R

	
	
	RR
	ND
	R

	K
	Encryption Key
	O
	O

	A
	Attribute Lines
	control
	O
	R

	
	
	range
	O
	R

	
	
	fmtp
	O
	R

	
	
	rtpmap
	O
	R

	
	
	X-predecbufsize
	ND
	O

	
	
	X-initpredecbufperiod
	ND
	O

	
	
	X-initpostdecbufperiod
	ND
	O

	
	
	X-decbyterate 
	ND
	O

	
	
	framesize
	ND
	R (see note 5)

	
	
	alt
	ND
	O

	
	
	alt-default-id
	ND
	O

	
	
	3GPP-Adaptation-Support
	ND
	R

	Note 1: R = Required, O = Optional, ND = Not Defined
Note 2: The "c" type is only required on the session level if not present on the media level.

Note 3: The "c" type is only required on the media level if not present on the session level.

Note 4: According to RFC 2327, either an 'e' or 'p' field must be present in the SDP description. On the other hand, both fields will be made optional in the future release of SDP. So, for the sake of robustness and maximum interoperability, either an 'e' or 'p' field shall be present during the server's SDP file creation, but the client should also be ready to receive SDP content containing neither 'e' nor 'p' fields.

Note 5: The "framesize" attribute is only required for H.263 streams.

Note 6: The “range” attribute is required on either session or media level: it is a session-level attribute unless the presentation contains media streams of different durations. If a client receives “range” on both levels, however, media level shall override session level.


--- <cut> ---

A.2
RTSP

A.2.1
General

Clause 5.3.2 of the present document defines the required RTSP support in PSS clients and servers by making references to Appendix D of [5]. The current clause gives an overview of the methods (see Table A.2) and headers (see Table A.3) that are specified in the referenced Appendix D.  An example of an RTSP session is also given.

Table A.2: Overview of the required RTSP method support

	Method
	Requirement for a minimal on-demand playback client according to [5].
	Requirement for a PSS client according to the present document.
	Requirement for a minimal on-demand playback server according to [5].
	Requirement for a PSS server according to the present document.

	OPTIONS
	O
	O
	Respond
	Respond

	REDIRECT
	Respond
	Respond
	O
	O

	DESCRIBE
	O
	Generate
	O
	Respond

	SETUP
	Generate
	Generate
	Respond
	Respond

	PLAY
	Generate
	Generate
	Respond
	Respond

	PAUSE
	Generate
	Generate
	Respond
	Respond

	TEARDOWN
	Generate
	Generate
	Respond
	Respond

	NOTE 1:     O = Support is optional

NOTE 2:     'Generate' means that the client/server is required to generate the request where applicable.

NOTE 3:     'Respond' means that the client/server is required to properly respond to the request.


Table A.3: Overview of the required RTSP header support

	Header
	Requirement for a minimal on-demand playback client according to [5].
	Requirement for a PSS client according to the present document.
	Requirement for a minimal on-demand playback server according to [5].
	Requirement for a PSS server according to the present document.

	Connection
	include/understand
	include/understand
	include/understand
	include/understand

	Content-Encoding
	understand
	understand
	include
	include

	Content-Language
	understand
	understand
	include
	include

	Content-Length
	understand
	understand
	include
	include

	Content-Type
	understand
	understand
	include
	include

	CSeq
	include/understand
	include/understand
	include/understand
	include/understand

	Location
	understand
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	O
	O

	Public
	O
	O
	include
	include

	Range
	O
	include/understand
	understand
	include/understand

	Require
	O
	O
	understand
	understand

	RTP-Info
	understand
	understand
	include
	include

	Session
	include
	include
	understand
	understand

	Timestamp
	O
	O
	include/understand
	include/understand

	Transport
	include/understand
	include/understand
	include/understand
	include/understand

	User-Agent4
	O
	O
	O
	O

	3GPP-Adaptation
	N/A
	include/understand
	N/A
	O

	NOTE 1:    O = Support is optional

NOTE 2:   'include' means that the client/server is required to include the header in a request or response where applicable.

NOTE 3:   'understand' means that the client/server is required to be able to respond properly if the header is received in a request or response.

NOTE 4:   According to [5] the “User-Agent” header is not strictly required for a minimal RTSP client implementation, although it is highly recommended that it is included with requests. The same applies to a PSS client according to the present document.




The example below is intended to give some more understanding of how RTSP and SDP are used within the 3GPP PSS. The example assumes that the streaming client has the RTSP URL to a presentation consisting of an H.263 video sequence and AMR speech.  RTSP messages sent from the client to the server are in bold and messages from the server to the client in italic. In the example the server provides aggregate control of the two streams.

EXAMPLE:

DESCRIBE rtsp://mediaserver.com/movie.test RTSP/1.0
CSeq: 1 
User-Agent: TheStreamClient/1.1b2
RTSP/1.0 200 OK
CSeq: 1
Content-Type: application/sdp
Content-Length: 435

v=0
o=- 950814089 950814089 IN IP4 144.132.134.67
s=Example of aggregate control of AMR speech and H.263 video 
e=foo@bar.com
c=IN IP4 0.0.0.0 

b=AS:77
t=0 0
a=range:npt=0-59.3478 
a=control:*

m=audio 0 RTP/AVP 97

b=AS:13

b=RR:350

b=RS:300
a=rtpmap:97 AMR/8000
a=fmtp:97
a=maxptime:200
a=control:streamID=0
m=video 0 RTP/AVP 98

b=AS:64

b=RR:2000

b=RS:1200
a=rtpmap:98 H263-2000/90000
a=fmtp:98 profile=3;level=10 
a=control: streamID=1

SETUP rtsp://mediaserver.com/movie.test/streamID=0 RTSP/1.0
CSeq: 2
Transport: RTP/AVP/UDP;unicast;client_port=3456-3457
User-Agent: TheStreamClient/1.1b2

RTSP/1.0 200 OK
CSeq: 2
Transport: RTP/AVP/UDP;unicast;client_port=3456-3457; server_port=5678-5679
Session: dfhyrio90llk


SETUP rtsp://mediaserver.com/movie.test/streamID=1 RTSP/1.0
CSeq: 3
Transport: RTP/AVP/UDP;unicast;client_port=3458-3459
Session: dfhyrio90llk 
User-Agent: TheStreamClient/1.1b2

RTSP/1.0 200 OK
CSeq: 3
Transport: RTP/AVP/UDP;unicast;client_port=3458-3459; server_port=5680-5681
Session: dfhyrio90llk


PLAY rtsp://mediaserver.com/movie.test RTSP/1.0
CSeq: 4
Session: dfhyrio90llk 
User-Agent: TheStreamClient/1.1b2


RTSP/1.0 200 OK
CSeq: 4
Session: dfhyrio90llk
Range: npt=0-
RTP-Info: url= rtsp://mediaserver.com/movie.test/streamID=0; seq=9900;rtptime=4470048, 
                 url= rtsp://mediaserver.com/movie.test/streamID=1; seq=1004;rtptime=1070549
NOTE: 
Headers can be folded onto multiple lines if the continuation line begins with a space or horizontal tab. For more information, see RFC2616 [17].
The user watches the movie for 20 seconds and then decides to fast forward to 10 seconds before the end…

PAUSE rtsp://mediaserver.com/movie.test RTSP/1.0
CSeq: 5
Session: dfhyrio90llk 
User-Agent: TheStreamClient/1.1b2

PLAY rtsp://mediaserver.com/movie.test RTSP/1.0
CSeq: 6
Range: npt=50-59.3478
Session: dfhyrio90llk 
User-Agent: TheStreamClient/1.1b2

RTSP/1.0 200 OK
CSeq: 5
Session: dfhyrio90llk


RTSP/1.0 200 OK
CSeq: 6
Session: dfhyrio90llk
Range: npt=50-59.3478
RTP-Info: url= rtsp://mediaserver.com/movie.test/streamID=0; 
                seq=39900;rtptime=44470648, 
                 url= rtsp://mediaserver.com/movie.test/streamID=1; 
                seq=31004;rtptime=41090349

After the movie is over the client issues a TEARDOWN to end the session…

TEARDOWN rtsp://mediaserver.com/movie.test RTSP/1.0
CSeq: 7
Session: dfhyrio90llk 
User-Agent: TheStreamClient/1.1b2

RTSP/1.0 200 OK
Cseq: 7
Session: dfhyrio90llk 
Connection: close 
EXAMPLE (rate adaptation):

This example contains a complete RTSP signalling for session set-up with rate adaptation support, where the client buffer feedback functionality is initialised and used. To allow the server to know that a client supports the buffer feedback formats and signalling, the client includes a link to its UAProf description in its RTSP DESCRIBE request. 

DESCRIBE rtsp://mediaserver.com/movie.test RTSP/1.0
CSeq: 1 
User-Agent: TheStreamClient/1.1b2
x-wap-profile: http://uaprof.example.com/products/TheStreamClient1.1b2


RTSP/1.0 200 OK
CSeq: 1Date: 20 Aug 2003 15:35:06 GMT
Content-Base: rtsp://mediaserver.com/movie.test/
Content-Type: application/sdp
Content-Length: 500

v=0
o=- 950814089 950814089 IN IP4 144.132.134.67
s=Example of aggregate control of AMR speech and H.263 video 
e=foo@bar.com
c=IN IP4 0.0.0.0 
b=AS:77
t=0 0
a=range:npt=0-59.3478 
a=control:*
m=audio 0 RTP/AVP 97
b=AS:13
b=RR:350
b=RS:300
a=rtpmap:97 AMR/8000
a=fmtp:97 octet-align=1
a=control: streamID=0
a=3GPP-Adaptation-Support:2
m=video 0 RTP/AVP 98
b=AS:64
b=RR:2000
b=RS:1200
a=rtpmap:98 H263-2000/90000
a=fmtp:98 profile=3;level=10 
a=control: streamID=1
a=3GPP-Adaptation-Support:1


SETUP rtsp://mediaserver.com/movie.test/streamID=0 RTSP/1.0
CSeq: 2
Transport: RTP/AVP/UDP;unicast;client_port=3456-3457
User-Agent: TheStreamClient/1.1b2
3GPP-Adaptation: url="rtsp://mediaserver.com/movie.test/streamID=0";size=14500;target-time=5000


RTSP/1.0 200 OK
CSeq: 2
Transport: RTP/AVP/UDP;unicast;client_port=3456-3457;server_port=5678-5679;ssrc=A432F9B1
Session: dfhyrio90llk
3GPP-Adaptation: url="rtsp://mediaserver.com/movie.test/streamID=0";size=14500;target-time=5000


SETUP rtsp://mediaserver.com/movie.test/streamID=1 RTSP/1.0
CSeq: 3
Transport: RTP/AVP/UDP;unicast;client_port=3458-3459
Session: dfhyrio90llk 
User-Agent: TheStreamClient/1.1b2
3GPP-Adaptation: url="rtsp://mediaserver.com/movie.test/streamID=1";size=35000;target-time=5000



RTSP/1.0 200 OK
CSeq: 3
Transport: RTP/AVP/UDP;unicast;client_port=3458-3459; server_port=5680-5681; ssrc=4D23AE29
Session: dfhyrio90llk
3GPP-Adaptation: url=" rtsp://mediaserver.com/movie.test/streamID=1";size=35000;target-time=5000


PLAY rtsp://mediaserver.com/movie.test/ RTSP/1.0
CSeq: 4
Session: dfhyrio90llk 
User-Agent: TheStreamClient/1.1b2


RTSP/1.0 200 OK
CSeq: 4
Session: dfhyrio90llk
Range: npt=0-
RTP-Info: url= rtsp://mediaserver.com/movie.test/streamID=0; seq=9900;rtptime=4470048, url= rtsp://mediaserver.com/movie.test/streamID=1; seq=1004;rtptime=1070549

If the client desires to change the target buffer protection time during the session, it can signal a new value to the server by means of an RTSP SET_PARAMETER request.

SET_PARAMETER rtsp://mediaserver.com/movie.test/ RTSP/1.0
CSeq: 8
Session: dfhyrio90llk
User-Agent: TheStreamClient/1.1b2
3GPP-Adaptation: url="rtsp://mediaserver.com/movie.test/streamID=0";target-time=7000,url="rtsp://mediaserver.com/movie.test/streamID=1";target-time=7000

RTSP/1.0 200 OK
CSeq: 8
Session: dfhyrio90llk
3GPP-Adaptation: url="rtsp://mediaserver.com/movie.test/streamID=0";target-time=7000,url="rtsp://mediaserver.com/movie.test/streamID=1";target-time=7000

--- <cut> ---

A.3.3
Examples of RTCP APP packets for client buffer feedback
Example 1: The RTCP Receiver Report and OBSN packet while having a number of packets for a single source in the receiver buffer and signalling the playout delay for the oldest packet. 

RTCP Receiver Report:

 0                   1                   2                   3   

 0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

|V=2|P|    RC   |   PT=RR=201   |             length = 7        |

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

|                     SSRC of packet sender = 0x324FE239        |

+=+=+=+=+=+=+=+=+=+=+=+=+=+=+=+=+=+=+=+=+=+=+=+=+=+=+=+=+=+=+=+=+

|                 SSRC_1 (SSRC of first source) = 0x4D23AE29    |

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

| fraction lost |       cumulative number of packets lost       |

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

| extended highest sequence number received = 0x00000551 (1361) |

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

|                      interarrival jitter                      |

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

|                         last SR (LSR)                         |

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

|                   delay since last SR (DLSR)                  |

+=+=+=+=+=+=+=+=+=+=+=+=+=+=+=+=+=+=+=+=+=+=+=+=+=+=+=+=+=+=+=+=+

APP packet:

 0                   1                   2                   3

 0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

|V=2|P|subtype=0|   PT=APP=204  |             length = 4        |

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

|                     Client SSRC = 0x324FE239                  |

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

|                          name = "PSS0"                        |

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

|                        Server SSRC = 0x4D23AE29               |

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

|       Playout Delay = 300     |            OBSN = 1323        |

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

From the above compound RTCP packet, the server concludes that the client has 39 (1361-1323+1) packets in its video buffer, which has a total size of 35000 bytes as indicated during the RTSP session setup (see rate-adaptation example in clause A.2.1).

The server can compute the buffer duration at the time the packet was sent by first computing the time difference between the timestamp of the packet of highest sequence number (i.e. sequence number 1361) and the timestamp of the packet of oldest sequence number (i.e. sequence number 1323) and second adding the playout delay of the oldest packet (300).

If the receiver had chosen not to signal the playout delay of the oldest packet, the receiver would have sent instead the reserved value 0x FFFF for the playout delay field.

Example 2: Reporting an empty buffer. 

In the case a client has played out all packets for a SSRC that has been received and would send out a RTCP receiver report according to the one in example 1, the OBSN packet would carry an OBSN value of 1362. This results in that the calculation of the number of packets becomes 0 (1361-1362+1). As the buffer is empty, the playout delay is not defined and the receiver should use the reserved value 0xFFFF for this field.
























3GPP


