Page 1



x3GPP TSG-SA4#36 Meeting  
S4-050810

Bordeaux, France, 13-18 November 2005

	CR-Form-v7

	CHANGE REQUEST

	

	(

	26.346
	CR
	39
	(

rev
	2
	(

Current version:
	6.2.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	PtP file repair URI correction

	
	

	Source:
(

	Nokia, Ericsson

	
	

	Work item code:
(

	MBMS-TSMBMS
	
	Date: (

	16/11/2005

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	Wrong syntax for PtP file repair request format

	
	

	Summary of change:
(

	PtP file repair request format corrected, Correction of reference and example domain names. 

	
	

	Consequences if 
(

not approved:
	Unimplementable PtP request format preventing file repair operations

	
	

	Clauses affected:
(

	9.2, 9.3.5.1, 9.3.5.2, 9.3.6, 9.3.6.1, 9.4.6, 9.5.1, 9.5.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	Affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

************************************* FIRST CHANGE ******************************************

9.2
Associated Procedure Description

An associated procedure description instance (configuration file) for the associated delivery procedures may be delivered to the MBMS clients:

· during a User Service Discovery / Announcement prior to the MBMS Download delivery session along with the session description (out-of-band of that session); or

· in-band within a MBMS Download delivery session.

The most recently delivered configuration file (i.e. the one with the highest version number - as given from the envelope, see sub-clause 11.1.3) shall take priority, such that configuration parameters received prior to, and out-of-band of, the download session they apply to are regarded as "initial defaults", and configuration parameters received during, and in-band with the download session, overwrite the earlier received parameters. Thus, a method to update parameters dynamically on a short time-scale is provided but, as would be desirable where dynamics are minimal, is not mandatory.

During the User Service Discovery / Announcement Procedure, the associated procedure description instance is clearly identified using a URI, to enable UE cross-referencing of in and out-of-band configuration files.

The MIME application type "application/mbms-associated-procedure-description+xml" as defined in clause C.7 identifies associated delivery procedure description instances (configuration files).

In XML, each associated delivery procedure entry shall be configured using an "associatedProcedureDescription" element. All configuration parameters of one associated delivery procedure are contained as attributes of an "associatedProcedureDescription" element. The elements (e.g. "postFileRepair" and "postReceptionReport") of an "associatedProcedureDescription" element identify which associated procedure(s) to configure.. The associated delivery procedure description is specified formally as an XML schema in sub-clause 9.5.1.
************************************* NEXT CHANGE ******************************************

9.3.5
File Repair Server Selection

9.3.5.1
List of Server URIs

A list of file repair service URIs is provided as elements of the Associated Delivery procedure fragment's postFileRepair element. Service URIs host identity may also be given as IP addresses, which may be used to avoid a requirement for DNS messaging. The file repair service URIs of a single associated delivery procedure description shall be of the same type, e.g. all IP addresses of the same version, or all domain names. The number of URIs is determined by the number of "serviceURI" elements, each of which shall be a child-element of the "procedure" element. The "serviceURI" element provides the references to the file repair server's resource via the "xs:anyURI" value. At least one "serviceURI" element shall be present.


9.3.5.2
Selection from the Server URI List

The MBMS client randomly selects one of the service URIs from the list, with uniform distribution.

************************************* NEXT CHANGE ******************************************

9.3.6
File Repair Request Message

Once missing file data is identified, the MBMS client sends one or more messages to a file repair server requesting transmission of data that allows recovery of missing file data. All file repair requests and repair responses for a particular MBMS transmission shall take place in a single TCP session using the HTTP protocol (RFC 2616 [18]). The repair request is routed to the file repair server IP address resolved from the selected "serviceURI".

The timing of the opening of the TCP connection to the server, and the first repair request, of a particular MBMS client is randomized over a time window as described in sub-clause 9.3.2. If there is more than one repair request to be made these are sent immediately after the first.

When a MBMS UE identifies symbols in repair requests these shall be source symbols, and should include all the missing source symbols of the relevant source block. Note, these represent information for the file repair server and the BM-SC may use these and/or redundant symbols in providing the necessary repair data.

9.3.6.1
File Repair Request Message Format

After the MBMS download session, the receiver identifies a set of  encoding symbols which allows recovery of the missing file data and requests for their transmission in a file repair session.  Specific encoding symbols are uniquely identified by the combination (URI, SBN, ESI).

The file repair request shall include the URI of the file for which it is requesting the repair data. URI is required to uniquely identify the file (resource) and is found from the download delivery method (the FLUTE FDT Instances describe file URIs). The (SBN, ESI) pair uniquely identifies an encoding symbol. For completely missed files, a Repair Request may give only the URI of the file.

The client makes a file repair request using the HTTP (RFC 2616 [18]) request method GET. If specific symbols are requested, the (SBN, ESI) of requested encoding symbols are encoded into the URI query part (RFC 3986 [19]) as defined below and included in the HTTP GET request. If a number of previously unreceived symbols are requested for a specific Source Block, then the SBN is provided along with the ESI of the symbol, which is subsequent in the symbol sequence to the latest received symbol for that source block and the number of symbols requested.

For example, assume that in a MBMS download session a 3gp file with URI = www.example.com/news/latest.3gp was delivered to an MBMS client.  After the MBMS download session, the MBMS client recognized that it did not receive two packets with SBN = 5, ESI = 12 and SBN=20, ESI = 27. If the repair service URI (from the associated delivery procedure meta data fragment) is "http://mbmsrepair1.example.com/path/repair_script" then the HTTP GET request is as follows:

GET
/path/repair_script?fileURI=www.example.com/news/latest.3gp&SBN=5;ESI=12&SBN=20;ESI=27
HTTP/1.1
Host: mbmsrepair1.example.com

A file repair session shall be used to recover the missing file data from a single MBMS download session only. If more than one file were downloaded in a particular MBMS download session, and, if the MBMS client needs repair data for more than one file received in that session, the MBMS client shall send separate HTTP GET requests for each file.

An HTTP client implementation might limit the length of the URL to a finite value, for example 256 bytes. In the case that the length of the URL-encoded (SBN, ESI) data exceeds this limit, the MBMS client shall distribute the URL‑encoded data into multiple HTTP GET requests.

In any case, all the HTTP GETs of a single file repair session shall be performed within a single TCP session and they shall be performed immediately one after the other.

In the following, we give the details of the syntax used for the above request method in ABNF.

In this case an HTTP GET with a normal query shall be used to request the missing data, according to HTTP1.1 [RFC2616 [18]] 
· repair_request_http_URL = repair_service_URI "?" query

· repair_service_URI = <selected serviceURI from the Associated Delivery Procedure Description>
Where, for MBMS File Repair Request:

· query = file_uri *( "&" sbn_info)
· file_uri = "fileURI=" URI-reference; URI-reference is as defined in [19].


· 

· 
· 
· sbn_info = "SBN=" sbn_range

· sbn_range = ( sbnA [ "-" sbnZ ] ) / ( sbnA [ ";" esi_info] )

· esi_info = "ESI=" ((esi_range *( "," esi_range ) ) ) / (esiA “+” number_symbols)

· esi_range = esiA [ "-" esiZ ]

· sbnA = 1*DIGIT; the SBN, or the first of a range of SBNs

· sbnZ = 1*DIGIT; the last SBN of a range of SBNs

· esiA = 1*DIGIT; the ESI, or the first of a range of ESIs

· esiZ = 1*DIGIT; the last ESI of a range of ESIs

· number_symbols = 1*DIGIT; the number of additional symbols required
Thus, the following symbols adopt a special meaning for MBMS download URI: ? - + , ; & =

One example of a query on encoding symbol 34 of source block 12 of a music file “www.example.comm/greatmusic/number1.aac" using the provided repair service URI "http://mbmsrepair1.example.com/path/repair_script" is:

· http://mbmsrepair1.example.com/path/repair_script?fileURI= www.example.com/greatmusic/number1.aac&SBN=12;ESI=34


· 
For messaging efficiency, the formal definition enables several contiguous and non-contiguous ranges to be expressed, as well as a number of symbols with ESIs of a given value or above in a single query:

· A symbol of a source block (like in the above example).

· A range of symbols for a certain source block (e.g. ...&SBN=12;ESI=23-28).

· A number of symbols with ESIs of a given value or above (e.g. …&SBN=12;ESI=120+10).

· A list of symbols for a certain source block (e.g. ...&SBN=12;ESI=23,26,28).

· All symbols of a source block (e.g. ...&SBN=12).

· All symbols of a range of source blocks (e.g. ...&SBN=12-19).

· non-contiguous ranges (e.g.1. ...&SBN=12;ESI=34&SBN=20;ESI=23 also, e.g. 2. ...&SBN=12‑19&SBN=28;ESI=23-59&SBN=30;ESI=101).

************************************ NEXT CHANGE ****************************

9.4.6
Reception Report Message

Once the need for reception reporting has been established, the MBMS receiver sends one or more Reception Report messages to the BM-SC. All Reception Report requests and responses for a particular MBMS transmission should take place in a single TCP session using the HTTP protocol (RFC 2616 [18]).

The Reception Report request shall include the URI of the file for which delivery is being confirmed. URI is required to uniquely identify the file (resource).

The client shall make a Reception Report request using the HTTP (RFC 2616 [18]) POST request carrying XML formatted metadata for each reported received content (file). An HTTP session shall be used to confirm the successful delivery of a single file. If more than one file were downloaded in a particular MBMS download multiple reception reports shall be added in a single POST request.

Each Reception Report is formatted in XML according the following XML schema (sub-clause 9.5.3). An informative example of a single reception report XML object is also given (sub-clause 9.5.3.2).

Multipart MIME (multipart/mixed) may be used to aggregate several small XML files of reception reports to a larger object.

For Reception Acknowledgement (RAck) a receptionAcknowledgement element shall provide the relevant data.

For Statistical Reporting (StaR) a statisticalReporting element shall provide the relevant data.

For both RAck and StaR/StaR-all (mandatory):

· For download, one or more fileURI elements shall specify the list of files which are reported.

For only StaR/StaR-all (all optional):

· Each fileURI element has an optional receptionSuccess status code attribute which defaults to "true" ("1") when not used. This attribute shall be used for StaR-all reports. This attribute shall not be used for StaR reports.

· Each QoE Metrics element has eleven attributes as defined in sub-clause 9.5.3 that correspond to the QoE metrics listed in sub-clause 8.4.2. Individual metrics, both at session and at media level can be selected via SDP as described in sub-clause 8.3.2.1.

· The sessionID attribute identifies the delivery session. This is of the format source_IP_address + ":" + FLUTE_TSI/RTP_source_port.

· The sessionType attribute defines the basic delivery method session type used = "download" || "streaming" || "mixed".

· The serviceId attribute is value and format is taken from the respective userServiceDescription serviceID definition.

· The clientId attribute is unique identifier for the receiver. [format is FFS].

· The serviceURI attribute value and format is taken from the respective associatedDeliveryProcedureDescription serviceURI, which was selected by the UE for the current report. This attribute expresses the reception report server to which the reception report is addressed.

************************************ NEXT CHANGE ****************************

9.5.1
Generic Associated Delivery Procedure Description

Below is the formal XML syntax of associated delivery procedure description instances. Documents following this schema can be identifed with the MIME type "application/mbms‑associated-procedure-description+xml" defined in Annex C.7.

<?xml version="1.0" encoding="UTF-8"?>

<xs:schema 


xmlns="urn:3gpp:metadata:2005:MBMS:associatedProcedure" 


xmlns:xs="http://www.w3.org/2001/XMLSchema" 


targetNamespace="urn:3gpp:metadata:2005:MBMS:associatedProcedure" 


elementFormDefault="qualified">


<xs:element name="associatedProcedureDescription" type="associatedProcedureType"/>


<xs:complexType name="associatedProcedureType">



<xs:sequence>




<xs:element name="postFileRepair" type="basicProcedureType" minOccurs="0"/>




<xs:element name="bmFileRepair" type="bmFileRepairType" minOccurs="0"/>




<xs:element name="postReceptionReport" type="reportProcedureType" minOccurs="0"/>




<xs:any namespace="##other" processContents="skip" minOccurs="0" maxOccurs="unbounded"/>



</xs:sequence>


</xs:complexType>


<xs:complexType name="basicProcedureType">



<xs:sequence>




<xs:element name="serviceURI" type="xs:anyURI" maxOccurs="unbounded"/>



</xs:sequence>



<xs:attribute name="offsetTime" type="xs:unsignedLong" use="optional"/>



<xs:attribute name="randomTimePeriod" type="xs:unsignedLong" use="required"/>


</xs:complexType>


<xs:complexType name="bmFileRepairType">



<xs:attribute name="sessionDescriptionURI" type="xs:anyURI" use="required"/>


</xs:complexType>


<xs:complexType name="reportProcedureType">



<xs:complexContent>




<xs:extension base="basicProcedureType">





<xs:attribute name="samplePercentage" type="xs:decimal" use="optional" 






default="100"/>





<xs:attribute name="forceTimeIndependence" type="xs:boolean" use="optional" 






default="false"/>





<xs:attribute name="reportType" type="xs:string" use="optional"/>




</xs:extension>



</xs:complexContent>


</xs:complexType>

</xs:schema>

"reportType" value = "rack" || "star" || "star-all"

************************************ NEXT CHANGE ****************************

9.5.2
Example Associated Delivery Procedure Description Instance

Below is an example of an associated delivery procedure description for reception reporting.

<?xml version="1.0" encoding="UTF-8"?>

<associatedProcedureDescription 


xmlns="urn:3gpp:metadata:2005:MBMS:associatedProcedure"


xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance"> 


<postFileRepair




offsetTime="5"




randomTimePeriod="10">



<serviceURI>http://mbmsrepair0.example.com/path/repair_script"</serviceURI>



<serviceURI>http://mbmsrepair1.example.com/path1/repair_script"</serviceURI>



<serviceURI>http://mbmsrepair2.example.com/path2/repair_script"</serviceURI>


</postFileRepair>


<bmFileRepair sessionDescriptionURI="http://www.example.com/3gpp/mbms/session1.sdp"/>


<postReceptionReport




offsetTime="5"




randomTimePeriod="10"




reportType="star-all"




samplePercentage="100"




forceTimeIndependence="0">



<serviceURI>"http://mbmsreport.example.com/path/report_script"</serviceURI>


</postReceptionReport>

</associatedProcedureDescription>

************************************ NEXT CHANGE ****************************
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