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5.2
Audio

For IMS terminals supporting audio, one or both of the following two audio codecs should be supported:

· Enhanced aacPlus [49][50][51]

· Extended AMR-WB [46][47][45]

There is no requirement that a terminal supporting decoding by one of the codecs shall also support encoding by that codec.

Specifically, based on the audio codec selection test results Extended AMR-WB is strong for the scenarios marked with blue, Enhanced aacPlus is strong for the scenarios marked with orange, and both are strong for the scenarios marked with green colour in the table below:

	Content type

Bit rate
	Music
	Speech over Music
	Speech between Music
	Speech

	14 kbps mono
	
	
	
	

	18 kbps stereo
	
	
	
	

	24 kbps stereo
	
	
	
	

	24 kbps mono
	
	
	
	

	32 kbps stereo
	
	
	
	

	48 kbps stereo
	
	
	
	


Note that the selection test results are based on earlier versions of the two audio codecs, Extended AMR-WB and Enhanced aacPlus. For further information on audio codec characterization please refer to TR 26.936 [62].

Enhanced aacPlus decoder is also able to decode MPEG-4 AAC LC content.

Extended AMR-WB decoder is also able to decode AMR-WB content.

In addition, MPEG-4 AAC Low Complexity and MPEG-4 AAC Long Term Prediction object types [19] may be supported. The maximum sampling rate to be supported by the decoder is 48 kHz. The channel configurations to be supported are mono (1/0) and stereo (2/0).
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