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*************************Begin Modification**************************

5.3
Session set-up and control

5.3.1
General

Continuous media is media that has an intrinsic time line. Discrete media on the other hand does not itself contain an element of time. In this specification speech, audio, video and timed text belong to the first category and still images and text to the latter one.

Streaming of continuous media using RTP/UDP/IP (see clause 6.2) requires a session control protocol to set-up and control the individual media streams. For the transport of discrete media (images and text), vector graphics, timed text and synthetic audio this specification adopts the use of HTTP/TCP/IP (see clause 6.3). In this case there is no need for a separate session set-up and control protocol since this is built into HTTP. This clause describes session set-up and control of the continuous media speech, audio and video.
5.3.2
RTSP

RTSP [5] shall be used for session set-up and session control. If the current content is over or a PSS client desire to terminate the current session , the PSS client shall issue a TEARDOWN method(see clause 10.7 in [5] )to terminate the session. PSS clients and servers shall follow the rules for minimal on-demand playback RTSP implementations in appendix D of [5]. In addition to this:

-
PSS servers and clients shall implement the DESCRIBE method (see clause 10.2 in [5]);

-
PSS servers and clients shall implement the Range header field (see clause 12.29 in [5]);

-
PSS servers shall include the Range header field in all PLAY responses;

-
PSS servers and clients should implement the SET_PARAMETER method (see clause 10.9 in [5]);

-
PSS servers and clients should implement the Bandwidth header field (see clause 12.6 in [5].

Further additions to RTSP are specified in the following subclauses.

*************************End Modification**************************
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